**Electrical Specifications**

- **Frequency Range (GHz):** 26.50 - 40.00
- **Isolation (dB):** 1.00
- **Insertion Loss (dB):** 1.00
- **VSWR:** 1.50
- **Power:**
  - AVG (Port 1 to 2): 5 W
  - REFLECTIVE POWER (TERM): 2 W
  - POWER: 30 W
  - PEAK:
    - REFLECTIVE POWER (TERM): 2 W
    - POWER: 30 W

**Mechanical Specifications**

- **Connectors:**
  - Contact Pins: Beryllium Copper, Gold Plate
  - Termination: K-Female, Stainless Steel, Passivate
- **Dimensions in Inches, Unless Otherwise Specified**
  - 2.65 x 0.15 DP 3 Places (Tapped Holes, Both Sides)
- **Weight (Approx):** 0.90 Ounces
- **Operating Temperature:** -20°C to +65°C
- **Contact Pins:** Beryllium Copper, Gold Plate
- **K-Female Stainless Steel, Passivate
- **Dimensions in Inches, Unless Otherwise Specified**
  - 2.65 x 0.15 DP 3 Places (Tapped Holes, Both Sides)

**Termination**

2-56 X 0.15 DP 3 Places (Tapped Holes, Both Sides)