OVERMOLD PCB NOT INCLUDED WITH KIT, SEE SHEET 2 FOR REQUIREMENTS.

NOTE:
1. PRODUCT AND PROCESS MEETS REQUIREMENT OF TE SPECIFICATION TEC-138-702.
2. SEE SHEET 2 FOR OVERMOLD PCB REQUIREMENTS.

Downloaded from Arrow.com.
RECOMMENDED OVERMOLD MATERIAL
THERMOPLASTIC POLYAMIDE OR EQUIVALENT.
DUROMETER 82 SHORE A MINIMUM.

PLATING ON CONTACT
PADS TO BE
30µ" MINIMUM GOLD
OVER 50µ" MINIMUM NICKEL
## Stock Disposition

### REVISION HISTORY

<table>
<thead>
<tr>
<th>DATE</th>
<th>REV</th>
<th>CHANGES</th>
<th>REASON</th>
<th>APPROVAL</th>
</tr>
</thead>
<tbody>
<tr>
<td>24 AUG 2018</td>
<td>A</td>
<td>INITIAL RELEASE</td>
<td>INITIAL RELEASE</td>
<td>DZ</td>
</tr>
</tbody>
</table>

---

**TE Connectivity**

**Customer Drawing**

- PLUG KIT, 124 POSN, SILVER
- MATERIAL: -
- PERM.: -
- SCALE: 1:1
- SHEET: 3 of 3
- REVISION: A
- DRAWING NO: A300779 C=2339107

---

**TE Connectivity**

---

Downloaded from Arrow.com.