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IR Rectifier

I~ HEXFET® Power MOSFET
Application
. (L)ptir{}izlt:d forPUPS/Ir_;_vet;ter Applications b Vpss 30V
. ow Voltage Power Tools
g RDS(on) typ. 3.5mQ
) max 4.5mQ
Benefits G
e Low RDS(on) at 4.5V Vgs . Ip (silicon Limited) 120AQ
Low Gate Charge Ip (Package Limited) 90A

[ ]
e Fully Characterized Capacitance and Avalanche SOA
e Lead-Free
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TO-220AB
IRL8114PbF
G D S
Gate Drain Source
Standard Pack
Base part number Package Type Form Quantity Orderable Part Number
IRL8114PbF TO-220 Tube 50 IRL8114PbF
Absolute Maximum Rating
Symbol Parameter Max. Units
b @ Tc=25°C Continuous Drain Current, Vgs @ 10V (Silicon Limited) 120 ®
Ib @ Tc = 100°C  |Continuous Drain Current, Vgs @ 10V (Silicon Limited) 85 A
b @ Tc =25°C Continuous Drain Current, Vgs @ 10V (Package Limited) 90
Iom Pulsed Drain Current @ 440 ®
Po @Tc =25°C Maximum Power Dissipation 115 W
Po @Tc = 100°C |Maximum Power Dissipation 58
Linear Derating Factor 0.77 W/°C
Vas Gate-to-Source Voltage +20 \%
ETG gtzigztén'?';;ggrlgﬂl?engange -5 o+ 175 °C
Soldering Temperature, for 10 seconds (1.6mm from case) 300
Mounting Torque, 6-32 or M3 Screw® 10 Ibf-in (1.1 N-m)
Thermal Resistance
Symbol Parameter Typ. Max. Units
Rosc Junction-to-Case ® — 1.3
Rocs Case-to-Sink, Flat Greased Surface 0.50 — °C/W
Rgua Junction-to-Ambient — 62
Notes @ through ® are on page 7
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Static @ T, = 25°C (unless otherwise specified)

Symbol Parameter Min. | Typ. | Max. | Units Conditions
V (BR)DSS Drain-to-Source Breakdown Voltage 30 | — | — V  [Vgs =0V, Ip = 250uA
AV grypss/AT, |Breakdown Voltage Temp. Coefficient — 10.017| — |mV/°C|Reference to 25°C, Ip = 1mA @
Rbs(on) Static Drain-to-Source On-Resistance : 22 gg mQ xzz : 195\</’,er==4302§®@
Vas(th) Gate Threshold Voltage _ 135 | — | 2.25 V  [Vos = Vs, I = 250uA
AVgsin/AT, |Gate Threshold Voltage Temp. Coefficient — | 6.7 | —
lbss Drain-to-Source Leakage Current — 11 5% HA xzz z gjx\l C;S::O(C/,TJ S35
loss Gate-to-Source Forward Leakage — | — | 100 nA Vgs = 20V
Gate-to-Source Reverse Leakage — | — | -100 Vgs = -20V
gfs Forward Transconductance 173 | — | — S |Vps =15V, Ip =32A
Qq Total Gate Charge — | 19 | 29
Qgs1 Pre-Vth Gate-to-Source Charge — | 50 | — Vps = 15V
Qgs2 Post Vth Gate-to-Source Charge — | 3.0 | — G Vs =4.5V®
Qg Gate-to-Drain Charge — | 6.7 | — Ib = 32A
Qgodr Gate Charge Overdrive — | 43 | — See Fig. 16
Qsw Switch Charge (Qgs2 + Qgq) — | 9.7 | —
Qoss Output Charge — | 15 | — | nC |Vps =16V, Vgs =0V
tacon) Turn-On Delay Time — | 27 | — Voo = 15V
t Rise Time — [ 103 | — Ib = 32A
tacof) Turn-Off Delay Time — | 29 | — ne Re= 10Q
tf Fall Time — | 45 | — Vgs = 4.5V @
Ciss Input Capacitance — | 2660 | — Vaes = 0V
Coss Output Capacitance — | 600 | — | pF [Vps=15V
Crss Reverse Transfer Capacitance — | 300 | — f=1.0MHz
Avalanche Characteristics
Eas (Thermally limiteay  |Single Pulse Avalanche Energy ® 200 mJ
lar Avalanche Current @ 32 A
Diode Characteristics
Symbol Parameter Min. | Typ. | Max. |Units Conditions
Is Continuc?us Source Current | — | 1200 MOSI_zET symbol 5
(Body Diode) A §howmg the
lsu Pulsed S_ource Current | —— | 4400 mtegral reverse o
(Body Diode) ® p-n junction diode. s
Vsp Diode Forward Voltage | — 1.0 V |T;=25°C,ls=32AVgs =0V ®
tr Reverse Recovery Time _ 22 33 ns [T,=25°C, I =32A, Vpp = 15V
Qr Reverse Recovery Charge e 13 20 nC |di/dt = 100A/us ®

www.irf.com © 2015 International Rectifier

Downloaded from AFFOW.Com.

Submit Datasheet Feedback

March 11, 2015



http://www.irf.com/�
http://ec.irf.com/v6/en/US/adirect/ir?cmd=LogDatasheetFeedback&sku=IRL8114PbF&date=20150311�
http://www.arrow.com

IGR

1000 | e 1000 F o
[ VGS [ VGS
| TOP 15V |} TOP 15V
| 10V 3 10V
—_ ) —~ | 8.0V r
< Sov < Sov
e 4.5V e 4.5V
o 4.0v o 4.0V
= - 3.5V 5 i 3.5V
o BOTTOM 3.0V IS) BOTTOM 3.0V /
[0} [0}
€ 100 | - £ 100 |
[ i/ o 7
@ @
> v 2
é / L_3.0V. I % / 3.0V =
g // _ ”—‘—“ 5 // "_—_ —) |
"4 "4
o 7 2 /0
<60ps PULSE WIDTH <60ps PULSE WIDTH
=25 | ||| moirsel [
10 el 10
0.1 1 10 0.1 1 10
Vpg, Drain-to-Source Voltage (V) Vpsg: Drain-to-Source Voltage (V)
Fig 1. Typical Output Characteristics Fig 2. Typical Output Characteristics
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Fig 3. Typical Transfer Characteristics Fig 4. Normalized On-Resistance vs. Temperature
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Fig 5. Typical Capacitance vs. Drain-to-Source Voltage Fig 6. Typical Gate Charge vs. Drain-to-Source Voltage
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Fig 7. Typical Source-Drain Diode Forward Voltage Fig 8. Maximum Safe Operating Area
2 25 600
g 3 |
8 - £ D
G N N TOP 9.4A
z \\ =y \ 14A
z 20 2
- N S BOTTOM 32A
e \\ Id = 250uA o 400 \
o ) =
m \ © \
8 15 N S
2 N i N
[e) [0]
@ N\ 2 N N
2 N & 200 N
£ ko)
S 1.0 2y \\ \\
a & ~1 IND
(7] iy [~ N
) —
o
m 05 0
= -60-40-20 0 20 40 60 80 100120140160180 25 50 75 100 125 150
Ty, Temperature ( °C) Starting T j , Junction Temperature (°C)
Fig 9. Threshold Voltage vs. Temperature Fig 10. Maximum Avalanche Energy Charge vs. Drain Current
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Fig 11. Typical On-Resistance vs. Gate Voltage Fig 12. Maximum Drain Current vs. Case Temperature
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Fig 14a. Unclamped Inductive Test Circuit Fig 14b. Unclamped Inductive Waveforms
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Fig 15a. Switching Time Test Circuit Fig 15b. Switching Time Waveforms
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Fig 16a. Gate Charge Test Circuit Fig 16b. Gate Charge Waveform
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TO-220AB Package Outline (Dimensions are shown in millimeters (inches))

IRL8114PbF

|_SEATNG
_ A T NOTES
Y w e 1.~ DIMENSIONING AND TOLERANCING AS PER ASME Y14.5 M- 1994,
b (o loroislis H 2.~ DIMENSIONS ARE SHOWN IN INCHES [MILLIMETERS]
: 4 H = 3~ LEAD DIMENSION AND FINISH UNCONTROLLED IN L.
- 4.— DIMENSION D, D1 & E DO NOT INCLUDE MOLD FLASH. MOLD FLASH
A s SHALL NOT EXCEED .005” (0.127) PER SIDE. THESE DMENSIONS ARE
i , é WEASURED AT THE OUTERMOST EXTREMES OF THE PLASTIC BODY.
R DIMENSION bl, b3 & cI APPLY TO BASE METAL ONLY.
B 6.~ CONTROLLING DIMENSION : INCHES.
\ ; b 7.~ THERMAL PAD CONTOUR OPTIONAL WITHIN DIMENSIONS E,H1,02 & E1
\ / 8.~ DIMENSION E2 X H1 DEFINE A ZONE WHERE STAMPING
14 AND SINGULATION IRREGULARITIES ARE ALLOWED.
9.~ OUTLINE CONFORMS TO JEDEC TO-220, EXCEPT A2 (max.) AND D2 (min.)
WHERE DINENSIONS ARE DERIVED FROM THE ACTUAL PACKAGE OUTLINE.
el |— A=
— el DIMENSIONS
o SYMBOL MILLIMETERS INCHES
MIN. MAX. MIN. MAX. NOTES
A 3.56 483 140 190
Al 114 1.40 045 055
A2 2.03 2.92 080 115
b 0.38 1.01 015 040
b 0.38 0.97 015 038 5
b2 114 1.78 045 070
bl b3 114 1.73 045 068 5
© / ¢ 0.36 0.61 014 .024
, cl 0.36 0.56 D14 022 5
1) {} D 14.22 16.51 .560 .650 4 LEAD ASSIGNMENTS
L 02\ D1 838 9.02 1330 355 e
D2 11.68 12.88 460 507 7 =
ot 2 E 9.65 10,67 380 420 47 fas
a 6.86 8.89 270 .350 7 3.~ SOURCE
£2 - 0.76 - 1030 8
|GBTs, CoPACK
A e 2.54 BSC 100 BSC o
PLATING~ [ (b, 2)—| -BASE. el °.08 BSC 200 BSC 2- COLLECTOR
: 9\\\\/ 4 , , ,
e i 5§>5 L 3.56 4.06 140 160 3 -
P 3.54 4.08 139 161 5 CATHODE
—c o Q 254 342 100 135 3 ANODE

TO-220AB Part Marking Information

EXAMPLE:

THIS IS AN IRF1010

O

LOTCODE 1789
ASSEMBLED ON WW 19,2000
INTHE ASSEMBLY LINE "C"

Note: "P"in assembly line position
indicates "Lead - Free"

INTERNATIONAL

RECTIFIER
L060  a
ASSEMBLY /

PARTNUMBER

F 17

IRF1010 4
~ I€R 019C o

89

/

T DATECODE

YEAR 0 = 2000
WEEK 19

LOTCODE

TO-220AB packages are not recommended for Surface Mount Application.

Note: For the most current drawing please refer to IR website at http://www.irf.com/package/

LINEC
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Qualification Information’

Industrial
Qualification Level (per JEDEC JESD47F) Tt
Moisture Sensitivity Level TO-220 N/A
RoHS Compliant Yes

1  Qualification standards can be found at International Rectifier's web site: http://www.irf.com/product-info/reliability/

Tt Applicable version of JEDEC standard at the time of product release.

Notes:

® Calculated continuous current based on maximum allowable junction temperature. Bond wire current limit is 90A.
Note that current limitation arising from heating the device leads may occur with some lead mounting arrangements.
(Refer to AN-1140)

@ Repetitive rating; pulse width limited by max. junction temperature.

® Limited by TJMAX, starting TJ = 25°C, L= 039mH, RG = 509, IAS = 32A, VGS =10V.

@ Pulse width < 400ys; duty cycle < 2%.

® Ry is measured at T, approximately 90°C.

® Pulse drain current is limited at 360A by source bond technology.

International
TR Rectifier

IR WORLD HEADQUARTERS: 101 N. Sepulveda Blvd., El Segundo, California 90245, USA
To contact International Rectifier, please visit http://www.irf.com/whoto-call/
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IMPORTANT NOTICE

The information given in this document shall in no
event be regarded as a guarantee of conditions or
characteristics (“Beschaffenheitsgarantie”) .

With respect to any examples, hints or any typical
values stated herein and/or any information
regarding the application of the product, Infineon
Technologies hereby disclaims any and all
warranties and liabilities of any kind, including
without limitation warranties of non-infringement
of intellectual property rights of any third party.

In addition, any information given in this document
is subject to customer’s compliance with its
obligations stated in this document and any
applicable legal requirements, norms and
standards concerning customer’s products and any
use of the product of Infineon Technologies in
customer’s applications.

The data contained in this document is exclusively
intended for technically trained staff. It is the
responsibility of customer’s technical departments
to evaluate the suitability of the product for the
intended application and the completeness of the
product information given in this document with
respect to such application.

Downloaded from AFFOW.Com.

For further information on the product, technology,
delivery terms and conditions and prices please
contact your nearest Infineon Technologies office
(www.infineon.com).

WARNINGS

Due to technical requirements products may
contain dangerous substances. For information on
the types in question please contact your nearest
Infineon Technologies office.

Except as otherwise explicitly approved by Infineon
Technologies in a written document signed by
authorized representatives of Infineon
Technologies, Infineon Technologies’ products may
not be used in any applications where a failure of
the product or any consequences of the use thereof
can reasonably be expected to result in personal
injury.
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