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Locking fechnology acc. fo HARTING PushPull V& 2.0 RJLS Gigalink, Cat. 6A, 8-pole Mating face RJAS acc. to IEC 60603-7
IEC 61076-3-106, variant L4
— Loading Plan —
Xl acc. to TIA/EIA 568B Yl
mate Shield mate 18 09457451116 20
/ AN 17 09457451115 15
C white/orange 8765 L321 ‘
1 1 16 09457451114 10
‘ 2 | hf’fra/“ge \ 2 NS 15 09457451113 9
3 'sl Een 13 1 09457451112 8
b — b 13 09457451111 7
" c white/blue c 1 |
= green ; 12 09457451110 6
6 . 11 09457451109 5
] i 20T 18 o T o9rc7icT08 RJI Ethernet Stranded Cable .
3 brown g Lx2xAWG 26/7, outdoor,
D ‘ Y U 9 09457451120 35 [0
PVC, Cat. 5, black :
8 09457451107 3
? 09457451119 2.5
i 6 09457451106 2
5 09457451105 15
L 09457451118 1.2
3 09457451104 1
E 2 09457451103 05 e
1 09457451117 0.25
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_ Protection level: IP65/67 g | Arghts reserved [T SR | lmvss |l R
- Temperature range: -40°C ... +70°C N | Derarinent Hes - Ro Title . Doc-Key / ECM-Nr.
: RJ Industrial Cable Assembly L I
HARTING Customised Solutions — — — ™
0-32339 Espelkamp TB 094574511)()( E 171
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