DESCRIPTION: MICRO D-SUB CONNECTOR - MALE

SPECIFICATIONS:

ELECTRICAL:
A INSULATOR RESISTANCE: 1000 MOHMS MIN.
B SIGNAL CONTACT RESISTANCE: 45 mOHMS MAX.
CONTACT CURRENT RATING: 1 AMP
D.W.V.: 500VAC
/\Nﬁﬂ{\ OPERATING TEMPERATURE: -55°C TO 85°C
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\) 55 % 50 &EL MATERIALS:
INSULATOR: PBT UL94V-0, BLK
Lo 230°C MAX PROCESS TEMP
SHELL: ZINC ALLOY
CONTACTS: 154" GOLD PLATED BERYLLIUM COPPER MATING AREA
TIN PLATED ON SOLDER AREA
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**NOT DESIGNED TO MATE WITH NORCOMP 580-M // 581-M SERIES CONNECTORS. T
IF ANY QUESTIONS PLEASE CONTACT ENG@NORCOMP.NET
RoFIS COMIPRLIANT UNITS = mm DO NOT SCALE FROM DRAWING
THESE DRAWINGS AND SPECIFICATIONS ARE | DRAWN: SCALE: SHEET OF REV
THE PROPERTY OF NorComp AND SHALL NOT
BE REPRODUCED, COOI;IEOISngR USED AS THE M. SIGMON N O r" O m NTS L 2 7
BASIS FOR THE MANUFACTURE OR SALE OF DATE: DWG NO.
APPARATLIS WITHOUT WRITTEN PERMISSION. 08/18/2011 380-YYY-1 1 3 LOO 1
Downloaded from AFFOW.com.



http://www.arrow.com

DESCRIPTION: MICRO D-SUB CONNECTOR - MALE

9 POSITION 15 POSITION
18.20
14.35
Q 064 ——= =—
191 —— —~—
127 ————— ~~— 318 — = ——
- i N
O O O O0O———— CHOHONOGIIONONONG
+ 1.10% i 4
O OO0 Qif A O O O O O O
191 4>‘ —— \ — — 127
HOLE SIZED DETERMINED
064 —= = BY FASTENER USED* - - 254
$0.7% - - 38l
25 POSITION
24,55
762 t
6.35
2.08
381 —— ~——
2.04 ——= ——
e ‘
X ONONONONONG ONONONONONC, n
CHONONONONOIHOECHONORONO)
—— = 064
— —~ 191
—= ~— 3.18
- 445
2,72
£.99
RoFIS COMIPRLIANT UNITS = mm DO NOT SCALE FROM DRAWING
THESE DRAWINGS AND SPECIFICATIONS ARE DRAWN: SIGMO SCALE: SHEET OF REV
THE PROPERTY OF NorComp AND SHALL NOT M. SIGMON NTS 2 2 7
| O oo . NorComp ew
Sownloaded tom Arroov?goArﬁATlJS WITHOUT WRITTEN PERMISSION. 08/18/2011 380_YYY_1 13|_OO1



http://www.arrow.com

	380-YYY-113L001_rev7_1
	380-YYY-113L001_rev7_2

