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2-piece terminal block
2-stage terminal block

Option plate

Panel mounting parts

For internal use

Misinsertion prevention mold
Misoperation prevention parts
Mounting block

Mounting rail
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Product partial change notification

2018/03/28 Re-change of

leaf spring plate thickness change time 2015/03/10 Change of leaf spring
plate thickness change time

I 2014/09/24 Change of leaf spring plate thickness

2003/11/20 Surface treatment of terminal fittings is tin-plated change to
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Compatible with stranded and single

Screwless for power supply

Information on the RoHS Directive

I specification

Rated 300V-10A

Insulation resistance DC500V, 100MQ or more

Withstand voltage AC2000V (1 minute)

Number of poles (P) 2

Main insulation (main body) Syndiotactic Polystyrene (UL94V-0)

Main insulation (button) Syndiotactic Polystyrene (UL94V-0)

Single wire: ®1.2mm, Twisted wire: 1.25mm * Wire diameter
Rated conforming wire
@©0.18mm or more

Single wire: ®0.8mm [X] ®2.0mm Twisted
Usable wire range 2 2
wire: 0.5mm X 2mm ~ Wire diameter ®0.18mm or more

Terminal bracket PC terminal
Standard stripped wire length  12mm
Body color B (black)
Operation part color W (white)

Flat-blade screwdriver (shaft diameter ®5 mm, cutting edge
Recommended compatible tools
width 4.5 mm), Phillips screwdriver (shaft diameter ®4 mm)

(1) Please avoid washing the whole product as it may
Precautions for use
adversely affect the product performance.

I Dimensional drawing
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I Solder heat resistance conditions
Flow soldering conditions
Preheating temperature 100-140 X
Preheating time 40 seconds
Immersion temperature 265+3[X
Immersion time 10+ 1 second

Hand soldering (solderin, ing) conditions

Iron tip temperature 390+10[X
Iron guessing time 5+ 1second
Number of times Twice

Precautions

Reflow is a non-applicable product.

Perform the second soldering with a soldering iron after the product has cooled
sufficiently and returned to room temperature after the first soldering.

When using it, we recommend that you check it according to the actual usage
conditions. The above conditions have been confirmed by testing the product itself.

I DXF / Environmental Hazardous Substances Report (chemSHERPA) Download

* Please read the DXF file terms of use when downloading the DXF file .

* Click here for how to download chemSHERPA and view ingredient information .

* Click here for a list of chemical substance surveys .

*If red phosphorus is intentionally added, it is voluntarily reported by chemSHERPA.

Environmentally Hazardous

Model number DXF file Substance Report
(chemSHERPA)
ML-870-H download | | download
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