REVISIONS
REV | ECO DESCRIPTION DATE BY |APPR
CARRIER STRIP A1 - RELEASE NEW DWG FORMAT 12/JUN/15 | ORION -
~—8.25TYP 16.5 2.5 - 10- A2 | C1070S UPDATE DRAWING 24/JUN/19 | JOE | TOMMY
ID: 10-12
A3 C1298S UPDATE PLATING 14/SEP/20 | SULLEN| TOMMY
‘—‘ ’47 04 A4 C1298S ADDED NOTE 9 5/MAR/26 CHRIS | TODD
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NOTES: UNLESS OTHERWISE SPECIFIED 1
3
<
1. MATERIAL: COPPER ALLOY >
SECTION A-A SECTION B-B =3
2. PLATING: SEE PART NUMBER CHART 2
3. CONTACT SIZE: 12 |
4. SPECIFICATIONS: SEE PART NUMBERCHART‘ REF: 1060-12:0222, 1060120044, ‘ 2
4.1 CURRENT RATING: 25 AMPS PARTNUMBER __| DESCRIPTION [mew | —~
4.2 CONTACT MILLIVOLT DROP: 100 MILLIVOLT PART NUMBER CHART QUANTITY MATERIALS LIST
DROP @ 25 AMP TEST CURRENT. UNLESS OTHERWISE SPECIFIED | & GuATURES | DATE
4.3 RoHS COMPLIANT PLATING | PART NUMBER PLATING DESCRIPTION 1/ mensions are n e T PRz Am p h en OI
5. RECOMMENDED WIRE RANGE: 10 - 12 AWG (6.0 - 4.0MM?2) NICKEL | AT60-12-0222 ﬁ\lE'- %TO'\'G'IEET'N OVER NICKEL OVERALL SPLBEEXEE [ o=t [T oW 15se0 Sine Systems - wwwamphanolsine.com
RECOMMENDED INSUL O.D: 3.56 - 5.18MM (0.140 - 0.204INCH) 3 Note reference = 44724 Mortey %v; 45036
GOLD AT60-12-0244 SELECTIVE GOLD FLASH OVER NICKEL ATERACSPEGIGATION APPROVALTOMMYXE | 16/SEPI20 :
6. PACKAGE: 2000 PCS/REEL OVERALL IN ZONE OR ENTIRE CONTACT CUSTOVER CONTACT, PIN, STAMPED, SIZE 12,
THIS DRAWING 1S SUPPLIED FOR 10-12 AWG, A SERIES
7. AVAILABLE APPLICATORS: MFX-3973-K OR MFX-3973-G TIN TIN OVER NICKEL OVERALL INFORMATION ONLY. DESIGN FEATURES. ' sze—Tre—To
TS AMPHENOL CORPORATION.NO RIGHTS C AT60-12-02XX

8. ALL DIMENSIONS ARE FOR REFERENCE USE ONLY
9. ID MARK PRESENT OR NOT DETERMINES MANUFACTURER SITE

OF REPRODUCTION ARE IMPLIED. ALL
RE SUBJECT TO NORMAL

NEXT ASSY.

MANUFACTURING VARIATIONS.
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