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1. SCOPE

1.1 Scope. Thisdrawing documents two productassurance class levels consisting of high reliability (device class Q and M)
and space application (device class V). A choiceofcaseoutlines and lead finishes are available and are reflected in the Part or
Identifying Number (PIN). When available, a choice of Radiation Hardness Assurance (RHA) levels is reflected in the PIN.

1.2 PIN. The PIN is as shown in the following example:

5962 - 93175 01
Federal RHA Device Device Case Lead
stock class designator type class outline finish
designator (see 1.2.1) (see 1.2.2) designator (see 1.2.4) (see 1.2.5)
\ / (see 1.2.3)
V

Drawing number
1.2.1 RHA designator. Device classes Q and V RHA marked devices meet the MIL-PRF-38535 specified RHA levels and are

marked with the appropriate RHAdesignator. Device class MRHA marked devices meet the MIL-PRF-38535, appendix A
specified RHAlevels and are marked with the appropriate RHA designator. Adash (-) indicates anon-RHAdevice.

1.2.2 Device type(s). Thedevicetype(s)identify the circuit function as follows:

Device type Generic number Circuitfunction
01 54ABT16245A 16-bit bus transceiver with three-state

outputs, TTL compatibleinputs.
02 54ABT 16245 16-bit bus transceiver with three-state
outputs, TTL compatibleinputs.

1.2.3 Device class designator. Thedeviceclass designatoris asingleletteridentifyingthe productassurance level as
follows:

Device class Device requirements documentation

M Vendor self-certification to the requirements for MIL-STD-883 compliant, non-
JAN class level B microcircuits in accordance with MIL-PRF-38535, appendix A

QorV Certification and qualification to MIL-PRF-38535

1.2.4 Case outline(s). Thecaseoutline(s) are as designated in MIL-STD-1835 and as follows:

Outline letter Descriptive designator Terminals Package style
X GDFP1-F48 48 Flat pack

1.2.5 Lead finish. Thelead finish is as specified in MIL-PRF-38535 for device classes Q and V or MIL-PRF-38535,
appendix Afordeviceclass M.
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1.3 Absolute maximum ratings. 1/2/ 3/

{0 o] o] Y AYZel L e= o T=Y = [ Yo T=X (V/ Yo IR -0.5Vdcto +7.0 V dc
DC inputvoltage range (VIN)- - ee eeeaeeeeee ettt e -0.5Vdcto +7.0 Vdc 4/
DC output voltage range (VoUT) «vveoeeereeiieeeiieniienieeeee e -0.5Vdcto +6.5Vdc 4/
DC inputclamp current (k) (Vin < 0.0 V) -18 mA
DC output clamp current (lok) (VouT < 0.0 V) -50 mA
DC output current (loL) (Per outpUL)......cceeveeiiiieiieie e +96 mA
Storage temperature range (TSTG)- - uxaareerrrrearurerirarieereeereeeteeseeeeeeesaeeaaeeseeeeneas -65°C to +150°C
Lead temperature (soldering, 10 seconds) +300°C
Thermal resistance, junction-to-case (6uc) See MIL-STD-1835
JUNCLON tEMPErature (Tu) .o e e sree e s ae e e sneeas +175°C
Maximum power dissipation (Pp):

[ LAV A o= Y/ o X=X O L SRR 599 mwW 5/

[TV A o= Y/ o X=X 0 R 753 mW 5/

1.4 Recommended operating conditions. 2/3/ 6/

10 o) o] YA el e=To T=Y = 1Yo F=X (V/ Yo SRR +4.5V dcto +5.5V dc
Inputvoltagerange (VIN) ................ +0.0 V dcto Vcc
Output voltage range (Vour) +0.0 V dcto Vcc
Minimum High level inputvoltage (ViH)...ccoooooeieiiiieeeiieeeee e +2.0V

Maximum Low level inputvoltage (VIL) .ccocveeeeeeeeiiie e +0.8V

Case operating temperature range (TC) «..ooeeeeeeeeerieeeiee e -55°C to +125°C
Maximum inputtransitionrise or fall rate (A/AV) (outputs enabled).... 10 ns/V
Maximum High level outputcurrent (IoH) ....oceeeeeeriieniee e -24 mA
Maximum Low level output CUrTENt (IOL) .veeeeveeeeiiiieeiiiiee e +48 mA

1/ Stresses above the absolute maximum rating may cause permanentdamage to the device. Extended operationatthe
maximum levels may degrade performance and affectreliability.

2/ Unless otherwise noted, all voltages arereferenced to GND.

3/ The limits forthe parameters specified herein shallapply over the full specified Vcc range and case temperature range of
-55°C to +125°C.

4/ Theinputand outputnegative voltage ratings may be exceeded provided thattheinputand output clamp-currentratings are
observed.

5/ Power dissipation values are derived using the formula Pd = Vcclcc+nVoLloL, where Vcc and loL are as specified in 1.4
above, Iccand VoL are as specified in table 1 herein, and "n" represents the total number of outputs.

6/ Unused orfloating inputs (inputs or I/0) must be held highorlow.
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2. APPLICABLE DOCUMENTS

2.1 Governmentspecification, standards, and handbooks. The following specification, standards, and handbooksformapart
of this drawing to the extent specified herein. Unlessotherwise specified, the issues ofthese documents are those cited in the
solicitation or contract.

DEPARTMENT OF DEFENSE SPECIFICATION
MIL-PRF-38535 - Integrated Circuits, Manufacturing, General Specification for.
DEPARTMENT OF DEFENSE STANDARDS

MIL-STD-883 - Test Method Standard Microcircuits.
MIL-STD-1835 - Interface Standard Electronic Component Case Outlines.

DEPARTMENT OF DEFENSE HANDBOOKS

MIL-HDBK-103 - List of Standard Microcircuit Drawings.
MIL-HDBK-780 - Standard MicrocircuitDrawings.

(Copies ofthesedocuments are available online at https://quicksearch.dla.mil/.)

2.2 Orderofprecedence. Inthe eventof a conflict between the text of this drawing and the references cited herein, the text
of this drawing takes precedence. Nothing in thisdocument, however, supersedes applicable laws and regulationsunless a
specific exemption has been obtained.

3. REQUIREMENTS

3.1 ltem requirements. Theindividual itemrequirements for device classes Q and V shall bein accordance with
MIL-PRF-38535 as specified herein, or as modified in the device manufacturer's Quality Management (QM) plan. The
modificationin the QM plan shall not affectthe form, fit, or function as described herein. Theindividual item requirements for
deviceclass M shall be in accordance with MIL-PRF-38535, appendix Afornon-JAN class level B devices and as specified
herein.

3.2 Design, construction, and physical dimensions. Thedesign, construction, and physicaldimensions shall be as specified
in MIL-PRF-38535 and herein for device classes Q and V or MIL-PRF-38535, appendixAand herein fordevice class M.

3.2.1 Case outlines. Thecaseoutlines shall bein accordance with 1.2.4 herein.

3.2.2 Terminal connections. Theterminal connectionsshall be as specified on figure 1.

3.2.3 Truth table. The truth table shall be as specified on figure 2.

3.2.4 Logicdiagram. Thelogic diagramshall be as specified on figure 3.

3.2.5 Ground bounceload circuitand waveforms. Thegroundbounceload circuitand waveforms shall be as specified on
figure 4.

3.2.6 Switching waveforms and testcircuit. The switching waveforms and testcircuitshall be as specified on figure 5.

3.3 Electrical performance characteristics and postirradiation parameter limits. Unless otherwise specified herein, the
electrical performance characteristics and postirradiation parameter limits are as specified in table IA and shall apply over the
full case operating temperature range.
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3.4 Electrical test requirements. The electrical test requirements shall be the subgroups specified in table IIA. The electrical
tests for each subgroup aredefined in table IA.

3.5 Marking. Thepartshall be marked with the PIN listed in 1.2 herein. In addition, the manufacturer's PIN may also be
marked. Forpackages where marking ofthe entire SMD PIN number is notfeasible due to space limitations, the manufacturer
has the option of notmarkingthe "5962-" on the device. For RHA productusing thisoption, the RHA designator shall stillbe
marked. Marking for device classes Q and V shall be in accordance with MIL-PRF-38535. Marking for device class Mshall be
in accordance with MIL-PRF-38535, appendixA.

3.5.1 Certification/compliance mark. The certification mark for device classes Q and V shall be a "QML" or"Q" as required in
MIL-PRF-38535. The compliance mark for device class Mshall be a "C" as required in MIL-PRF-38535, appendix A.

3.6 Certificate of compliance. Fordeviceclasses Qand V, a certificate of compliance shall be required froma QML-38535
listed manufacturer in order to supply to therequirements ofthis drawing (see 6.6.1 herein). Fordevice class M, a certificate of
compliance shallbe required froma manufacturer in order to be listed as an approved source of supplyin MIL-HDBK-103
(see 6.6.2 herein). The certificate of compliance submitted to DLA Land and Maritime-VA prior to listingas an approved source
of supply for this drawing shall affirm that the manufacturer's product meets, for device classes Q and V, therequirements of
MIL-PRF-38535 and herein orfordevice class M, the requirements of MIL-PRF-38535, appendix Aand herein.

3.7 Certificate of conformance. Acertificate of conformance as required for device classes Q and Vin MIL-PRF-38535 orfor
deviceclass M in MIL-PRF-38535, appendix Ashall be provided with each lotof microcircuitsdeliveredto this drawing.

3.8 Notification ofchangefordevice class M. Fordevice class M, notification to DLALand and Maritime-VA of change of
product(see 6.2 herein)involvingdevices acquired to this drawing is required for any change that affects this drawing.

3.9 Verification and review for device class M. Fordeviceclass M, DLA Land and Maritime, DLA Land and Maritime’s agent,
and the acquiring activity retain the option to review the manufacturer's facility and applicable required documentation. Offshore
documentation shallbe made available onshore atthe optionofthe reviewer.

3.10 Microcircuitgroup assignmentfor device class M. Device class M devices covered by this drawingshall bein
microcircuitgroup number 126 (see MIL-PRF-38535, appendix A).
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TABLE IA. Electrical performance characteristics.
Test and Symbol Test conditions 2/ Device | Vcc Group A Limits 3/ Unit
MIL-STD-883 -55°C < T¢c <+125°C type subgroups
test method 1/ +45V <Vcc<+55V .
unless otherwise specified Min Max
High level output Von [ Forallinputs affecting | lon =-3.0 mA All 45V 1,2,3 2.5 \Y
voltage output under test
3006 Vin= Vi =20 Vor 50v) 1.23 3.0
ViL=08V lon=-24mA | Al |45V| 1,23 2.0
Low level output VoL | Forallinputs affecting outputunder test All 45V 1,2,3 0.55 \%
voltage VN=VH=20VorViL =08V
3007 loL = +48 mA
Negative input Vic- | Forinput undertest, IIn =-18 mA All 45V 1,2,3 -1.2 vV
clamp voltage
3022
Inputcurrenthigh liH Foroutputunder Control inputs 01 55V 1,2,3 +1.0 pA
3010 4/ test, Vn=55V
02 1,2,3 +2.0
A orBports Al 1,2,3 +100.0
Inputcurrentliow e Foroutputunder Control inputs 01 55V 1,2,3 -1.0 pA
009 4 test, Vn=0.0 V
3 4| test Vi 02 1,2,3 2.0
A orBports Al 1,2,3 -100.0
Three-state lozn | Forcontrol inputs affecting output 01 55V 1,2,3 +10.0 pA
output leakage 5/ 6/ undertest, VIN=ViH=2.0 V or
current, high ViL=0.8V 02 1,2,3 +50.0
3021 Voutr=2.7V
Three-state lozL | Forcontrolinputs affecting output 01 55V 1,2,3 -10.0 pA
output leakage 5/ 6/ undertest, Vin=ViH=2.0V or
current, low ViL=0.8V 02 1,23 -50.0
3020 Vout=0.5V
Off-state leakage lorr | Forinputoroutputunder test All oov 1 +100.0 [ pA
current ViN orVour=4.5V
All other pins at0.0 vV
High-state leakage Icex | Foroutputundertest, Vour=5.5V All 55V 1,2,3 50.0 pA
current Outputs at high logic state
Output current lo Voutr=25V All 55V 1,2,3 -50.0 | -180.0 [ mA
3011 7/
See footnotes atend oftable.
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TABLE IA. Electrical performance characteristics —Continued.

Test and Symbol Test conditions 2/ Device Vce Group A Limits 3/ Unit
MIL-STD-883 -55°C < T¢ < +125°C type subgroups
test method 1/ +45V <Vcc<+5.5V .
unless otherwise specified Min Max
Quiescentsupply IccH | Forallinputs, ViN =Vcc or GND 01 55V 1,2,3 2.0 mA
current, outputs high loutT=0.0 A
3005 A orB ports 02 .23 01
Quiescentsupply lccL 01 55V 1,2,3 32.0
current, outputs low
3005 02 1,2,3 60.0
Quiescentsupply lccz 01 55V 1,2,3 2.0
current, outputs
disabled 02 1,2, 3 0.1
3005
Quiescentsupply Alcc | Forinputunder Data inputs, 01 55V 1,2,3 1.5 mA
current, outputs 8/ test, Vin=3.4 V outputs
high Forall otherinputs | enabled 02 1,2,3 2.5
ViN = Vi ND
3005 N=VecorGND | b ainputs | Al | 55V | 1.2.3 1.0
outputs
disabled
Control 01 55V 1,2,3 1.5
inputs
02 1,2,3 2.5
Input capacitance Cin Tc = +25°C Control All 50V 4 10.5 pF
3012 See 4.4.1c inputs
Input/output Cio A orBports All 50V 4 15.0 pF
capacitance
3012
Low level ground VoLp VH=30V,VL=00V 01 50V 4 850 mV
bouncenoise 9/ Ta= +25°C 02 900
See 4.4.1d
Vg/Lv See figure 4 ot 50V 4 -1300
= 02 -1400
High level Vcc Vonp 01 50V 4 1600
bouncenoise 9/ 02 1300
Vorv 01 50V 4 -550
9/ 02 -750
Functional test 10/ Vh=20V,VL=08V All 45V 7,8 L H
See 4.4.1b 55 8
See footnotes atend oftable.
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TABLE IA. Electrical performance characteristics - Continued.

Test and Symbol Test conditions 2/ Device Vce Group A Limits 3/ Unit
MIL-STD-883 -55°C < T¢ < +125°C type subgroups
test method 1/ +4.5V <Vcc<+5.5V .
unless otherwise specified Min Max
Propagation delay, trtH | CL= 50 pF minimum 01 50V 9 0.5 34 ns
time, mAn to mBn 11/ RL =.5OOQ 45V 10, 11 05 4.0
ormBn to mAn See figure 5 and
3003 55V
02 50V 9 0.5 4.3
45V 10, 11 0.5 45
and
55V
tPHL 01 50V 9 0.5 3.8 ns
AL 45V | 10, 11 05 46
and
55V
02 50V 9 0.5 47
45V 10, 11 0.5 52
and
55V
Propagation delay, tpzn | CL= 50 pF minimum 01 50V 9 0.8 5.2 ns
time, outpu_t 11/ |RL =.500§2 45V 10, 11 0.8 5.5
enable, mOE to See figure 5 and
mBn or mAn 55V
3003
02 50V 9 0.8 6.1
45V 10, 11 0.8 6.4
and
55V
trzL 01 50V 9 0.9 6.1 ns
w 45V 10, 11 0.1 73
and
55V
02 50V 9 0.9 6.4
45V 10, 11 0.9 6.9
and
55V
See footnotes atend oftable.
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TABLE IA. Electrical performance characteristics - Continued.

Test and Symbol Test conditions 2/ Device Vce Group A Limits 3/ Unit
MIL-STD-883 -55°C < Tc £ +125°C type subgroups
test method 1/ +45V <Vcc<+55V .
unless otherwise specified Min Max
Propagation delay, tpHz | CL =50 pF minimum 01 50V 9 1.3 5.8 ns
time, output 11/ RL =500Q 45V 10 11 13 6.3
disable, mOE to See figure 5 and
mBn or mAn 55V
3003
02 50V 9 1.3 6.6
45V 10, 11 1.3 6.9
and
55V
triz 01 50V 9 1.4 4.7 ns
iy 45V 10, 11 14 53
and
55V
02 50V 9 1.0 5.7
45V 10, 11 1.0 6.9
and
55V

1/ Fortests notlisted in thereferenced MIL-STD-883 (e.g. Alcc), utilize the general test procedure of 883 under the
conditions listed herein.

2/ Each input/output, as applicable, shall be tested at the specified temperature, for the specified limits, to the tests in table IA
herein. Output terminals notdesignated shall be high level logic, low level logic, oropen, exceptforall Icc and Alcc tests,
where the outputterminals shall be open. When performingthese tests, the current meter shall be placed in the circuit
such that all currentflows through the meter. Forinputterminals notdesignated, Vin=GND orVin> 3.0 V.

3/  Fornegative and positive voltage and currentvalues, the sign designates the potential difference in reference to GND and
the direction of currentflow, respectively; and the absolute value of the magnitude, notthe sign, is relative to the minimum
and maximum limits, as applicable, listed herein. All devices shall meet or exceed the limits specified in table |A at
45V<\Vcc<h5V.

4/  Forl/O ports, thelimits includes lozn or lozL leakage current from output circuitry.

5/ Thistest shall be guaranteed, ifnottested, to thelimits specified in table IA herein, when performed with control inputs that
affect the state ofthe output undertestat Vi =2.0 Vor V.= 0.8 V.

6/  Forl/O ports, thelimitsincludes IiH or I leakage currentfrom input circuitry.

7/ Not morethan one output should be tested at onetime, and the duration ofthe test condition should notexceed one

second.
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TABLE IA. Electrical performance characteristics - Continued.

8/  Thisistheincreasein supply currentforeach inputthatis at one ofthe specified TTL voltage rather than 0 V or Vcc. This
test may be performed either on inputat a time (preferred method) or with all input pins simultaneously at
VIN = Vcc—2.1 V (alternate method). Classes Q and V shall use the preferred method. When the test is performed using
the alternate test method, the maximum limitis equal to the number ofinputs at a high TTLinputlevel times,
1.0 mA, 1.5 mA, or2.5 mA, as applicable, and the preferred method and limits are guaranteed.

9/ Thistestis for qualification only. Groundand Vcc bounce tests are performed on anon-switching (quiescent) outputand
are used to measure the magnitude ofinduced noise caused by other simultaneously switching outputs. Thetestis
performed on alow noise bench testfixture. Forthe device under test, all outputs shall be loaded with 500Q2 of load
resistance and a minimum of 50 pF ofload capacitance (seefigure4). Only chip capacitors and resistorsshall be used.
The outputload components shall be located as close as possibleto the device outputs. Itis suggested, thatwhenever
possible, this distance be keptto less than 0.25 inches. Decoupling capacitors shall be placed in parallel from Vcc to
ground. Thevalues ofthese decoupling capacitors shall be determined by the device manufacturer. The low and high
level ground and Vcc bounce noiseis measured at the quietoutputusing a 1 GHz minimum bandwidth oscilloscope with a
50Q inputimpedance.

The deviceinputs shall be conditioned such thatall outputs are at a high nominal Voux level. Thedeviceinputs shall then
be conditioned such thatthey switch simultaneouslyand the outputunder test remains at Von as all other outputs possible
are switched from Von to VoL. Vonv and Vonp are then measured from the nominal Vow level to the largest negative and
positive peaks, respectively (seefigure4). Thisis then repeated with the same outputs notunder test switching from VoL
to Von.

The deviceinputs shall be conditioned such thatall outputs are at a lownominal VoL level. The deviceinputs shall then be
conditioned such that they switch simultaneously and the outputunder testremains at VoL as all other outputs possible are
switched from VoL to VoH. Vorp and Vovv are then measured fromthe nominal Vorlevel to the largest positive and
negative peaks, respectively (seefigure4). Thisisthen repeated with the same outputs notunder test switching from Von
to VoL

10/ Tests shall be performed in sequence, attributes data only. Functional tests shall include the truth table and other logic
patterns used for fault detection. Thetest vectors used to verify the truth table shall, at a minimum, test all functions of
each inputand output. All possibleinputto outputlogicpatterns perfunction shallbe guaranteed, if nottested, to the truth
table in figure 2 herein. Functional tests shall be performed in sequence as approved by the qualifying activity on qualified
devices. After incorporating allowable tolerances per MIL-STD-883, Vi =0.4 V and Vin =2.4 V. Foroutputs,
L<08V,H>20V.

1/ Forpropagation delay tests, all paths mustbe tested.
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Device type All
Case Outline X
Terminal Number Terminal Terminal Terminal
Symbol number Symbol
1 1DIR 25 20E
2 1B1 26 2A8
3 1B2 27 2A7
4 GND 28 GND
5 1B3 29 2A6
6 1B4 30 2A5
7 Vce 31 Vce
8 1B5 32 2A4
9 1B6 33 2A3
10 GND 34 GND
11 1B7 35 2A2
12 1B8 36 2A1
13 2B1 37 1A8
14 2B2 38 1A7
15 GND 39 GND
16 2B3 40 1A6
17 2B4 41 1A5
18 Vce 42 Vce
19 2B5 43 1A4
20 2B6 44 1A3
21 GND 45 GND
22 2B7 46 1A2
23 2B8 47 1A1
24 2DIR 48 10E
Terminal descriptions
Terminal symbol Description

mAn (m=1to2,n=1to 8) Data inputs/outputs, Aports

mBn (m=1t02,n=1to 8) Data inputs/outputs, Bports

mDIR(m=1to 2) Direction controlinputs

mOE (m=1to2) Output enable control inputs (active low)

FIGURE 1. Terminal connections.
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Inputs Operation
mOE mDir
L Bus B data to A bus
L H Bus A data to B bus
H X Isolation

H = High voltagelevel.
L = Low voltagelevel.
X = lIrrelevant.

FIGURE 2. Truth table.

3 (B

10E
1A1
1B1
v
TO SEVEN OTHER CHANNELS
ZDIR—l— ) ( DJ
l_C 1 20E
2A1
2B1
' l
TO SEVEN OTHER CHANNELS
FIGURE 3. Logicdiagram.
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NOTES:
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ACTIVE
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VoL DUT
n OUTPUTS
QUIET v, v
QUTPUT oLp OHP Vou
UNDER TEST VULV Vouy

7 E— =

probe.

Vin=0.0 Vto 3.0V, duty cycle=50 percent; fin> 1 MHz.

3.0V
X 1.5 Vv
0.0V

r 3.0V

v —\—/ 1.5V
—— 0.0V

OUTPUT 1

:l:CL A

OUTPUT 2
@

OUTPUT n

1. Crincludes a47 pF chip capacitor (-0 percent, +20 percent) and at least 3 pF ofequivalentcapacitance fromthetest jig

2. RL=450Q £1 percent, chip resistorin series with a 50Q termination. For monitored outputs, the 50Q termination shall
be the 50Q2 characteristic impedance ofthe coaxial connector to the oscilloscope.
3. Inputsignal to thedeviceunder test:

tr, tt= 3.0 ns 1.0 ns. Forinputsignal generators incapable of maintaining these values oftr and t, the 3.0 ns limit
may be increased up to 10 ns, as needed, maintainingthe £1.0 ns tolerance and guaranteeing theresults at 3.0 ns

+1.0 ns; skew between any two switching inputs signals (tsk) <250 ps.

FIGURE 4. Ground bounce testcircuitand waveforms.
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CONTROL INPUT
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r Vou
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OTHER INPUTS TIED TO
VccOR GND AS REQ,D T R
VIN Vourt

PULSE DUENVDIECRE )
GENERATOR TEST

o 3n
1

NOTES:
1. When measuring trizand tpz: Vrest = 7.0 V.
2. When measuring tpHz, tpzH, trLH and tpHL: VrEST = Open
3. ThetpzL and trzreference waveform is for the output under test with internal conditions such thatthe outputis low at VoL

No oM

© ®

exceptwhen disabled by the output enable control. Thetpzy and trrz reference waveformis for the output under test
with internal conditions such thatthe outputis high atVon exceptwhen disabled by the outputenable control.

CL50 pF minimum or equivalent (includes testjig and probe capacitance).

Rt = 50Q or equivalent.

RL = 500Q orequivalent.

Inputsignal frompulse generator: Vin= 0.0V to 3.0 V; PRR <10 MHz; t £ 2.5 ns; tr < 2.5 ns; t; and tr shall be measured
from 0.3V to 2.7V and from 2.7V to0 0.3 V, respectively; duty cycle =50 percent.

Timing parameters shall be tested at a minimum input frequency of 1 MHz.

The outputs are measured one at a time with one transition per measurement.

FIGURE 5. Switching waveforms and test circuit.
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4. VERIFICATION

4.1 Sampling and inspection. Fordeviceclasses Q and V, sampling and inspection procedures shallbe in accordance with
MIL-PRF-38535 oras modified in the device manufacturer's Quality Management (QM) plan. The modificationin the QMplan
shall not affect the form, fit, or function as described herein. Fordevice class M, sampling and inspection procedures shall bein
accordance with MIL-PRF-38535, appendixA.

4.2 Screening. Fordeviceclasses Q and V, screening shall be in accordance with MIL-PRF-38535, and shall be conducted
on all devices prior to qualification and technology conformance inspection. For device class M, screening shall bein
accordance with method 5004 of MIL-STD-883, and shall be conducted on all devices prior to quality conformance inspection.

4.2.1 Additional criteriafor device class M.

a. Burn-in test, method 1015 of MIL-STD-883.

(1) TestconditionA,B, C, orD. Thetest circuitshall be maintained by the manufacturer under documentrevision
level control and shallbe made available to the preparing or acquiring activity uponrequest. Thetest circuitshall
specify theinputs, outputs, biases, and power dissipation, as applicable, in accordance with the intentspecifiedin
method 1015 of MIL-STD-883.

(2) Ta=+125°C, minimum.

b. Interim and final electrical test parameters shall be as specified in table IIA herein.

4.2.2 Additional criteriafor device classes Q and V.

a. The burn-in testduration, testcondition and testtemperature, orapproved alternatives shallbe as specified in the
device manufacturer's QM plan in accordance with MIL-PRF-38535. The burn-in test circuit shall be maintained under
documentrevisionlevel control of the device manufacturer's Technology Review Board (TRB) in accordance with
MIL-PRF-38535 and shall be made available to the acquiring or preparing activity uponrequest. Thetest circuitshall
specify theinputs, outputs, biases, and power dissipation, as applicable, in accordance with the intent specifiedin
method 1015 of MIL-STD-883.

b. Interim and final electrical test parameters shall be as specified in table IIA herein.

c. Additional screeningfordevice class Vbeyond therequirements ofdevice class Q shall be as specified in
MIL-PRF-38535, appendix B.

4.3 Qualification inspection for device classes Q and V. Qualification inspection for device classes Q and V shall be in
accordance with MIL-PRF-38535. Inspections to be performed shall be those specified in MIL-PRF-38535 and herein for groups
A, B, C, D, and E inspections (see4.4.1 through 4.4.4).

4.4 Conformanceinspection. Technology conformanceinspection for classes Q and Vshall be in accordance with
MIL-PRF-38535 including groups A, B, C, D, and E inspections, and as specified herein. Quality conformanceinspection for
deviceclass M shall be in accordance with MIL-PRF-38535, appendix Aand as specified herein. Inspections to be performed
for device class M shall be those specified in method 5005 of MIL-STD-883 and herein for groups A, B, C, D, and E inspections
(see 4.4.1 through 4.4.4).

4.4.1 Group Ainspection.

Tests shall be as specified in table lIA herein.

Fordeviceclass M, subgroups 7 and 8 tests shall be sufficientto verify the truth table in figure 2 herein. Thetest
vectors used to verify the truth table shall, at a minimum, test all functions of each inputand output. All possibleinput
to outputlogic patterns per function shallbe guaranteed, if nottested, to the truth table in figure 2, herein. Fordevice
classes Q and V, subgroups 7 and 8 shall include verifying the functionality of the device.

c. CiN, and Cyo shall be measured only forinitial qualification and after process or design changes which may affect
capacitance. Ciyand Cyo shall be measured between the designated terminal and GND at a frequency of 1 MHz.
This test may be performed at 10 MHz and guaranteed, ifnottested, at 1 MHz. The DC bias for the pin under test
(Veias) = 2.5 Vor3.0 V. ForCiy and Cyo test all applicable pins on five devices with zero failures.

For Cin and Cyo a device manufacturer may qualify devices by functional groups. Aspecific functional group shallbe
composed offunctiontypes, thatby design, will yield the same capacitance values when tested in accordance with
table IA, herein. The device manufacturer shall seta function group limitfor the Cin and Cyo tests. Thedevice
manufacturer may then test one device functional group, to the limits and conditions specified herein. All other device
functions in that particular functional group shall be guaranteed, if nottested, to thelimits and test conditions specified
in table IA, herein. The device manufacturers shall submit to DLA Land and Maritime-VA the device functions listed in
each functional group and the test results for each device tested.
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d. Ground and Vccbouncetests are required for all device classes. These tests shall be performed only forinitial
qualification, after process or design changes which may affect the performance ofthe device,and any changes to the
test fixture. Vorp, Vorv, Vonpr, and Vorv shall be measured for the worst case outputs ofthe device. All other outputs
shall be guaranteed, if nottested, to the limits established for the worst case outputs. The worstcase outputs tested
are to be determined by the manufacturer. Test 5 devices assembled in the worstcase packagetype supplied to this
document. All other packagetypes shall be guaranteed, if nottested, to the limits established for the worstcase
package. The5 devices to be tested shall be the worstcase devicetype supplied to this drawing. All otherdevice
types shall be guaranteed, if nottested, to the limits established for the worstcase devicetype. The packagetype
and devicetypeto be tested shall be determined by the manufacturer. The device manufacturer will submit to
DLA Land and Maritime-VA data that shall include all measured peak values for each device tested and detailed
oscilloscope plots for each Vorp, VoLv, Vorp, and Vony from one sample part per function. The plotshall containthe
waveforms of both a switching outputand the outputunder test.

Each device manufacturer shall test producton the fixtures they currently use. When a new fixture is used, the device
manufacturer shall inform DLA Land and Maritime-VA of this change and testthe 5 devices on both thenew and old
test fixtures. The device manufacturer shall then submit to DLA Land and Maritime-VA data fromtesting on both
fixtures, thatshall include all measured peak values for each device tested and detailed oscilloscope plots for each
Vorp, Vorv, Vonp, and Vonvfrom one sample part per function. Theplotshall containthe waveforms ofboth a
switchingoutputand the outputunder test.

For Vonp, Vonv, VoLp, and Vorv, a device manufacturer may qualify devices by functional groups. Aspecific functional
group shall be composed of function types, thatby design, will yield the same test values when tested in accordance
with table A, herein. The device manufacturer shall seta functional group limitfor the Vounp, Vonv, Vorp, and Vorv
tests. The device manufacturer may then test one device function fromafunctional group, to the limits and conditions
specified herein. All otherdevice functionsin that particular functional group shall be guaranteed, if nottested, to the
limits and conditions specified in table IA, herein. The device manufacturers shall submit to DLA Land and Maritime-
VA the device functions listed in each functional group and testresults, along with the oscilloscope plots, for each
devicetested.

TABLE IIA. Electrical test requirements.

Test requirements Subgroups Subgroups
(in accordance with (in accordance with
MIL-STD-883, MIL-PRF-38535, table IlI)
method 5005, table I)
Device Device Device
class M class Q classV
Interim electrical --- --- 1
parameters (see 4.2)

Final electrical 1/ 1,2, 3,7, 1/ 1,2, 3,7, 2/ 1,2,3,7,
parameters (see 4.2) 8,9, 10, 11 8, 9,10, 11 8,9, 10, 11
Group A test 1,2,3,4,7, 1,2,3,4,7, 1,2,3,4,7,
requirements (see 4.4) 8,9, 10, 11 8, 9,10, 11 8,9, 10, 11
Group C end-pointelectrical 1,2,3 1,2,3 1,2,3,7,8,
parameters (see 4.4) , 10, 11
Group D end-pointelectrical 1,2,3 1,2,3 1,2,3

parameters (see 4.4)
Group E end-pointelectrical 1, 7,9 1, 7,9 1, 7,9
parameters (see 4.4)

1/ PDA appliesto subgroup 1.
2/ PDA appliesto subgroups 1and 7.

4.4.2 Group Cinspection. Thegroup Cinspection end-point electrical parameters shall be as specified in table IIA herein.
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4.4.2.1 Additional criteriafor device class M. Steady-state life test conditions, method 1005 of MIL-STD-883:

a. TestconditionA, B, C, orD. Thetest circuitshall be maintained by the manufacturer under documentrevision level
control and shall be made available to the preparing or acquiring activity uponrequest. Thetest circuitshall specify the
inputs, outputs, biases, and power dissipation, as applicable, in accordance with the intent specified in method 1005 of
MIL-STD-883.

b. Ta=+125°C, minimum.
c. Testduration: 1,000 hours, exceptas permitted by method 1005 of MIL-STD-883.
4.4.2.2 Additional criteriafordevice classes Q and V. The steady-state life test duration, test condition and testtemperature,
orapproved alternatives shall be as specified in the device manufacturer's QM plan in accordance with MIL-PRF-38535. The
test circuitshall be maintained under documentrevision level control by the device manufacturer's TRB in accordance with
MIL-PRF-38535 and shall be made available to the acquiring or preparing activity uponrequest. Thetest circuitshall specify the

inputs, outputs, biases, and power dissipation, as applicable, in accordance with theintentspecified in method 1005 of
MIL-STD-883.

4.4.3 Group D inspection. Thegroup Dinspection end-point electrical parameters shall be as specified in table IIA herein.

4.4.4 Group E inspection. Group Einspectionis required only for parts intended to be marked as radiation hardness assured
(see 3.5 herein).

a. End-pointelectrical parameters shall be as specified in table lIA herein.

b. Fordeviceclasses Qand V, the devices ortestvehicle shall be subjected to radiation hardness assured tests as
specified in MIL-PRF-38535 for the RHA level being tested. Fordevice class M, the devices shall be subjected to
radiation hardness assured tests as specified in MIL-PRF-38535, appendix Aforthe RHA level being tested. All device
classes must meet the postirradiation end-point electrical parameter limits as defined in table IA at Ta = +25°C +5°C,
after exposure, to the subgroups specified in table lIA herein.

4.5 Methods ofinspection. Methods ofinspectionshall be specified as follows:

4.5.1 Voltage and current. Unless otherwise specified, all voltages given are referenced to the microcircuit GND terminal.
Currents given are conventional currentand positive when flowinginto the referenced terminal.

5. PACKAGING

5.1 Packagingrequirements. Therequirements for packaging shall be in accordance with MIL-PRF-38535 for device classes
Q and V or MIL-PRF-38535, appendix Afor deviceclass M.

6. NOTES

6.1 Intended use. Microcircuits conforming to this drawing are intended for use for Governmentmicrocircuitapplications
(original equipment), design applications, and logistics purposes.

6.1.1 Replaceability. Microcircuits covered by this drawing will replace the same generic device covered by acontractor
prepared specification or drawing.

6.1.2 Substitutability. Device class Q devices will replace device class Mdevices.

6.2 Configuration control of SMD's. All proposed changes to existing SMD's will be coordinated with the users ofrecord for
the individual documents. This coordination will be accomplished using DD Form 1692, Engineering Change Proposal.

6.3 Record ofusers. Military and industrialusers shouldinform DLA Land and Maritime when a system applicationrequires
configuration controland which SMD's are applicable to thatsystem. DLA Land and Maritime will maintain a record of users and
this listwill be used for coordination and distribution of changes to the drawings. Users ofdrawings covering microelectronic
devices (FSC 5962) should contact DLA Land and Maritime-VA, telephone (614) 692-8108.

6.4 Comments. Comments on this drawing should be directed to DLA Land and Maritime-VA, Columbus, Ohio 43218-3990,
ortelephone (614) 692-0591.

6.5 Abbreviations,symbols, and definitions. The abbreviations, symbols, and definitions used herein are defined in
MIL-PRF-38535 and MIL-HDBK-1331.

6.6 Sources of supply.

6.6.1 Sources ofsupply fordeviceclasses Qand V. Sources of supply fordevice classes Q and Vare listed in
MIL-HDBK-103 and QML-38535. Thevendors listed in MIL-HDBK-103 and QML-38535 have submitted a certificate of
compliance (see 3.6 herein) to DLA Land and Maritime-VA and have agreed to this drawing.

6.6.2 Approved sources ofsupply fordevice class M. Approved sources of supply for class Marelisted in MIL-HDBK-103.
The vendors listed in MIL-HDBK-103 have agreed to this drawing and a certificate of compliance (see 3.6 herein) has been
submitted to and accepted by DLA Land and Maritime-VA.
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STANDARD MICROCIRCUIT DRAWING BULLETIN
DATE: 21-12-22

Approved sources of supply for SMD 5962-93175 are listed below forimmediate acquisitioninformation only and
shall be added to MIL-HDBK-103 and QML-38535 during the nextrevision. MIL-HDBK-103 and QML-38535 will be
revised to include the additionordeletion of sources. Thevendors listed below have agreed to this drawing and a
certificate of compliance has been submitted to and accepted by DLA Land and Maritime-VA. Thisinformation
bulletin is superseded by the nextdated revision of MIL-HDBK-103 and QML-38535. DLA Land and Maritime
maintains an online database of all current sources of supply at https://landandmaritimeapps.dla.mil/programs/smcr/.

Standard Vendor Vendor
microcircuitdrawing CAGE similar
PIN 1/ number PIN 2/
5962-9317501MXA 01295 SNJ54ABT16245AWD
5962-9317502QXA 0Cc7v7 54ABT16245W-QML

1/ Thelead finish shown for each PIN representing
a hermetic packageis the most readily available
from the manufacturer listed for thatpart. If the
desired lead finish is notlisted contactthe vendor
to determineits availability.

2/ Caution. Do notuse this number foritem
acquisition. ltems acquired to this number may not
satisfy the performance requirements of this drawing.

Vendor CAGE Vendorname
number and address
01295 Texas Instruments, Inc.

Semiconductor Group
8505 ForestLn.

P.O. Box 660199
Dallas, TX 75243

0C7V7 Teledynee2v, Inc.
765 Sycamore Drive
Milpitas, CA 95035

The information contained herein is disseminated for convenience only andthe
Governmentassumes no liability whatsoever for any inaccuracies inthe
information bulletin.
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