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Control Stations (Selection Guide)

Type

KGNW

KGN

AGAW

Enclosures Type

Single Column Type

Single Column Type

Single Column Type

Appearance

@jo]e)e ©

A
., \n"'""

Degree of
Protection

IP40 (IEC 60529, JEM1030),
Enclosed type

IP40 (IEC 60529, JEM1030),
Enclosed type

IP65 (IEC 60529, JEM1030),
Waterproof (JIS C 0920) (Note)

Material (Box)

Sheet steel

Sheet steel

Die-cast aluminum

Coating Color

5Y7/1 semi-gloss, melamine coating

5Y7/1 semi-gloss,
melamine coating (outside only)

Standard Operating
Conditions

Ambient temperature: -25 to +50°C (no freezing)

Relative humidity:

45 to 85% (no condensation)

Enclosure Style

Wall mount (1 to 4 holes)

Wall mount (1 to 5 holes)

Wall mount (1 to 4 holes)
Stand (1 to 4 holes)

Cable Lead-in
(Wall Mount Type)

Double knockouts
On top: 222 and 27 mm
On bottom: 16 and 20 mm

Double knockouts
On top: 222 and 27 mm
On bottom: 16 and 20 mm

Entrance hub

(Gland hubs are also available)

1to 3 holes: HNA22 G3/4 (22 mm) x 1
4 holes: HNA33 G1 (28 mm) x 1

Applicable Control
Units

IDEC 222 mm TW/HW series control units

IDEC 230 mm series control units

IDEC 222 mm TW/HW series control units

Enclosure Size

100, 150, 200H x 80W x 76D mm

100, 150, 200, 250, 300H x 80W x 76D mm

150, 200H x 86W x 82D mm

Page
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Type

AGA

Enclosures Type

Single Column Type

Multiple Column Type

Appearance

Degree of
Protection

IP65 (IEC 60529, JEM1030), Waterproof (JIS C 0920) (Note)

Material (Box)

Die-cast aluminum or cast aluminum

Coating Color

5Y7/1 semi-gloss, melamine coating (outside only)

Standard Operating
Conditions

Ambient temperature: -25 to +50°C (no freezing)

Relative humidity:

45 to 85% (no condensation)

Enclosure Style

Wall mount (1 to 5 holes)
Stand (1 to 5 holes)

Wall mount: 4 or 5 holes x 2 columns,
6 holesx 2 or 3 columns

4 or 5 holes x 2 columns,
6 holes x 2 or 3 columns

Stand:

Cable Lead-in
(Wall Mount Type)

Entrance hub

(Gland hubs are also available)
Standard depth control boxes

1 to 3 holes: HNA22 G3/4 (22 mm) x 1
4 or 5 holes: HNA33 G1 (28 mm) x 1
Deep type control boxes

1 or 2 holes: HNA22 G3/4 (22 mm) x 1
3to 5 holes: HNA33 G1 (28 mm) x 1

Entrance hub

(Gland hubs are also available)
4 1o 6 holes x 2 columns:
HNA33 PF1 (28 mm) x 2

6 holes x 3 columns:

HNA33 PF1 (28 mm) x 3

Applicable Control
Units

IDEC 230 mm series control units, AM ammeter

(except enclosed type units)

Enclosure Size

Standard depth enclosures:

150, 200, 300H x 86W x 82D mm
Deep type enclosures:

150, 200, 300H x 86W x 125D mm

2 columns: 320H x 210W x 100D mm
3 columns: 380H x 280W x 132D mm

Page
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Note: The degree of protection for AGAW,
AGA, and AGS depends on the
control units to be mounted.

Mounted Control Degree of
Units Protection
Pushbutton IP65
Pilot light (IEC 60529
Illuminated push- JEM1030)
button Waterproof type
Selector switch (JIS C 0920)
Selector pushbutton
Mono-lever switch
AC cam switch
AZ electromagnetic
buzzer
AM ammeter
Key switch IP54
Key reset switch (IEC 60529
Key cam switch JEM1030)
Key selector switch | Splash-proof
type
(JIS C 0920)
Square pushbutton | IP40
Square pilot light (IEC 60529
UC cam switch JEM1030)
(Type No. starting
with U)

For AGA series deep type enclosures,
1 or 2 holes: HNA22 G3/4 (22 mm) x 1
3to 5 holes: HNA33 G1 (28 mm) x 1

1280
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Control Stations (Selection Guide)

Type AGS
Enclosures Type Single Column Type Multiple Column Type Flush
Silhouette
i b Control
Units
m b
: Lights
Appearance
Display
Units
Safety
;- F Products
E u
Degree of IP65 (IEC 60529, JEM1030), Waterproof (JIS C 0920) (Note 1) glefmki“a'
Protection ocks
Material (Box) Stainless steel
Coating Color 5Y7/1 semi-gloss, melamine coating (outside only) \ 5Y7/1 semi-gloss, melamine coating (both inside and outside) (T30mm- |
rmin:
Standard Operating | Ambient temperature: —25 to +50°C (no freezing) erminats
Conditions Relative humidity: 45 to 85% (no condensation)
Enclosure Style Wall mount (1 to 5 holes) Wall mount (3 to 5 holes x 2 columns, 3 to 5 holes x 3 columns) AS-Interface
Stand (1 to 5 holes) Stand (3 to 5 holes x 2 columns, 3 to 5 holes x 3 columns)
Reducer bushing for connecting a thick steel conduit to lead in Reducer bushing for connecting a thick steel conduit to lead in
cables cables Relays &
Cable Lead-in 1to 3 holes: G3/4 (22 mm) x 1 2 or 3 holes x 2 columns: G3/4 (22 mm) x 2 Timers
(Wall Mount Type) | 4 or 5 holes: G1 (28 mm) x 1 4 or 5 holes x 2 columns: G1 (28 mm) x 2
2 or 3 holes x 3 columns: G3/4 (22 mm) x 3
4 or 5 holes x 3 columns: G1 (28 mm) x 3 Sockets
Applicable Control | IDEC g30mm series control units, AM ammeter (except enclosed type units)
Units
Enclosure Size 150, 200H x 90W x 107D mm (1 to 3 holes) 230, 350H x 220W x 108D mm (2 columns) Circuit
350H x 118W x 107D mm (4 or 5 holes) 250, 350H x 310W x 108D mm (3 columns) Protectors
Page 1304
Power
Supplies
Safety Precautions s
SmartRelay
e Be sure to turn off power before mounting, removal, wiring, e To avoid burning your hand, use a lamp holder tool when
maintenance, and inspection. Otherwise, electric shock or replacing lamps. Operator
fire hazard may occur. e Be sure to use within the rated specifications. Otherwise, | "erfaces
e Use wires of a proper size to meet voltage and current electric shock or fire may occur.
requirements. Tighten terminal screws with a proper tight- Sensors
ening torque. Loose terminal screws may cause abnormal
heat and fire. Check periodically for looseness due to vi- Control
brations. Stations
Explosion
Protection
References
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KGNW series Control Stations

| P40 Enclosed Steel Control Stations

Mounting of 8222 mm Control Unitswith

Space-Saving Design

The KGNW control stations are designed for mounting IDEC 022

mm (7/8 inch) control units.

e Various standard control stations are available from one to four
holes with most widely used combinations of control units (con-
tact configurations, voltage, button colors, and nameplates).

e Enclosures only are also available, in which specifically selected
TW series control units can be mounted as required.

Ideal for small
control stations

KGNW Control Station
with four
©22 mm control units

KGN Control Station
with three
230 mm control units

e HW series can also be installed.

Specifications

P

L 2 - .
) , Ll
g i
~
' L

Degree of Protection | IP40 (IEC 60529, JEM1030)

Material (Box) Steel

Coating Color

(Melamine coating) Yellow semi-gloss (Munsell 5Y7/1)

Rated Insulation

Voltage 600V
Insulation -
Resistance 5 MQ minimum

Between live and dead parts:

Dielectric Strength 2500V AC, 1 minute

Standard Operating
Conditions

Ambient temperature: -25 to +50°C (no freezing)
Relative humidity: 45 to 85% (no condensation)

Enclosure Style Wall mount (1 to 4 holes)

Double knockouts
On top: 022 and 027 mm
On bottom: 16 and 20 mm

Cable Lead-in
(Wall Mount Type)

Applicable Control

Units IDEC 022 mm TW series control units

Contact Ratings (Contact Block)

Rated Insulation Voltage 600V

Contact Block Rated Thermal Current 10A

Contact Ratings by Utilization AC-15 (A600)
Category IEC60947-5-1 DC-13 (P600)

eOperational Voltage and Current by Utilization Category
Operational Voltage 24V | 48V | 50V | 110V | 220V | 440V
AC-12 Control of
A resistive loads and | 10A - 10A | 10A | 6A 2A
(sg/ solid state loads
60H2) AC-15 Control of
electromagnetic 10A | — 7A 5A | 3A 1A

loads (>72VA)
DC-12 Control of
resistive loads and 8A
DC | solid state loads
DC-13 Control of

4A — |22A | 11A | —

Operational Current

4A | 2A — | 11A |0.6A | —

electromagnets

eCommon
Minimum applicable load (reference value) = 3V AC/DC, 5
mA (the applicable range is subject to change according to
the operating conditions)

eRubber Bushing (Supplied) Color: Black

Enclosure Supplied Bushing Applicable
Style Type No. | Outside Dia. | Inside Dia. | Knockout Hole
1or2holes | GB-2 230 mm 216 mm 020 or 22 mm
3or4holes | GB-3 238 mm 020 mm 027 mm

eControl Unit Mounting Holes
The holes for mounting control units are 22.2 mm in diam-
eter with an anti-rotation notch.
Mounting centers are 50 mm on 2- and 3-hole enclosures,
and 36 mm on 4-hole enclosures.

eDouble Knockouts
The top and bottom surfaces have double knockouts.

On top: 022 and @27 mm double knockouts
On bottom: 16 and 20 mm double knockouts

One rubber bushing is supplied to protect lead-in wires
from damage on the wire surface; 1- and 2-hole enclosures
are supplied with a bushing to fit 20 and g22mm holes,
and 3- and 4-hole enclosures with a bushing to fit a 27
mm hole.

022/927 mm Double Knockout

o

(F Control Unit

=
- (x»&————Cover Fastening
S Screws

Rubber Bushing

016/220 mm Double Knockout

1282
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KGNW series Control Stations

Control Stations with Control Units Control Station Mounted Control Units
Flush
The control stations are available with selected combina- style | o, dE’inp;Tprg'Nol) Symbol | Type No. NWALES‘;%p'ate Silhouette
tion of control units as listed below. For the dimensions and
mounting centers, see the figures on page 1284. KGNWS102Y ﬁgm]gg W”h"“‘onﬁlmep'ate Coniro
nits
Control Unit Type No. Specifications ABW101R OFF
ABW110 * Flush, INO . — . Dieplay
Pushbutton ABW101 Flush, INC % APW126R Without nameplate Lights
ABW111 * Flush, INO-INC 2 KGNW3103Y ABW110B ON
ABW411 = 240 mushroom, INO-1INC g ABW101R OFF Display
Pilot Light APW116 Round flush, 110V AC g — Units
(Incandescent) | APW126 * Round flush, 220V AC 2 KGNWE104Y ﬁgwmg gFNF
, ASW211 Knob, 2-position, INO-TNC 5 Safet
ASW211 HAND-AUTO y
Selector Switch | swa20 Knob, 3-position, 2NO = &) Products
ASW2K11 Key, 2-position, INO-INC
APW116W
Note: Specify a button or lens color code in place of x*: KGNW3105Y APW116R Without nameplate gleml‘”a'
Pushbutton: B (black), G (green), R (red) APW116G 0cks
Pilot Light: G (green), R (red), W (white) i
, " APW126R | Without nameplate | 27
Type List Package Quantity: 1 9 APW126G | Without nameplate
: : S | KGNwaioty ABW111B ON
Control Station Mounted Control Units < ABW111R OFF
- 2] AS-Interface
Style Type No. Symbol Type No. NWA Nameplate € —
(Ordering Type No.) Legend 3 .
s APW126R Without nameplate
KGNW1101Y ABW110B ON = ABW111B ON Relays &
g | KGNwatozy ABW111R OFF Timers
KGNW1102Y ABW411R | Without nameplate &9 | ASW211 HAND-AUTO
Ko} Sockets
2 KGNW1103Y APW116R | Without nameplate
= . Circuit
S | KGNWit04Y @ APW126R | Without nameplate e
s
= | KGNW1105Y &) ASW211 HAND-AUTO e
= Supplies
KGNW1106Y ASW320 | HAND-OFF-AUTO
PLCs &
KGNW1107Y ASW2K11 OFF-ON SmartRelay
KGNW2101Y ABW110B ON Operator
ABW101R OFF Interfaces
ABW111B ON
KGNW2102Y ABW111R OFF Sensors
KGNW2103Y APWITBR | \vithout nameplate Control
APW116G Stations
KGNW2104Y APWI26R | \ithout nameplate Explosion
APW126G Protection
» APW116R | Without nameplate
% KGNW2105Y ABW111R STOP References
© €8]
(a\} .
= APW126R | Without nameplate
S | KGNwz106Y ABW111R STOP
§ A1
K] APW116R | Without nameplate
= | KGNwz107Y & ASW211 HAND-AUTO
APW126R | Without nameplate
KGNW2108Y 6 | Asw2ii HAND-AUTO
APW116R | Without nameplate
KGNW2109Y 6| | Aswakit OFF-ON
APW126R | Without nameplate
KGNW2110Y 6| | Aswakit OFF-ON
ABW110B ON
KGNW2113Y ABW411R | Without nameplate
IipEC 1283
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KGNW series Control Stations

Dimensions
e KGNW
022/027 double knockout M4 grounding terminal
= 80 - 30 max. , 76 ) 60
‘ ‘ (Centers) 6-5x8
& mounting holes
. i -1 T
b ¢ &

|
(Mounting hole centers)

b & o
d
—eJ | o &
37 . .
016/020 double knockout M4 grounding terminal

1hole | 2holes | 3holes | 4holes
L 100 150 200
| 50 100 150
Weight (Approx.) 0.3 kg 0.4 kg 0.5 kg

Empty Enclosures Package Quantity: 1
Type No. Unit .
) . Control Unit
Style (Ordering Mounting h
Type No.) Hole Mounting Centers
KGNW111Y With
1 hole ] y
(approx. 0.4 kg) =)
KGN110Y Without
KGNw212Y With &
2 holes ;EZ'_
(approx. 0.5 kg) -5
KGN210Y | Without ==
KGNW313Y |  With |
Sar
3 holes lg 12
(approx. 0.6 kg) ©
KGN310Y Without g 5
4 holes . | _f“
(approx. 0.6 kg) | KGNWS1Y | With g %

ﬁ

24

e Control Unit Mounting Hole

» Effective Depth inside the Enclosure

70

Front

Accessories

Package Quantity: 1

Applicable Applicable
Product Name | Type No. Enclosure Knockout Hole
KGNW111Y
~bber Buchin GB-2 KGNW212Y 220 or 22 mm
shing cBs | KGNWSISY 27 mm
KGNW314Y

Instructions

ePrecautions for Opening the Knockout Hole

1. The metal piece for the inner
hole of 822 or 616 mm knock-
out has two linked parts to the
outer hole. When breaking
the knockout to make an in-
ner hole, strike the inner metal
piece at the cut parts (the
hatched parts shown as point
A at right) using a screwdriver
tip or similar tool.

2. When opening a larger hole
of 827 or 20 mm, first make
a smaller hole as described
above. Then break the knock-
out for the larger hole using
pliers.

Ordering Information

e When ordering control stations with control units:
Specify the Ordering Type No. of the control station.

eWhen ordering enclosures without control units:
Specify the following items.
1. Ordering Type No. of the enclosure
2. Ordering Type No. and specifications of the control unit to be
mounted (lens color, button color, etc.)
3. Nameplate
4. Other specifications

Ordering Example

Type No. of Enclosure KGNW313Y

O | APW126R

Control Unitand ™ ™" B\v210G, with NWA-1

OXSAS)

Nameplate

® | ABW201R, with NWA-2

Note: Any 8622 mm TW series control units are selectable. Take the
effective depth inside the enclosure into consideration.

1284
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KGN series Control Stations

| P40 Enclosed Steal Control Stations
For 230 mm Series Control Units
Various Control Stations are Available

Various control stations are available from one to five holes
with most widely used combinations of control units (contact
configurations, voltage, button colors, and nameplates).

Specifications

Degree of Protection

IP40 (IEC 60529, JEM1030)

Material (Enclosure)

Steel

Coating Color
(Melamine coating)

Yellow semi-gloss (Munsell 5Y7/1)

Rated Insulation
Voltage

600V (Buzzer: 250V)

Insulation
Resistance

5 MQ minimum

Dielectric Strength
(Note 1)

Between live and dead parts:
2500V AC, 1 minute

Standard Operating
Conditions (Note 2)

Ambient temperature: -25 to +50°C (no freezing)
Relative humidity: 45 to 85% (no condensation)

Enclosure Style

Wall mount (1 to 5 holes)

Cable Lead-in
(Wall Mount Type)

Double knockouts
On top: 022 and 027 mm
On bottom: 16 and 20 mm

Applicable Control
Units

IDEC 030 mm series control units

Note 1: Buzzer: 2000V AC, 1 minute
Note 2: Buzzer: -10 to +40°C

Contact Ratings (Contact Block)

Rated Insulation Voltage 600V
Contact Block RatedTherrTwl Curren-t‘ ‘ 10A
Contact Ratings by Utilization AC-15 (A600)
Category IEC60947-5-1 DC-13 (P600)
e Operational Voltage and Current by Utilization Category
Operational Voltage 24V | 48V | 50V | 110V | 220V | 440V
AC-12 Control of
=| ac resistive loads and | 10A | — 10A | 10A | 6A 2A
5 (507 solid state loads
5 60Hz) AC-15 Control of
o electromagnetic 10A| — | 7A | 5A | 3A | 1A
o loads (>72VA)
% DC-12 Control of
5 resistive loadsand | 8A | 4A | — [22A | 11A| —
8— DC | solid state loads
DC-13 Control of an | o2n | — |11a oAl —
electromagnets
eCommon

Minimum applicable load (reference value) = 3V AC/DC, 5
mA (the applicable range is subject to change according to
the operating conditions)

e Rubber Bushing (Supplied) Color: Black

Enclosure Supplied Bushing Applicable
Style Type No. | Outside Dia. | Inside Dia. | Knockout Hole
1or2holes | GB-2 230 mm 216 mm 020 or 22 mm
3or4holes | GB-3 238 mm 220 mm 027 mm

Flush
Silhouette
Control
Units
Display
Lights
Display
Units
Safety
Products
Terminal
Blocks
Comm.
Terminals
9 AS-Interface
. . Relays &
e Control Unit Mounting Holes Timers
The holes for mounting control units are 30.5 mm in diam-
eter with an anti-rotation notch. Mounting centers are 50 | g,qeis
mm.
eDouble Knockouts Circuit
The top and bottom surfaces have double knockouts. Protectors
On top: 222 and @27 mm double knockouts Power
On bottom: 16 and 820 mm double knockouts Supplies
One rubber bushing is supplied to protect lead-in wires bLos &
from damage on the wire surface; 1- and 2-hole enclosures | smartRelay
are supplied with a bushing to fit 220 and 822 mm holes,
and 3- and 5-hole enclosures with a bushing to fit a 827 | Operator
mm hole. Interfaces
Sensors

022/927 mm Double Knockout

?‘r
F 5

Control Unit

" le—— Cover Fastening
Screws

=

Rubber Bushin
o ©16/620 mm Double Knockout
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KGN series Control Stations

Control Stations with Control Units

Control Station

Mounted Control Units

The control stations are available with a selected combina- style | (o, d-g‘r’iﬁgeTprZ'Nol) Symbol |  Type No. NA t‘:gj;%'a‘e
tion of control units as listed below. For the dimensions and APNTZER | Without it
mounting centers, see the figures on page 1287. KGN2108NY & ASNZ 1T HAND AUTO.
Control Unit Type No. Specifications — )
ABN110 Flush, 1NO KGN2109NY APNIIGR | Without nameplate
ABN101 * Flush, INC 7]
ABNT11 = Flush, INO-1NC KGN2T1ONY APN128R | Without nameplate
Pushbutton ABN311R 240 mushroom, INO-1INC @ ASN3K11 OFF-ON
ABBN1110 = Flush, double beam latching, INO
.| Flush, double beam latching, KGN2111NY ABBN111 ON
ABBN111 s | (i G 0 OFF
ATN420 Toggle lever, 2NO —
(2]
HN1E-BV411R | Emergency stop, INO-1INC % KGN2112NY ABBN1111 C()-)Il\lF
Pilot Light APN118 * Dome, 110V AC (2W) < €8]
(Incandescent) | APN128 Dome, 220V AC (2W) z KGN213NY ABN110 ON
Selector Switch | ASN311 Knob, 2-position, INO-1NC 3 ABN311R OFF
ASN111 Knob, 3-position, INO-1NC E p— ]
ASN3K11 Key, 2-position, INO-INC S | KGN2114NY ':TPm;gR Vg',t\‘h%ﬁpiwzzlza;?
Buzzer AZ11IN 110V AC A=
AZ12N 220V AC )
AZ1IN )
Note: Specify a button or lens color code in place of *: KGN2116NY ABN111 Without nameplate
Pushbutton: B (black), G (green), R (red) ——
Pilot Light: G (green), R (red), W (white) AZ12N )
Flush pushbuttons are supplied with black, green, and red color KGN2117NY ABN111 Without nameplate
caps. —
7)
KGN2118NY %H{;‘SR Without nameplate
Type List Package Quantity: 1 —
Control Station Mounted Control Units KGN2119NY ﬁg:\ﬁgsR Without nameplate
Style Type No. Symbol Type No. NA Nameplate —
(Ordering Type No.) Legend
APN118R Without nameplate
KGN1101NY ABN110 ON KGN3102NY ABN110 ON
ABN101 OFF
KGN1102NY ABN311R OFF —
APN128R | Without nameplate
KGN1103NY APN118R | Without nameplate KGN3103NY ABN110 ON
ABN101 OFF
2 | KGN1104NY APN128R | Without nameplate —
< 3 ABN111 ON
T | KGN1105NY ASN311 HAND-AUTO 2 | KGN3104NY ABN111 OFF
c © ) ASN311 HAND-AUTO
2 | KGN1106NY ASN111 HAND-OFF-AUTO £ —
3 2 APN128W
= KGN1107NY @ ASN3K11 OFF-ON = KGN3106NY APN128R Without nameplate
s APN128G
KGN1108NY AZ11IN Without nameplate —
B Without nameplate
Without nameplate APN118R P
KGN1110NY ATN420 ON-OFF o boce) KGN3107NY BN 10 o
HN1E- EMERGENCY &)
KGN1TTINY BV411R STOP —
ABN110 ON APN128R Without nameplate
KGN3108NY ON
KGN2101NY ABNAO1 OFF ABBN1110 OFF
ABN111 ON —
KGN2102NY ABN111 OFF ” APN128R Without nameplate
— K] APN128G Without nameplate
— S KGN4101NY ABNA11 ON
E KGN2103NY APNTIBR Without nameplate fr ABN111 OFF
S APN118G N
(8} p— =
q g —
£ | KGN2104NY ﬁﬁmggg Without nameplate 2 ﬁgmﬁfﬂ Without onameplate
2 — : T | KGN4102NY ABN111 OFF
3 KGN2105NY APN118R Without nameplate @ ASN311 HAND-AUTO
= ABN111 STOP =
APN128R | Without nameplate
KGN2106NY ABN111 STOP
APN118R | Without nameplate
KGN2107NY |65 ASN311 HAND-AUTO
1286
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KGN series Control Stations

Empty Enclosures Package Quantity: 1 Dimensions
- . Flush
Type No. Unit Control Unit * KGN Control Station (Wall Mount) Silhouette
Style (Ordering Mounting Mounting Cent
Type NO) Hole ounting Lenters 022/027 double knockout M4 grounding terminal
. 80  S5max, . \76 [ 60 Control
| | | | (Centers) (ns;gu?\tsing holes Units
KGN111Y With Sy r—\‘_l -
T hole 4 e ¢ Y e
(approx. 0.4 kg) r ants
KGN110Y Without B _
E Display
; Units
KGN211Y With T £ satety
=] roducts
2 holes s | =
. 0.5k
(approx. 0.5 ko) , L { amipite) ] & & H— Terminal
KGN210Y Without . d — Blocks
— 17 R
©16/020 double knockout 3 M4 grounding terminal Comm.
Terminal
KGN311Y With $ ermines
S 1 hole | 2holes | 3 holes | 4 holes | 5 holes
3 holes al_®
(approx. 06 kg) L 100 150 200 250 300 AS-Interface
KGN310Y Without % . | 50 100 150 200 250
Weight (Approx.) | 0.3kg | 0.4kg | 0.5kg | 0.6kg | 0.7 kg Relays &
Timers
KGN411Y With ii, Instructions
8 . . Socket
4 holes O e Precautions for Opening the Knockout Hole e
(approx. 0.7 kg) 1. The metal piece for the inner hole
KGN410Y Without of 22 or 16 mm knockout has Circuit
- two linked parts to the outer hole. Protectors
When breaking the knockout to
$ oy make an inner hole, strike the in- Power
KGN511Y With 3 ner metal piece at the cut parts Supplies
5 holes ? b (the hatched parts shown as point
(approx. 0.8 kg) Q} A at_ r|ght) using a screwdriver tip PLCs &
) or similar tool. SmartRelay
KGN510Y Without g 2. When opening a larger hole of
027 or @20 mm, first make a Operator
e Control Unit Mounting Hole o Effective Depth inside the Enclosure smaller hole as described above. Interfaces
Then break the knockout for the
3 larger hole using pliers.
& 4 Sensors
‘ Front [~ Ordering Information
s17 T eWhen ordering control stations with control units: gon_'m'
Specify the Ordering Type No. of the control station. fations
eWhen ordering enclosures without control units: Explosion
Specify the following items. Protection
Accessories Package Quantity: 1 1. Ordering Type No. of the enclosure
Aooioabi Aooiicabi 2. Ordering Type No. and specifications of the control unit to
pplicable pplicable be mounted (lens color, button color, etc. References
Product Name | Type No. Enclosure Knockout Hole 3. Nameplate ( )
KGN111Y 4. Other specifications
KGN110Y
GB-2 (—— - | 9200r 222 mm .
KGN211Y Ordering Example
KGN210Y
Type No. of Enclosure KGN311Y
. KGN311Y 0
Rubber Bushing P — . ©) APN128R
KGN310Y @ Control unit and .
@ | ABN210B, with NA-1
GB-3 | RGN4NY | o7 mm ® Nameplate ABN201R, with NA-2
KGN410Y e © , WIth R
KGN511Y Note: Any 830 mm series Control Units are selectable. However,
KGN510Y take the effective depth inside the enclosure into consider-
ation.
[l DEC 1287
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AGAW series Control Stations

| P65 Water proof Aluminum Control

Stationsfor 222 mm Control Units

AGAW control stations are designed for mounting IDEC 922
mm (7/8 inch) control units.

e Various control stations are available from one to four holes
with most widely used combinations of control units (contact
configurations, voltage, button colors, and nameplates).

e Enclosures only are also available, in which specifically se-
lected TW series control units can be installed.

Ideal for small 9 I
control boxes
ol.lo
e
S AGA Control Box
AGAW Control Box o 6 with
with four three 830 mm
222 mm control units |\ = T J| control units

=

e HW series can also be installed.

Specifications

Degree of Protection
(Note)

IP65 (IEC 60529, JEM1030)
(Key selector switch: Splash-proof IP54)

Material (Box) Aluminum

Coating Color

(Melamine coating) Yellow semi-gloss (Munsell 5Y7/1, outside only)

Rated Insulation

Voltage 6oov
Insulation -
Resistance 5 MQ minimum

Between live and dead parts:

Dielectric Strength 2500V AC, 1 minute

Standard Operating
Conditions

Ambient temperature: -25 to +50°C (no freezing)
Relative humidity: 45 to 85% (no condensation)

Wall mount (1 to 4 holes)

Enclosure Style Stand (1 to 4 holes)

Entrance hub
1 to 3 holes: HNA22 G3/4 (22 mm)
4 holes: HNAS33 G1 (28 mm)

Cable Lead-in
(Wall Mount Type)

Applicable Control IDEC 022 mm TW series control units

Units

Note: The degree of protection depends on the control units mounted in the
enclosure. When IP65 control units are mounted, the entire control
station has IP65 characteristics. (See page 1280)

Contact Ratings (Contact Block)

Rated Insulation Voltage 600V
Rated Thermal Current 10A

Contact Ratings by Utilization AC-15 (A600)
Category IEC60947-5-1 DC-13 (P600)

Contact Block

eOperational Voltage and Current by Utilization Category
Operational Voltage 24V | 48V | 50V | 110V | 220V | 440V
AC-12 Control of
resistive loads and | 10A | — 10A | 10A | 6A | 2A
solid state loads
AC-15 Control of
electromagnetic
loads (>72VA)
DC-12 Control of
resistive loads and 8A
DC | solid state loads
DC-13 Control of
electromagnets

AC
(50/
60Hz)

10A | — 7A 5A 3A 1A

2.2A

Operational Current

4A | 2A — | 11A |0.6A | —

e Common
Minimum applicable load (reference) = 3V AC/DC, 5mA (the ap-
plicable range is subject to change according to the operating
conditions)

e Control Unit Mounting Holes
The holes for mounting control units are 22.2 mm in diameter with
an anti-rotation notch.
Mounting centers are 50 mm on 2- and 3-hole enclosures, and 36
mm on 4-hole enclosures.

e Waterproof Bushing
Four plastic bushings are provided inside the corners for mount-
ing screws to secure the control station on a panel surface.

e Lead-in Fittings (Wall Mount Type)
An entrance hub made of aluminum is supplied for connecting a
steel conduit to lead in cables.

1to 3 holes: With HNA22 G3/4 for 22 mm conduit
4 holes: With HNA33 G1 for 28 mm conduit

HNAG type gland hubs for lead in cables are also available.

e Stand Pole (Stand Type)
The pole is made of carbon steel (STK) pipe, and the base is
made of iron. The coating color is the same as the enclosure, yel-
low (semi-gloss).

g
i3
|

‘B{Enclosure F

Control Unit

Unit Mounting

Stainless Steel
Screws

Entrance Hub Waterproof Bushing

1288
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AGAW series Control Stations

Control Stations with Control Units Control Station Mounted Control Units
Flush
The control stations are available with a selected combina- sye | dg’iﬁ;T'y\L‘;'Nol) Symbol | Type No. NWAnggzplate Silhouette
tion of control units as listed below. For the dimensions and —_
mounting centers, see the figures on page 1290. AGAW2108Y ﬁgwg?R Wiml’i‘tg_%?%a‘e 8:;20'
Control Unit Type No. Specifications ” -
ABW110 * Flush, 1NO S APW116R | Without late || Display
Pushbutton | ABW101 * Flush, INC & | AcAwzioeY s | g ASW2KI1 SRR on e || Lights
ABW111 * Flush, INO-INC = =
ABW411 240 mushroom, INO-INC 3 - ' Display
Pilot Light APW116 Round flush, 110V AC S | AGAW2110Y * APW126R | Without nameplate | i
(Incandgscent) APW126 * Round flush, 220V AC = ° & ASW2K11 OFF-ON
. ¥ g [S9)
. ASW211 Knob, 2-position, INO-1INC _ Safety
lect tch
Selector Switch 1= Swa20 Knob, 3-position, 2NO AGAW2113Y ABW110B | ON Products
ASW2K11 Key, 2-position, INO-1NC ABWA4TIR | Without nameplate
Note: Specify a button or lens color code in place of = : > Terminal
lIzllehIt_)utrt]on:g Eblack)), (';((grzt)en\)NF({ (rhed)) 2 . Blocks
ilot Light: green), R (red), W (white S ABW110B ON
S | AGAW2101SY ABW101R OFF Comm.
. . S E— Terminals
Type List Package Quantity: 1 8
Control Station Mounted Control Units -
Type No. NWA Nameplate APW116R | Without nameplate || AS-Interface
SW1e | orgering Type Noj | SY™PO! | Type No. Legend AGAW3102Y ABW110B ON
ABW101R OFF
AGAW1101Y ABW110B ON 8 — Relays &
k) o Timers
o .
< . o APW126R | Without nameplate
T | AGAW1102Y ABW411R | Without nameplate | AGawsiosY ABWI110B on o
g 3 ABW101R OFF
3 €8]
S | AGAWTI05Y ASW211 HAND-AUTO § .
o] = ircui
= ABW111B ON Protectors
AGAW1107Y ASW2K11 OFF-ON AGAW3104Y ABW111R OFF
& ASW211 HAND-AUTO
== Power
[0} .
o | AGAW1101SY ABW110B ON — Supplies
g APW116R | Without nameplate
= 2 | AGAW3102SY ABW110B ON PLCs &
5 | AGAW1102SY ABW411R OFF ] ABWIOIR OFF sreness
(e}
- ; = Operator
ABW110B ON 8 ABW111B ON Interfaces
remEoTY ABW101R OFF | AGAWSI0SY ﬁngV;HR HANODF:UTO
o Sensors
ABW111B ON
AGAW2102Y =
ABW111R OFF o APW126R | Without nameplate
3 APW126G | Without nameplate | [Leeliice
= o (&) ABW111B ON Stations
APW116R . <€ | stand €
F AGAW2103Y APWi16G | Without nameplate N AGAW4101SY ABW111R OFF
o = °© Explosion
Ny c
o~ - < = Protection
= AGAW2104Y APWI26R | |\ | » ngl,_l\xzrg;\( APW126R | Without nameplate
% APW126G ithout nameplate = ABW111B ON
s = Stand ABW111R OFF References
= — AGAW4102SY ) ASW211 HAND-AUTO
£ APW116R | Without nameplate —=
AGAW2105Y ABW111R STOP , ith =1
Degree of protection marked with * is splash-proof IP54.
APW126R | Without nameplate
AGAW2106Y ABW111R STOP
APW116R | Without nameplate
AGAW2107Y & ASW211 HAND-AUTO

Degree of protection marked with = is splash-proof IP54.
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AGAW series Control Stations

Empty Enclosures

Package Quantity: 1

Dimensions

Style Type No. Unit Mount- Control Unit e AGAW Control Station (Wall Mount)
(Ordering Type No.) ing Hole Mounting Centers
¢ Entrance Hub (attached)
. 60 (Centers) 4-p4.4 .
AGAW211Y Wlth '__| Moummg holes 1 to 3 h0|es 22;32(22 mm)
1 hole o * 4holes:  HNA33
(approx. 0.6 kg) Jaaa) G1 (28 mm)
AGA210Y Without Hub HNA22 e Gland hubs for leading in
G8/4 (22mm) cables are also available.
~ Applicable Cable
& i ® Py Type No. Diameter (R)
2 holes ] - HNG21 8,10, 12
(approx. 0.6 kg) AGAW212Y With é; M4 grounding terminal HNAG22 13,15, 17
Hub HNA22 & ) HNAG33 | 18, 20, 22
G3/4 (22mm)
1 hole 2 holes 3 holes 4 holes
AGAW313Y With @ L 150 200
: | 114 164
(app?;or;(0|gs7 kg) Weight (Approx.) 0.6 kg 0.7 kg
AGA310Y Without b HAZS e AGAW Control Station (Stand Type) s ol
G3/4 (22mm) rJ—Lss g
ol §
oF -
- o
4 holes . - )
(approx. 0.7 kg) AGAW314Y With é; '__'
p
Hub HNA33 - ) -
G1 (28mm)
¢ Control Unit Mounting Hole » Effective Depth inside the Encosure
n
j% -
24 9
¢ An entrance hub is supplied. 77 1 hole | 2 holes | 3 holes | 4 holes ;
1 to 3 holes: With HNA22 G3/4 for j H 1350 1400 | )
22 mm conduit L 150 200 Nt
4 holes: With HNA33 G1 for Standard T ; K
- ype Weight .
28 mm conduit (Approx.) 6.1kg 6-2kg :Agagting hole
Accessory (Options) Package Quantity: 1
Name & Shape Type No. Description & Dimensions
Enclsure Shade * Protection for control units against direct sunlight and falling objects.
95 e Color: Yellow (semi-gloss)
/‘w « Shade mounting hole
132 o
o e
™~ AGZ-S1Y M
2-M4 tapped hole: Depth 5
68 Pilot hole: Depth 5.5 max.
" | spee (no penetration)
aterial:
Thickness: 1 mm
Weight: Approx. 0.25 kg
Stand Pole o For replacement of the base and pole.
- e Color: Yellow (semi-gloss)
5
i 3
G?
AGZ-S205 g3
O:(:de Dia.: 048.6 -+
Inside Dia.: 044.0
Base
Grounding
4-014 Hole terminal o E
B9 = T
‘ 0230 ‘ »
44 0200
- 7 T
' /
\‘\; — All dimensions in mm.

Weight: Approx. 5.6 kg
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AGAW series Control Stations

Instructions

e Precautions for Mounting on Panel (Wall)
1. Insert M4 screws into
the waterproof bushings

at all four corners inside > Waterproof Bushing

the box. Push the screws =

with a screwdriver and N — |

penetrate the bushings

(Figure 1). . ‘
2. Thrust the screws into Figure 1

panel holes and secure
the screws with nuts
(Figure 2). Waterproof
characteristics are not
affected by piecing the
bushings with screws.

Panel surface
Figure 2

Ordering Information

e When ordering control stations with control units:
Specify the Ordering Type No. of the control station.

e When ordering enclosures without control units:

Specify the following items.

1. Ordering Type No. of the enclosure

2. Ordering Type No. and specifications of the control units to be
mounted (lens color, button color, etc.)

3. Nameplate

4. Lead-in fitting
Only when ordering the gland hub for leading in cables, spec-
ify the Ordering Type No. and the finished cable outside di-
ameter (R).

5. Other specifications

Ordering Example

@ Type No. of Enclosure | AGAW313Y
APW126R
@ Control Unit v .
©) and Nameplate @ | ABW210G, with NWA-1

® | ABW201R, with NWA-2
L@ Lead-in Fitting @ HNAG22 R15

Note: Any 922 mm TW series control units are selectable. Take
into consideration the degree of protection of the control unit
and the effective depth of the enclosure.

Flush
Silhouette

Control
Units

Display
Lights

Display
Units

Safety
Products

Terminal
Blocks

Comm.
Terminals

AS-Interface

Relays &
Timers

Sockets

Circuit
Protectors

Power
Supplies

PLCs &
SmartRelay

Operator
Interfaces

Sensors

Control
Stations

Explosion
Protection

References

YIDEC
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AGA series Control Stations (Single Column)

| P65 Water proof Aluminum Control
Stations for 230 mm Control Units

Various control stations are available from one to five holes
with most widely used combinations of control units (contact
configurations, voltage, button colors, and nameplates).

» Versatile combinations of control units are possible. Select
from a wide variety of 30 mm (1-13/64 inch) dia. control
units as required.

¢ In addition to standard depth enclosures, deep enclosures
are also available for mounting illuminated pushbuttons
which require a large depth behind the mounting surface.
(See page 1295 for more details).

Specifications

Degree of Protection
(Note 1)

IP65 (IEC 60529, JEM1030)
(Key selector switch: Splash-proof IP54)

Material (Enclosure)

Aluminum

Coating Color
(Melamine coating)

Yellow semi-gloss (Munsell 5Y7/1, outside only)

Rated Insulation

600V (Buzzer: 250V)

Voltage
Insulation L
Resistance 5 MQ minimum
Dielectric Strength Between live and dead parts:
(Note 2) | 2500V AC, 1 minute
Standard Operating Ambient temperature: -25 to +50°C (no freezing)
Conditions (Note 3) | Relative humidity: 45 to 85% (no condensation)

Enclosure Style

Wall mount (1 to 5 holes)
Stand (1 to 5 holes)

Cable Lead-in Hole
(Wall Mount Type)

Entrance hub (Gland hub also available)
1 to 3 holes: HNA22 G3/4 (22 mm)
4 or 5 holes: HNA33 G1 (28 mm)
(Standard control stations)

Applicable Control
Units

IDEC 930 mm series control units,
AZ buzzer and AM ammeter
(except enclosed type units)

Note 1: The degree of protection depends on the control units mounted on

the enclosure. When IP65 control units are mounted, the entire con-

trol station has IP65 characteristics. (See page 1280)
Note 2: AM ammeter/buzzer: 2000V AC, 1 minute
Note 3: Buzzer: -10 to +40°C

Contact Ratings (Contact Block)

Rated Insulation Voltage

600V

Contact Block

Rated Thermal Current 10A

eCommon
Minimum applicable load (reference) = 3V AC/DC, 5mA (the ap-
plicable range is subject to change according to the operating
conditions )

e Control Unit Mounting Holes
The holes for mounting control units are 30.5 mm in diameter with
an anti-rotation notch. Mounting centers are 50 mm.

e Waterproof Bushing
Four plastic bushings are provided inside the corners for mounting
screws to secure the control station on a panel surface.

e Lead-in Fittings (Wall Mount Type)

¢ An entrance hub made of aluminum is supplied for connecting a
steel conduit to lead in cables.

1to 3 holes: With HNA22 G3/4 for 22mm conduit
4 or5holes:  With HNA33 G1 for 28mm conduit

HNAG type gland hubs for leading in cables are also available.

e Stand Pole (Stand Type)
The pole is made of carbon steel (STK) pipe, and the stand base
is made of iron. The coating color is the same as the enclosure,
yellow (semi-gloss).

/Enclosure

_9 Control Unit

Contact Ratings by Utilization AC-15 (A600) =
Category IEC60947-5-1 DC-13 (P600) ¢
.
e Operational Voltage and Current by Utilization Category
Operational Voltage 24V | 48V | 50V | 110V | 220V | 440V . ] ]
AC-12 Control of N Unit Mounting
resistive loadsand | 10A | — | 10A | 10A | 6A | 2A : Hole
£ | AC solid state loads
S| (50/
5 60Hz) AC-15 Control of
o electromagnetic 10A| — | 7A | 5A | 3A | 1A it
S loads (>72VA) =
-(% DC-12 Control of < A
’g res_lstlve loads and 8A | 4A — |22A | 11A | — Stainless Steel Screws
& | DC | solid state loads Entrance Hub Wat f Bushi
DC-13 Control of 4A oA ~ 111alo6al — aterproof Bushing Pole
electromagnets ) ) .
Base —
1292
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AGA series Control Stations (Single Column)

Control Stations with Control Units Control Station Mounted Control Units Flush
) ) o Stvle Type No. Svmbol | Tvoe No NA Nameplate Silhouette
Control boxes are available with a selected combination of Y (Ordering Type No) | =Y ype No. Legend
control units as listed below. For the dimensions and mount- Control
. . AGA1107Y = ASN3K11 OFF-ON :
ing centers, see the figures on pages 1295 and 1296. units
i i o
e Control Units Mounted on Standard Control Stations s | acatiosy AZ1IN Without nameplate || prepiey
Control Unit Type No. Specifications - Lights
ABN110 * Flush, INO =
; = > )
ABNTOT - Flush. ING é AGA1109Y AZ12N Without nameplate .
ABN111 = Flush, INO-1INC ; i
: = Without nameplate Units
Pushbutton ABN311R 240 mushroom, INO-INC g AGAT110Y ATN420 ON-OFF on bezel
ABBN1110 s Flush, double beam Iatchlng, 1NO AGATIHTY HN1E- EMERGENCY Safety
ABBN1111 #+ Flush, double beam latching, BV411R STOP Products
1NO-1INC
ATN420 Toggle lever, 2NO o | AGA101SY ABN110 ON Terminal
HN1E-BV411R Emergency stop, INO-1NC 2 Blocks
Pilot Light APN118 Dome, 110V AC (2W) Z | AGAT102SY ABN311R OFF
(Incandescent) | APN128 Dome, 220V AC (2W) z Comm.
X ASN311 Knob, 2-position, INO-1INC % HN1E- EMERGENCY Terminals
Selector Switch ANt Knob, 3-position, INO-INC AGATTISY BV411R STOP
ASN3K11 Key, 2-position, INO-1INC =
Buzzer AZ1IN 110V AC AGA2101Y AN o ASntertace
AZ12N 220V AC ==
Meter Specify capacity (Type No.) =\ Relays &
@ AM ammeter Coating color of the meter AGA2102Y ﬁgmu C?IL\IF Timers
bezel: N1.5 &2
Note: Specity a button or lens color code in place of =: APNTIBR Sockets
Pushbutton: B (black), G (green), R (red) AGA2103Y APN{1sg | Without nameplate
Pilot Light: G (green), R (red), W (white) &Y
Flush pushbuttons are supplied with black, green, and red color caps. — .
ircuit
. AGA2104Y ﬁﬁmggg Without nameplate Protectors
Capacity and Type No. of AM Ammeters =
. Type No. (a0 . Power
Capacity (Orde%r?g Type No.) Remarks AGA2105Y AR | Without nameplate | suppies
5A (nominal) AM21B —
10A (nominal) | AM22B APN128R | Without name PLOs &
plate
15A (nominal) AM23B AGA2106Y ABN111 STOP SmartRelay
60/5A (nomina 25 transformer on am- APN118R Without nameplate
Interf
Ammeter =0 0/5A (nominal) | AM26CB meters of 30A rating AGA2107Y &S| | Asnatt HAND-AUTO nierfaces
150/5A (nominal) AM27CB ormore. —
200/5A (nominal) AM28CB " AGA2108Y APN128R | Without nameplate || Sensors
300/5A (nominal) AM29CB < 69) ASN311 HAND-AUTO
/5A (nominal) AM2CB = S — ol
~ . ontrol
Note 1: When ordering, specify the Type No. Also specify a current value = AGA2110Y * APN128R | Without nameplate | BSETERE
for the ammeter marked with =. 3 @ ASN3K11 OFF-ON
Note 2: The dial has a double-expanded scale. Also available are for triple- = — )
expanded scales, 1A meters and other special ratings. Contact = Explosion
IDEC for details about other special specifications. = AGA2111Y ABBN1110 ON-OFF Protection
Type List Package Quantity: 1 AGA2112Y ABBN1111 ON-OFF reterences
Control Station Mounted Control Units =
Type No. NA Nameplate =]
Style ) Symbol Type No.
y! (Ordering Type No) | Y yp Legend AGA2113Y ﬁgﬂ;?R OO,!\‘,:
AGAT101Y ABN110 ON
APN128R Without nameplate
AGAZ115Y ATN420 | ON-OFF on bezel
AGA1102Y ABN311R OFF —
° —
o [ AZ11IN )
< AGA2116Y Without nameplate
~ | AGAt103Y APN118R | Without nameplate ABNT11
E (€] | azi2en
3 )
S | AGAt104Y APN128R | Without nameplate AGAZIITY ABN111 | Withoutnameplate
K —
Z)
AGA1105Y ASN311 HAND-AUTO AGA2118Y AENNgr | Without nameplate
AGA1106Y @ ASN111 HAND-OFF-AUTO AZ12N )
AGA2119Y APN128R Without nameplate

Degree of protection marked with = is splash-proof IP54.
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AGA series Control Stations (Single Column)

Control Station Mounted Control Units Control Station Mounted Control Units
Type No. NA Nameplate Type No. NA Nameplate
Style (Ordering Type No.) Symbol Type No. Legend Style (Ordering Type No.) Symbol Type No. Legend
8 @ ABN110 ON ®) ,
2 AGA21018Y APN118R Without nameplate
£ ABN101 OFF 2 | AGA3102SY ABN110 ON
= — S ABN101 OFF
e} . = =]
S AGA2107SY APN118R Without nameplate ™
& € ASN311 HAND-AUTO 3
— c
© ABN111 ON
, b | AGA3104SY ABN111 OFF
APN118R Without nameplate @ ASN311 HAND-AUTO
AGA3102Y ABN110 ON =
ABN101 OFF
- Wall Mount =Y
AGA4101Y APN128R Without nameplate
@ 0 APN128G Without nameplate
APN128R | Without nameplate APNT2! Damep
AGA3103Y ABN110 ON Stand ABNIIT N
ABN101 OFF AGA4101SY
- 2]
ABN111 ON S | Wall Mount PN (Note)
AGAS104Y ABN111 OFF £ | AGAM4101Y | [A) | AMammeter | Without nameplate
. @ ASN311 HAND-AUTO ~
s — 2 | stand ABN111 ON
2 — & | AGAM4101SY &) ABN11 OFF
e APN118W -
£ | AGA3105Y APN118R | Without nameplate g
§ APN118G Wall Mount .
= - AGA4102Y APN128R Without nameplate
g — ABN111 ON
APN128W ABN111 OFF
AGA3106Y APN128R Without nameplate Stand 69 ASN311 HAND-AUTO
APN128G AGA4102SY -
APN118R Without nameplate
Wall Mount (A
AGA3107Y ABBN111 ON AGA5101Y APN128R Without nameplate
0 510
OFF APN128G | Without nameplate
" ABN111 ON
— R ABN111 OFF
APN128R | without nameplate 2 | Stand & ASN311 HAND-AUTO
AGA3108Y ABBN1110 ON w | AGA5101SY =
FF -~
0 E
» 7
- Wall Mount (Note)
;\3 AGAMS101Y @ AM ammeter | Without nameplate
APN128R Without nameplate
Stand ABN111 ON
AGAM5101SY | 21 | ABNIT OFF
Note: Specify the Type No. of the meter to select a required capacity.
1294
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AGA series Control Stations (Single Column)

Empty Enclosures

Package Quantity: 1

Style 1 or 2 holes 3 holes 4 or 5 holes
T @ | AGA210Y AGA211Y AGA212Y AGA310Y AGA311Y AGA411Y AGA412Y AGA510Y AGA511Y AGA512Y
N}:Jpe (2 | AGA210DY | AGA211DY | AGA212DY | AGA310DY | AGA311DY | AGA411DY | AGA412DY | AGA510DY | AGA511DY | AGA512DY
] (3@ | AGA210HLY | AGA211HLY | AGA212HLY | AGA310HLY | AGA311HLY | AGA411HLY | AGA412HLY | AGA510HLY | AGA511HLY | AGA512HLY
o 3 : © 8
Appearance o 3
Qo
w0
(WAf)ErTfm D0.6kg @1.0kg 3 0.5 kg 0.7 kg @1.2 kg ®0.6 kg D0.9kg @1.4kg 3 0.8kg

(D : Standard depth enclosure with an entrance hub

1 to 3 holes: With HNA22 G3/4 entrance hub for 22 mm conduit
4 or 5 holes: With HNA33 G1 entrance hub for 28 mm conduit

(2 : Deep enclosure with an entrance hub

1 or 2 holes: With HNA22 G3/4 entrance hub for 22 mm conduit
3 to 5 holes: With HNA33 G1 entrance hub for 28 mm conduit

(3 : Standard depth enclosure without an entrance hub

1 to 3 holes: With a threaded hole G3/4 (22 mm) at the bottom
4 or 5 holes: With a threaded hole G1 (28 mm) at the bottom

e Control Unit Mounting Holes

&5 ()

Meter Mounting Hole

» Effective Depth inside the Enclosure

70 J 112.5 ;l

79 121

77 119
Standard depth Deep
enclosure enclosure

In addition to the enclosures shown above, enclosures with a shade and stand type enclosures are also available. See the list below and page 1296.

e Other Types (For 1, 2 or 3 holes)

Package Quantity: 1

Downloaded from AFFOW.Com.
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Style Hub Shade Stand 1 or 2 holes 3 holes
X X AGA210KY AGA2T1KY AGA212KY AGA310KY AGA311KY
jéif;ﬁa’d X AGA210SY AGA211SY AGA212SY AGA310SY AGA311SY
Type No. | enclosure X X AGA210KSY AGA211KSY AGA212KSY AGA310KSY AGA311KSY
(Ordering X AGA210KHLY | AGA211KHLY AGA212KHLY | AGA310KHLY | AGA311KHLY
Type No.) X X AGA210DKY AGA211DKY AGA212DKY AGA310DKY AGA311DKY
E:C(igsure X AGA210DSY AGA211DSY AGA212DSY AGA310DSY AGA311DSY
X X AGA210DKSY | AGA211DKSY | AGA212DKSY | AGA310DKSY | AGA311DKSY
(=3
Appearance 3 =
With a shade 0.85kg 0.85kg 0.85kg 0.95kg 0.95kg
2;?;’3“’ Stand type 61 kg 6.1 kg 61 kg 6.2 kg 6.2 kg
Weight enclosure | Stand type with a shade 6.4 kg 6.4 kg 6.4 kg 6.5 kg 6.5 kg
( Apgrox_) With a shade (without a hub) 0.75kg 0.75kg 0.75kg 0.85kg 0.85kg
With a shade 1.25kg 1.25kg 1.25kg 1.45kg 1.45kg
eDrizelgsure Stand type 6.75kg 6.75kg 6.75kg 6.95kg 6.95kg
Stand type with a shade 7.0 kg 7.0 kg 7.0 kg 71 kg 71 kg
1295
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AGA series Control Stations (Single Column)

e Other Types (For 4 or 5 holes)

Package Quantity :

Style Hub Shade Stand 4 or 5 holes
X X AGA411KY AGA412KY AGA510KY AGA511KY AGA512KY
2;‘;?,?3"’ AGA411SY AGA412SY AGA510SY AGA511SY AGA512SY
Type No. | enclosure X AGA411KSY AGA412KSY AGA510KSY AGA511KSY AGA512KSY
(Ordering X AGA411KHLY AGA412KHLY AGA510KHLY AGA511KHLY AGA512KHLY
Type No.) X X AGA411DKY AGA412DKY AGA510DKY AGA511DKY AGA512DKY
Eﬁcﬁgsure AGA411DSY — AGA510DSY AGA511DSY AGA512DSY
X AGA411DKSY — AGA510DKSY AGA511DKSY AGA512DKSY
3 - & ]
Appearance 2 =
w0
With a shade 1.15 kg 1.15 kg 1.15 kg 1.15 kg 1.15 kg
g;?;t‘ﬁa’d Stand type 6.4 kg 6.4 kg 6.4 kg 6.4 kg 6.4 kg
Weiaht enclosure Stand type with a shade 6.65kg 6.65kg 6.65kg 6.65kg 6.65kg
(Ap;?rox.) With a shade (without a hub) 1.05kg 1.05kg 1.05kg 1.05kg 1.05kg
With a shade 1.65kg 1.65kg 1.65kg 1.65kg 1.65kg
eD::igsure Stand type 6.9 kg — 6.9 kg 6.9 kg 6.9 kg
Stand type with a shade 715 kg — 715 kg 715 kg 715 kg

» For details about enclosures without control units, see page 1295.

Dimensions

¢ AGA Control Station (Wall Mount)

4-04.
(132)
A 35max. a0
<| [shad 125
- _E_
2 b & M4
&ié di
N
IT Hul
(55)
Dimensions in ( ) for a control box with a shade.
1 hole 2holes | 3holes | 4holes | 5holes
L 150 200 300
| 114 164 264
Weight (Approx.) 0.6 kg 0.7 kg 0.9 kg

e Entrance Hub (Supplied)
(Standard depth enclosures)
1 to 3 holes: With HNA22 G3/4 for 22 mm conduit
4 or 5 holes: With HNA33 G1 for 28 mm conduit
(Deep enclosures with an entrance hub)

¢ AGA Control Station (Stand Type)

(1.2)

132
Shade 80

H

.

—y—
\4-014

Mounting
hole

Dimensions in ( ) for a control box with a shade.

1 or 2 holes: With HNA22 G3/4 for 22 mm conduit 1 hole \ 2 holes | 3holes | 4holes 5 holes
3 to 5 holes: With HNA33 G1 for 28 mm conduit H 1350 1400 1500
e Gland hubs for leading in cables are also available. . L 150 200 300
—— Applicable Cable Weight (Approx.) 6.1 kg 6.2 kg 6.4 kg
ype No- Diameter (R)
HNG21 8, 10, 12
HNAG22 | 13, 15,17
HNAG33 | 18, 20, 22
1296
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AGA series Control Stations (Single Column)

Accessory (Options) Package Quantity: 1
Flush
Name & Shape Type No. (Ordering Type No.) Description & Dimensions Silhouette
Enclosure Shade « Protection for control units against direct sunlight and falling objects.
95 e Color: Yellow semi-gloss (Munsell 5Y7/1) c
. ontrol
e Shade mounting hole Units
132 /’//A,-
| R [ E 2-M4 tapped hole: Depth 5 oo
- apped hole: Dep f
AGZ-S1Y Pilot hole: Depth 5.5 max. Lights
68 (no penetration)
. . Display
Material: SPCC #Dimension A Units
Thickness: 1 mm AGA210, 310, 510: 46.5 mm
Weight: Approx. 0.25 kg AGA210D, 310D, 510D: 90 mm
Safety
Stand Pole « For replacement of the stand pole. Products
— e Color: Yellow semi-gloss (Munsell 5Y7/1)
]!: . » Terminal
X 2, W Blocks
E@ Comm.
: Terminals
Stand gasket o~ 2
g & AS-Interface
N - r &
AGZ-S205 25|
E":’ Relays &
Outside Dia.: 048.6 N Timers
Inside Dia.: 044.0
Base Grounding |
4014 Hole (;s‘": Isr;a‘;f 1 Sockets
: : .
t 2230
- 4 W Circuit
i ? ’7’? Protectors
Weight: Approx. 5.6 kg \\\ J/
—d— Power
Supplies
Instructions Ordering Information PLCs &
SmartRelay
e Precautions for Mounting on Panel (Wall) . . . o
1. Insert M4 screws into the waterproof bushings at all four cor- -Wheln orderlng. control stations with Con.trm units: Operator
ners inside the box. Push the screws with a screwdriver and Specify the Ordering Type No. of the control station. Interfaces
penetrate the bushings (Figure 1). , e When ordering enclosures without control units:
2. Thrust the screws into panel holes and secure the screws with ; S
ts (Fi 2 Wat f ch teristi { affected b Specify the following items. Sensors
nu s_( |grL]Jreb ).h_ a erp.rc;]o characteristics are not affected by 1. Ordering Type No. of the enclosure
piecing the bushings with screws. 2. Ordering Type No. and specifications of the control units to be
mounted (lens color, button color, etc.) Control
3. Nameplate Stations
4. Lead-in fitting
Only when ordering the gland hub for lead in cables, specify Explosion
-9 the Ordering Type No. and the cable outside diameter (R). Protection
5. Other specifications
Figure 1 Figure 2 Ordering Example References
0 Type No. of Enclosure | AGA311Y
@ Control Unit © | APN128R -
3 and Nameplate @ | ABN210B, w!th NA-1
@ ® | ABN201R, with NA-2
Lead-in Fitting @ HNAG22 R15

Note: Any 830 mm series control units are selectable. Take into
consideration the degree of protection of the control unit and
the effective depth of the enclosure.

1297
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AGA series Control Stations (Multiple Column)

| P65 Water proof Multiple Column
Aluminum Control Stations
Versatile Combinations of Control Units

The AGA multiple column control stations are designed for

mounting various types of control units in various combina-
tions. Standard control stations are available with predeter-
mined specifications of cable lead-in holes and the control

units to be mounted (contact configurations, voltage, button
colors, and nameplates).

¢ Versatile combinations of control units are possible. Select
from a wide variety of 30 mm (1-13/64 inch) dia. control
units.

eThe lid of the enclosure is hinged to make wiring and main-
tenance easy.

Specifications

Type AGA480 - 580 \ AGAB680 - 690
Degree of Protection
(Note 1) IP65 (IEC 60529, JEM1030)

Material (Enclosure) Aluminum

Coating Color
(Melamine coating)

Rated Insulation
Voltage

Insulation Resistance
Dielectric Strength
(Note 2)
Standard Operating
Conditions

Yellow semi-gloss (Munsell 5Y7/1, outside only)

600V (Buzzer: 250V)

5 MQ minimum

Between live and dead parts:
2500V AC, 1 minute

Ambient temperature: -25 to +50°C (no freezing)

) o o .
(Note 3) Relative humidity: 45 to 85% (no condensation)

Enclosure Style

Wall mount/Stand
Types
(4 x2o0r5x2holes)

Wall mount/Stand
Types
(6 x 2 or 6x3holes)

Cable Lead-in
(Wall Mount Type)

Entrance hub (Gland hub also available)

HNA33 G1 (28 mm)

IDEC 930 mm series control units, AZ buzzer
and AM ammeter
(except enclosed type units)

Applicable Control
Units

Note 1: The degree of protection depends on the control units mounted on
the enclosure. When IP65 control units are mounted, the entire con-
trol station has IP65 characteristics. (See page 1280)

Note 2: AM ammeter/buzzer: 2000V AC, 1 minute

Note 3: Buzzer: -10 to +40°C

Contact Ratings (Contact Block)

Rated Insulation Voltage 600V
Contact block Rated Thermal Curren't' : 10A
Contact Ratings by Utilization AC-15 (A600)
Category IEC60947-5-1 DC-13 (P600)
e Operational Voltage and Current by Utilization Category
Operational Voltage 24V | 48V | 50V | 110V | 220V | 440V
+ | AC-12 Control of resis-
+= | & | tive loads and solid state | 10A | - | 10A | 10A | 6A | 2A
g § loads
3 | & | AC-15 Control of electro-
(SRS -
< | = | magnetic loads (>72VA) 10A 7A | 5A | 3A | 1A
_E DC-12 Control of resis-
® tive loads and solid state | 10A | 5A | - |22A|11A| -
e loads
o R -
DC-13 Control of electro- | o\ | 50 | _ | 14a |06A| -
magnets
eCommon

Minimum applicable load (reference) = 3V AC/DC, 5mA (the ap-
plicable range is subject to change according to the operating
conditions)

e Control Unit Mounting Holes
The holes for mounting control units are 30.5 mm in diameter with
an anti-rotation notch. Mounting centers are 50 mm.

e Lead-in Fittings (Wall Mount Type)
An entrance hub made of aluminum is supplied for connecting a
steel conduit to lead in cables.
AGA480 (4 x 2 holes), AGA580 (5 x 2 holes):
With two HNA33 G1 for 28 mm conduit
(Available with one HNAS33, upon request)
AGAB80 (6 x 2 holes): With two HNA33 G1 for 28 mm conduit
AGAB90 (6 x 3 holes): With three HNA33 G1 for 28 mm conduit
Gland hubs for lead in cables are also available.

e Stand Pole (Stand Type)
The pole is made of carbon steel (STK) pipe, and the base is made
of iron. The coating color is the same as the enclosure, yellow
(semi-gloss).

Enclosure

Lid Hinge

Control Unit

Unit Mounting Hole
Entrance Hub

Waterproof Bushing
Stainless Steel Screws

1298
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AGA series Control Stations (Multiple Column)

Control Stations with Control Units °%2\(/3VA|?80/A632?0 (éOTntrO') Box -
. ) . o all moun ana Type Package Quantity: 1 us
Control stations are available with selected combination of g Y Silhouette
. . . . Control Box Mounted Control Units
control units as listed below. For the dimensions and mount-
. . Style Type No. Symbol Type No NA Nameplate c
ing centers, see the figures on pages 1299 and 1300. (Ordering Type No.) : Legend U‘;i';;m'
e Control Units Mounted in Control Stations
Control Unit Type No Specifications el Mount APN128R Without nameplate
ype No. P AGA5801Y APN128G | Without nameplate || Display
Pushbutton ) ABN111 ON Lights
ABN111 = Flush, INO-1NC m Stand ABN111 OFF
% AGA5801SY @@ ASN311 HAND-AUTO Display
Pilot Light ) = Units
(Incandescent) APN128 3 Dome, 220V AC (2W) (>\<| Wall Mount (Note)
SR— [to) AGAM5801Y @@ AM ammeter | Without nameplate Safety
elector Switc| .
ASN311 Knob, 2-position, INO-1NC . APN128R Without nameplate Products
tand ABN111 ON
Meter AM ammeter Specify capacity (Type No.) AGAM5801SY ABN111 OFF Terminal
@ (See page 1493) Coating color of the meter Blocks
bezel: N1.5
Note: Specify a button or lens color code in place of *: Xvé,lol‘gg%lf\](t APN128R Without nameplate Comm.
: ABN111 ON
Pushbutton: B (black), G (green), R (red)
i i i @@ ABN111 OFF Terminals
Pilot Light: G (green), R (red), W (white) APN128R With |
Flush pushbuttons are supplied with black, green, and red color caps. ithout nameplate
Stand ABN111 ON
. E AGAB801SY ABN111 OFF AS-Interface
Type List 2
o
* AGA480 Control Box (Wall mount/Stand Type) X (Note) Relays &
Wall M t .
Package Quantity: 1 © ASAM&L;SW ®® AM ammeter | Without nameplate || Timers
Control Box Mounted Control Units % APN128R Without nameplate
Style (Ord'l(;)r/inpgele\:’g.No) Symbol Type No. NA Il_\l:gn;izlate Stand ﬁgmffG W|thout8§meplate Sockets
Wall Mount AGAMBBO1SY ABN111 OFF
all Moun i
AGA4801Y APN128R | Without nameplate Gret
ﬁgr’:ﬂ ﬁae Without Onﬁmeplate Wall Mount APN128R Without nameplate
o | Stand ABN111 OFF AGAG90TY ABNTT ON Power
% AGA4801SY ABN111 ] OFF Supplies
: ﬁgmi&:{ Wlthouton’zjlmeplate
Stand
:; Wall Mount (Note) 8 AGA6901SY ABN111 OFF PLCs &
AGAM4801Y @@ AM ammeter | Without nameplate e SmartRelay
S
Stand ABN111 ON o | Wall Mount (Note) | Operator
AGAM4801SY ABN111 OFF AGAM6901Y @% AM ammeter | Without nameplate Inferfaces
EOEOEY -
Note: Specify the Type No. of the meter to select a required capacity. @ APN128R W!thout nameplate
. : ) APN128G Without nameplate
¢ Control stations with a shade are available. See page 1300 for more Stand ABN111 ON Sensors
details. AGAM6901SY ABN111 OFF
Control
Stations
Empty Enclosures Package Quantity: 1 | £xpiosion
Style 4 holes 5 holes 6 holes Protection
Tpr No. AGA481Y AGA482Y AGA580Y AGA581Y AGA582Y AGAB81Y AGAB82Y AGAB90Y AGAB91Y
(Ordering Type No.) References
170 170 185 180 1100 140
n \ i [ 8 \ = s
OO || ol :
Appearance - - HrO- +o P P i = 900
2 -o+o- | B e
-ote- | B
dk o1~ e | ‘ iﬁ 2 ?ﬁ
T g g
160
}80} }BO} }80} 80 100 100 =22 160
Weight (Approx.) 2.6 kg 6.8 kg
e Control Unit Mounting Holes » Effective Depth inside the Enclosure (6 x 2 or 3 holes)
(4 or 5x 2 holes) g
5
86 l 114
@ 95 | Front | 124 _|[Front
< 92.5 120
317 |9 L
i ¢
(Meter Mounting Hole) All dimension in mm

Note: Entrance hubs HNA33YG G1 for 28mm conduit are supplied as standard. The quantity is as shown in the figure above.
¢ In addition to the enclosures shown above, enclosures with a shade and stand type enclosures are also available. See page 1300 for more details.

[IDEC 1299
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AGA series Control Stations (Multiple Column)

e Other Types

Package Quantity: 1

Style Control Units | Hubs | Shade | Stand 4or5x2holes
X X X AGA4801KY AGAM4801KY - AGA5801KY AGAM5801KY
Type No. X X X AGA4801KSY | AGAM4801KSY - AGA5801KSY | AGAMS5801KSY
(Ordering X X AGA481KY AGA482KY AGA580KY AGA581KY AGA582KY
Type No.) X AGA481SY AGA482SY AGA580SY AGA581SY AGA582SY
X X AGA481KSY AGA482KSY AGA580KSY AGA581KSY AGA582KSY
70 170 | 85
L] |
DD %
Appearance 2 p - S+ 1 I
ole- |8 -o+o- | B o+
7€ 016 j;ﬁ 5
= %0 L 50
With control units and a shade 5.0 kg - 5.3 kg 7.0 kg
. With control units, stand type with a shade 10.6 kg - 10.6 kg 12.3 kg
ng'grho‘x_) With a shade 341 kg 31 kg 34 kg 31 kg
Stand type 8.0 kg 8.0 kg 8.0 kg 8.0 kg
Stand type with a shade 8.4 kg 8.4 kg 8.4 kg 8.4 kg
Style Control Units | Hubs | Shade | Stand 6x2or3holes
X X X AGA6801KY AGAM6801KY - AGAB901KY AGAMB901KY
Type No. X X X AGAB801KSY | AGAMB8OTKSY - AGAB90TKSY | AGAMB901KSY
(Ordering X X AGAB81KY AGABB2KY AGABI0KY AGAB91KY -
Type No.) X AGAB81SY AGAB82SY AGAB90SY AGAB91SY -
X X AGAB81KSY AGAB682KSY AGABI0KSY AGAB91KSY -
80 100 140 160
s N ‘ wullf =
00@#
Appearance 5o - 74327 =
® 78
g}
=< = =
With control units and a shade 11.3 kg 13.0 kg - 11.3 kg 13.8 kg
. With control units,stand type with a shade 17.5 kg 19.2 kg - 17.5 kg 20.0 kg
}’X‘;‘grho‘x_) With a shade 7.6 kg 7.6 kg 7.6 kg 7.6 kg _
Stand type 13.0 kg 13.0 kg 13.0 kg 13.0 kg -
Stand type with a shade 13.7 kg 13.7 kg 13.7 kg 13.7 kg -

o For more details about enclosures without control units, see page 1299.

* For more detail about control units mounted on control stations, see page 1299.

1300
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AGA series Control Stations (Multiple Column)

Dimensions e
e AGA480/AGA580 (Wall Mount Type) ¢ AGA680/AGA690 (Wall Mount Type) eEntrance Hub Silhouette
) (supplied)
: 380, 4-08 Mounting holes
(290) 4-04.4 Mounting ho1lgz (321) g o) HNAG3 G1 for 28 mm conduit | Conirl
210 _ (152) 295 _3max]_ 132 2 column type: Units
180 (Centers) | Y|35max. __100 280 S 7 2 entrance hubs attached
) | T\ Shade = =1||/|%| ={Shade F == 3column type: Display
= > 1 \t 3 entrance hubs attached Lights
1 o0 0 . | @ \ L & Gland hubs for leading in
! Il 'l El—= cables are also available.
3 @ @ 2 H Type N Applicable Cable Display
ol @I £18 L 3 4q YPe N0 | Diameter (R) Units
S 6 6 ol|? § 3|8 al HNG31 8,10, 12
T 2 2 4 HNAG32 | 13, 15, 17 Safety
@ @ I + HNAG33 | 18, 20, 22 Products
Grounding L
=0 I terminal - )
. M i Lo
o f ocks
8 40 N ma
& Hub 152 |
e Comm.
Terminals

Weight: Approx. 4.8 kg Weight: Approx. 10.5 kg

« AGA480/AGA580 (Stand Type) « AGABSO/AGA690 (Stand Type)

AS-Interface

| (380) (190)
280 | Shade 130
(290) __, Shade (150) = Relays &
210 N 100 [ Timers
= . ~ i ‘6{2
M @©
( - 1 ©© s
i X X s I E§ P Sockets
! (o]
: ﬁ ﬁr 2 @i 2 ﬂk,}
D o B WG N ) 1 . Circuit
° J T & 2 @ E) @ G] Protectors
) § | T
2 .
| &0 u
i i I %§ ] Power
) r) ] Supplies
o
n 2
3% -
o) > PLCs &
At SmartRelay
M6 M6
Grou_nding Grounding Operator
terminal terminal Interfaces
I Sensors
o
C i 22
Control
L—; e 0 4
— Weight: Approx. 10.2 kg V?%’ Weight: Approx. 17 kg
] \ ‘ / Ex i
\ ' \ ! / plosion
\\.‘ ) /'/ \\ \ »// Protection
\ 4-014 Mounting holes \4-014 Mounting holes
References

Application Examples of Control Stations

¢ AGA580 Control Station

30 Control unit Hinge

Internal plate

(& (& &
® e
%) %) il
Terminal block
¥ %)

¢ AGA690 Control Station

Hinge Relay Timer
(& &)
@ | | D | D | | |} ®
JODDODDDDDDDDDID
©f
& )

230 Control unit

= 9| I

Terminal block
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AGA series Control Stations (Multiple Column)

Accessory (Options) Package Quantity: 1
Name & Shape Type No. (Ordering Type No.) Description & Dimensions
Enclosure Shade e Used on AGA480/AGA580 enclosures as a protection for the

control units against direct sunlight and falling objects.
e Color: 5Y7/1 (semi-gloss)

290

'\- 74 e Shade mounting hole
) |
‘ AGZ-S2Y B
For AGA480/AGA580 , ‘ i}
Material: SPCC t
Thickness: 1 mm 2:M4 TapPed hole: Depth 5
Weight: Approx. 0.46 kg 180 \{:Lf;z‘;:,;;‘;‘,“ 5 max
Enclosure Shade o Used on AGA680/AGAB90 control boxes as a protection for the
380 control units against direct sunlight and falling objects.
1927 e Color: 5Y7/1 (semi-gloss)
Z;'\ ¥  Shade mounting hole
|
\‘ AGZ-S3Y -
For AGA680/AGAG90 . ‘ ’ |
Material: SPCC |
Thickness: 1 mm ZjM4 TapPed hole: Depth 5
Weight: Approx. 0.72 kg 250 \f&?;ﬁﬁﬁriﬁfn‘? 5.5 max.
Internal Plate
_ AGZ-P2
88 (For AGA480/AGA580)
o o e Used to mount terminal blocks, relays, timers, and other units

for internal wiring.
(195)

Dimensions in () for AGA690 control box

Material: SPCC (Zinc-plated) RGZP3
1al: Inc-
Thickness: 2.3 mm (For AGA680/AGAB90)
Weight: AGZ-P2: Approx. 0.59 kg
AGZ-P3: Approx. 1.05 kg
Stand Pole ¢ For maintenance of the stand part.
m e Color: 5Y7/1 (semi-gloss)
3
AGZ-S205 A W—W
AGZ—SZOS Sealing base, - r (JW
(For AGA480/AGA580) g3
4 - 4-014 Hole 1MG;2J . 3 77?
Weight: Approx. 5.6 kg T + } ;‘L
47/‘;1&{\?’
\\ //
T~
Stand Pole AGZ-S206
b%*’% r—i"
5
AGZ—SZOG Sealing base i
(For AGA680/AGA690) i S 8¢
= |
-4
Weight: Approx. 6.5 kg / ?
AN /
~—q —
1302 [l DEC
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AGA series Control Stations (Multiple Column)

Instructions

e Precautions for Mounting AGA480/AGA580 Control

Stations on Panel

1. Insert M4 screws into the waterproof bushings at all four
corners inside the box. Push the screws with a screw-
driver and penetrate the bushings (Figure 1).

2. Thrust the screws into panel holes and secure the screws
with nuts (Figure 2).

Waterproof characteristics are not affected by piecing the

bushings with screws.

Box
—> Waterproof
Bushing
Q
(
—T |
. 13
Figure 1 -
—10H
— U0
Panel surface

Figure 2

Ordering Information
Flush
e When ordering control stations with control units Silhoustis
(standard):
Specify the Ordering Type No. of the control station. Somrol
nits
e\When ordering enclosures without control units:
Specify the following items. Display
1. Ordering Type No. of the enclosure Lights
2. Ordering Type No. and specifications of the control units |
to be mounted (lens color, button color, etc.) Doptey
3. Nameplate
4. Lead-in fitting Safety
O Only when ordering the gland hub for leading in cables, | Products
specify the Ordering Type No. and the cable outside di-
ameter. (R). Terminal
e . Blocks
5. Other specifications
. Comm.
Ordering Example Terminals
010 Type No. of Enclosure AGA581Y
©J0) @@ APN128R AS-Interface
®® Control Unit APN128G
®® | ABN210B, with NA-1
dN lat '
g and Namepale 08 | ABN201R, with NA-2 femys &
@40 | ASN311, with NA-32
tHﬂ\@ Lead-in Fitting [©) HNAG33 R18
Sockets
Note: Any 630 mm series control units are selectable. Take
into consideration the degree of protection of the con-|
trol unit and the effective depth of the enclosure. RN
Power
Supplies
PLCs &
SmartRelay
Operator
Interfaces
Sensors
Stations
Explosion
Protection
References
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AGS series Control Stations

| P65 Water proof Stainless Steel Control
Stations
High Corrosion and Weather Resistant

The AGS series control stations are designed for mounting
various types of control units in various combinations. Stan-
dard control stations are available with predetermined speci-
fications of cable lead-in holes and control units mounted
(contact configurations, voltage, button colors, and name-
plates).

» Wide variety of combinations of control units are possible.

Select from a wide variety of @30 series control units.
o Buff finish available upon request.

Specifications

Degree of Protection
(Note 1)

IP65 (IEC 60529, JEM1030)
Key selector switch: Splash-proof IP54

Material (Box)

SUSB304 (thickness 1 mm)

Coating Color
(Melamine coating)

Yellow semi-gloss (Munsell 5Y7/1)
1 column type: Outside only
2 or 3 column type: Both inside and outside

Rated Insulation
Voltage

600V

Insulation Resistance

5 MQ minimum (500V DC megger)

Dielectric Strength
(Note 2)

Between live and dead parts:
2500V AC, 1 minute

Standard Operating
Conditions

Ambient temperature: -25 to +50°C (no freezing)
Relative humidity: 45 to 85% (no condensation)

Enclosure Style

1to 5 holes x 1 column,
3to 5 holes x 2 or 3 columns
Wall mount/Stand Types

Cable Lead-in
(Wall Mount Type)

Reducer bushing (Gland hub also available)
G1 (28 mm)
1to 3 holes x 1 column: G3/4 (22 mm)

Applicable Control
Units

IDEC 230 mm series control units, AM ammeter

(except enclosed type units)

Note 1: Degree of protection depends on the control units mounted on the
enclosure. When IP65 control units are mounted, the entire control
station has IP65 characteristics. (See page 1280)

Note 2: AM ammeter: 2000V AC, 1 minute

e Control Unit Mounting Holes
The holes for mounting control units are 30.5 mm in diameter with
an anti-rotation notch. Mounting centers are 50 mm.

e ead-in Fittings (Wall Mount Type)
A reducer bushing made of brass is supplied for connecting a
steel conduit to lead in cables.

1 column x 1 to 3 holes: With one G3/4 for 22 mm conduit

1 column x 4 or 5 holes: With one G1 for 28 mm conduit

2 columns x 2 or 3 holes: With two G3/4 for 22 mm conduit

2 columns x 4 or 5 holes: With two G1 for 28 mm conduit

3 columns x 2 or 3 holes: With three G3/4 for 22 mm conduit

3 columns x 4 or 5 holes: With three G1 for 28 mm conduit

Note: Mounting other than standard (e.g. one bushing for 2 column type,
one or two bushings for 3 column type) Is not available. In this case,
a plug is supplied.

HNG type gland hubs for lead in cables are also available.

e Stand Pole (Stand Type)
The pole is made of carbon steel (STK) pipe, and the base is
made of cast iron. The coating color is the same as the enclosure,
yellow (semi-gloss).

Enclosure

w+

Control Unit

Stainless
Steel Screws

Reducer Bushing
Pole

Base—"

1304
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AGS series Control Stations

Control Stations with Control Units Control Station Mounted Control Units
. . . . Flush
Th(_e standard control stations are available with sglecteq combi- Style (OrdEr'inpeTNz-No) Symbol | Type No. NA Il:lean;?];()jlate Sl‘uhsouene
nations of control units as listed below. For the dimensions and g Type 0. 9
mounting centers, see the figures on page 1307. ) :
9 ° 9 pag ) AGS2105M APN118R | Without nameplate || .ol
e Control Units Mounted on Standard Control Stations ABN111 STOP Units
Control Unit Type No. Specifications —
ABN110 * Flush, INO AGS2106M APN128R Without nameplate Display
ABN101 * Flush, 1INC ABNTT1 SToP Lights
Pushbutton | ABNTH » Flush, INO-ING 2 | Acs2107M APNT18R | Without nameplate || oo,
ABN311R 040 mushroom, INO-1INC % 69 ASN311 HAND-AUTO Units
ATN420 Toggle lever, 2NO S —
HN1E-BV411R Emergency stop, INO-INC = | AGS2108M APN128R | Without nameplate || qsey,
— 5 &) ASN311 HAND-AUTO Products
Pilot Light APN118 = Dome, 110V AC (2W) § =
Incandescent = =
( ) | APN128 = Dome, 220V AC (2W) 5 | pcsotiom - APN128R | Without nameplate || 1o
) ASN311 Knob, 2-position, INO-1NC = ) @ ASN3K11 OFF-ON Blocks
Selector Switch 75 g1 Knob, 3-position, INO-1NC —
ASNSK11 Key, 2-position, INO-INC AGS2113M ABN110 ON Gomm.
Met Specify capacity (Type No.) ABN311R OFF Terminals
eter AM ammeter Coai : —
@ (See page 1923) oating color of_ the meter —
bezel: N1.5 (polish) AGS2115M APN128R Without nameplate
- AS-Interf
Note: Specify a button or lens color code in place of *: ATN420 ON-OFF on bezel riertace
Pushbutton: B (black), G (green), R (red) - p—
Pilot Light: G (green), R (red), W (white) @ AGS2101SM ABN110 ON Relays &
Flush pushbuttons are supplied with black, green, and red color caps. e ABN101 OFF Timers
Y )
Tvpe List 2 APN118R | Without nameplate
yp g | AGS2107SM 69 ASN311 HAND-AUTO Sockets
e 1l-column Type Package Quantity: 1 —
Control Station Mounted Control Units APN118R Without nameplate Circuit
Type No. NA Nameplate AGS3102M ABN110 ON Protectors
Style (Ordering Type No.) Symbol Type No. Legend ABN101 OFF
AGS1101M P ABN110 ON = Power
APN128R | Without nameplate || supplies
AGS3103M ABN110 ON
AGS1102M ABN311R OFF @ ABN101 OFF
S o= PLCs &
< — S Rel
o | AGS1103M APN118R | Without nameplate ® ABN111 ON ety
2 € | AGS3104M ABN111 OFF —
Z | AGS1105M ASN311 HAND-AUTO ] () ASN311 HAND-AUTO perator
= E = Interfaces
=] = —
2 | AGS1106M ASN111 HAND-OFF-AUTO 2 APN118W
= AGS3105M APN118R | Without nameplate || Sensors
= | agst107M+ ASN3K11 OFF-ON APNT18G
Without nameplate APN128W Control
AGS1108M ATN420
ON-OFF on bezel AGS3106M APN128R | Without nameplate | (ks
AGST1HM HNAE- EMERGENCY APN128G
BV411R STOP — Explosion
" APN118R | Without nameplate | ' "
% AGS1101SM ABN110 ON @ AGS3102SM ABN110 ON
o
f < ABN101 OFF References
S | AGS11025M ABN311R OFF o —
2 2
S c ABN111 ON
& | AGS1111SM AP EMESRT%ENCY & | AGS3104SM ABN111 OFF
@ ASN311 HAND-AUTO
ABN110 ON . . .
AGS2101M ABN101 OFF Degree of protection marked with = is splash-proof IP54.
12}
°
e ABN111 ON
<
~ | AGS2102M ABN111 OFF
<
3
s APN118R .
= AGS2103M APN118G Without nameplate
=
APN128R .
AGS2104M APN128G Without nameplate

Degree of protection marked with = is splash-proof IP54.
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AGS series Control Stations

Control Station Mounted Control Units e 3-column Type Package Quantity: 1
Type No. NA Nameplate Control Station Mounted Control Units
Style (Ordering Type No.) Symbol Type No. Legend Style Type No. Symbol Type No NA Nameplate
Ordering Type No. ) Legend
Wall Mount APN128R Without nameplate iNaII Mgozfn : -
AGS4101 ! P 8 ABN111 ON
APN128G Without nameplate o AGS3901
Stand ABN111 ON < stand ABN111 OFF
an © ASN311 HAND-AUTO
ABN111 OFF
AGS4101S S | AGS3901S
C
@ S| Wall Mount )
§ Wall Mount — (Note ) D | AGS3902 APN128R Without nameplate
< | AGSM4101 @ AM ammeter | Without nameplate 3 | stand ﬁgm]} ((JDFI\IF
= =
e ABN111 ON AGS3902S
& | Stand ABN111 OFF
P | AGSM4101S o Wall Mount
§ g "™ AGS4901 APN128R Without nameplate
Wall Mount & % APN128G Without nameplate
AGS4102 APN128R Without nameplate . < ABN111 ON
ABN111 ON Y | stand ABN111 OFF
ABN111 OFF S AGS4901S
Stand @ ASN311 HAND-AUTO
AGS4102S -
Wall Mount
Wall Mount AGS5901 APN128R W@thout nameplate
AGS5101 APN128R Without nameplate APN128G Without nameplate
APN128G | Without nameplate " ABNT111 ON
” ABN111 ON S | giand ABN111 OFF
@ ABN111 OFF 2 AGS5901S @@@ ASN311 HAND-AUTO
2 | Stand &) | ASNai1 HAND-AUTO ©
g AGS5101S =] %
2 pui
kS| @ | wall Mount (Note)
@ | wall Mount @ (Note) = | AGSM5901 AB®B) | AM ammeter| Without nameplate
= AGSM5101 i
= AM ammeter | Without nameplate = APN128R Without nameplate
=
APN128R Without nameplate ABN111 ON
111 ABN111 OFF
ABN ON Stand B €D @B
Stand ABN111 OFF AGSM5901S
AGSM5101S =

Note: Specify the Type No. of the meter to select a required capacity.
Note: Specify the Type No. of the meter to select a required capacity.

Ordering Information

e 2-column Type Package Quantity: 1 i ) ) i
Control Station Mounted Control Units oWhep ordering cpntrol stations with control gnlts.
Type No. NA Nameplate Specify the Ordering Type No. of the control station.
Style (Ordering Type No.) Symbol Type No. Legend . . .
= T 'Wall Mount e\When ordering enclosures without control units,
< | Ags3801 ﬁgmn CC)JFNF specify the following items.
= | Stand 6| | ASNa1 HAND-AUTO 1. Ordering Type No. of the enclosure
5 | AGS3801S 2. Ordering Type No. and specifications of the control units
] Wall Mount
& | Aus3s02 APN128R | Without nameplate to be mounted (lens color, button color, etc.)
Z I sorg ABN111 ON 3. Nameplate
£ | Acsssozs ABNTIT OFF 4. Lead-in fitting
Only when ordering the gland hub for leading in cables,
3 Wall Mount specify Type No. and the cable outside diameter (R).
= @ AGS4801 APN128R Without nameplate 5. Other specifications
g APN128G | Without nameplate
=3 A ON Ordering Example
§ Stand ABN111 OFF g p
AGS4801S Do Type No. of Enclosure AGS
®® D@ | APN128R
(3@ | APN126G
/5\ .
Wall Mount APN128R Without nameplate ©© Control Unit ®® | ABN210B, with NA-1
AGS5801 APN128G ) @ and Nameplate -
Without nameplate © 0 @® | ABN201R, with NA-2
% ﬁgmm OOIL\IF ©10 | ASN311, with NA-32
5 | Stand 656S| | ASN311 HAND-AUTO . - .
© | AGS5801S Note: Any 830 mm series control units are selectable. Take
g into consideration the degree of protection of the con-
) (Note) trol unit and the effective depth of the enclosure.
= @@ AM ammeter | Without nameplate
e Xvégmgggz APN128R Without nameplate
ABN111 ON
ABN111 OFF

Note: Specify the Type No. of the meter to select a required capacity.
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AGS series Control Stations

ackage Quantity:
Empty Enclosures Package Quantity: 1
Flush
Style 1 column x 1 or 2 holes 1 column x 3 holes 1 column x 4 or 5 holes Snuhsouene
Type No. Coating AGS210M AGS211M AGS212M AGS310M AGS311M AGS411 AGS510 AGS511
(Ordering Type No) | Buffing | AGS210M-BUFF | AGS211M-BUFF | AGS212M-BUFF | AGS310M-BUFF | AGS311M-BUFF | AGS411-BUFF | AGS510-BUFF AGS511-BUFF Control
3 3 Units
| 3 3
% Displ
& isplay
Appearance D B & Lights
! i
Display
Weight (Approx.) 1.2 kg 1.6 kg 2.4 kg Units
Style 2 columns x 3 holes 2 columns x 5 holes 3 columns x 3 holes 3 columns x 5 holes
Type No. Coated AGS380 AGS381 AGS580 AGS581 AGS390 AGS391 AGS590 AGS591 Safety
(Ordering Type No) | Buff AGS380-BUFF | AGS381-BUFF | AGS580-BUFF | AGS581-BUFF | AGS390-BUFF | AGS391-BUFF | AGS590-BUFF AGS591-BUFF Products
70| 140_| Q
|70 | A A ¢ 140 3 A AN Terminal
T T OO T Blocks
OO ¢ -0 OO O
Appearance Ak X XX ] odD
Yy M M 1 Y'Y N OO
©-O-8 Y D--O¢ OO Comm.
OO OO Terminals
Weight (Approx.) 3.8 kg 4.6 kg 4.8 kg 6.5 kg
e Control Unit Mounting Holes » Effective Depth inside the Enclosure (1-column Type) (2- or 3-column Type) AS-Interface
(From the lid surface to the inside bottom)
= AGS210, 310: 104
(o2 + AGS210M, 310M: 104 Relays &
< + AGS510: 105 1055
317_|9
(Meter Mounting Hole) Sockets
Circuit
. . Protectors
Dimensions
e1-or 2-hole x 1 column e3-hole x 1 column e4-or 5-hole x 1 column gﬁg;ifes
15 s 106 15 115 106 15
110 E .,
110 106 _ 1.5 95 o 110
r—-‘ ® 4-07 PLCs &
95 8 }&( Mounting = SmaiReIay
4-07 ¥ — ° ° hole = o = ~
4-@7. E ° (Mounting ° 4 + i T —
(lr\‘llé)lg)mlng = hole) & 3y Operator
= T Interfaces
Hinge~ 4-Msx12 F— B A 3 M6
{(W/SW sems) o ~ i
M4 Groundin 1er:::: 4-M5x12 38 ° | g’r%ﬂging % Sensors
G3/4 (W/SW sems) L 0230
M4 Grounding terminal | i o0
Ga/a =V H 4‘y77”“°27—4}, Control
E— i / \4-214 mounting hole Stations
1 hole 2 holes 3 holes 4 holes M4 (G1 NS
Grounding 36 (28mm)
H 1320 1370 1500 terminal —
Explosion
Weight Wall Mount 1.2 kg 1.6 kg 2.4 kg Protection
(Approx.) Stand 6.8 kg 7.2kg 8.0 kg —
e2- 3-,4-or 5-hole x 2 columns  e2-, 3-, 4- or 5-hole x 3 columns References
' ggg N 106 2 A 320 4-510 106 2
10 -
W o 1‘ [reuning
® 3 C) © @ 3
1 4 1
M6
. | 4 a g
2230
200
] 3 | b 2
%ﬂ |‘ - ] - ; ]’ /i: \4-014 mounting hole
70 2-G 36.5| gﬂrgunding LL,&J 3=6 36.5 grgunding \‘\4)/'/
(Lead in position) terminal (Lead in position) terminal
2-column Type 3-column Type
2 holes \ 3 holes | 4 holes \ 5 holes | 2 holes \ 3 holes | 4 holes \ 5 holes
A 250 350 50 350
B 180 280 180 280
H 1400 1500 1400 1500
G 3/4 (22 mm) 1 (28 mm) 3/4 (22 mm) 1 (28 mm)
Weight | Wall Mount 3.8 kg 4.6 kg 4.8 kg 6.5 kg
(Approx.) Stand 9.3 kg 10.4 kg 10.6 kg 12.2 kg All dimensions in mm
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Control Station Accessories

Lead-in Fittings
e Entrance Hub (For Connecting Conduit)
HNA L

sw2 Swi

Made of aluminum (supplied with a locking nut)

HN

Made of iron (supplied with a locking nut and a bushing)

Package Quantity: 1

Material Type No. Applicak?le Thread Size Outside Dimensions
(Ordering Type No.) Conduit A (male) B (female) C D E F L M N | SW1 | sw2
Aluminum HNA22 22 mm G3/4 G3/4 18 32 15 31 46 7 18 32 33
HNA33 28 mm G1 G1 23 38 16 35 51 7 23 38 4
HN21 16 mm G3/4 G1/2 13 26 23 27 50 9 21 26 33
HN22 22 mm G3/4 G3/4 18 32 23 36 59 9 22 32 33
Iron HN31 16 mm G1 G1/2 13 26 23 23 46 6 21 26 4
HN32 22 mm G1 G3/4 18 32 23 30 53 6 22 32 4
HN33 28 mm G1 G1 23 38 23 41 64 6 25 38 41
Note: Standard coating color: Yellow semi-gloss (melamine coating) SW1: Hub size across flats
SW2: Locking nut size across flats
e Gland Hub (For Lead in Cable)
HNAG HNG L

Made of aluminum (supplied with a locking nut)

sw2

H
=\
M

i I — S

Made of iron (supplied with a locking nut and a bushing)

Package Quantity: 1

Thread . . .
Material (Orde-lr-lﬁz;eT';‘g.e No.) Applicable Cable Diameter (R) Size Outside Dimensions (mm)
A c | b | E F L | M |swi]swz]|swa

Die-cast | HNAG22R * 13, 15, 17 G3/4 | 18 | 32 | 15 | 47 | e2 | 7 | 32 | 33 | 29
aluminum | HNAG33R * 18, 20, 22 | The tolerance of cable diameter G1 23 | 38 | 16 | 53 | 69 7 38 41 35
HNG21R = 8,10, 12 '(SE :0;]0 |_)2 mm G3/4 | 13 | 26 | 23 | 39 | 62 | 9 26 | 33 | 23

_ HNG22R * 13,15, 17 thn Ei 15, the applicable G3/4 | 18 | 32 | 23 |48 | 71 | 9 | 32 | 33 | 29
Castiron | HNG31R = 8,10,12 | cable outside diameter is Gi 13 | 26 | 23 | 35 | 58 | 6 | 26 | 41 23
HNG32R * 13, 15,17 | 913 to 15 mm. G1 18 | 32 | 23 | 42 [ 65 | 6 | 32 | 41 29

HNG33R * 18, 20, 22 Gi 23 | 38 | 23 [ 54 | 77 | 6 | 38 | 4 35

Note 1: Specify an applicable cable diameter code in place of *.

Note 2: Standard coating color: Yellow semi-gloss (melamine coating)
Note 3: Material of gland: Brass (nickel-plated surface)

Note 4: When ordering, specify the Ordering Type No.

For example, when ordering the HNG21 with an applicable cable diameter of 610, specify HNG21R10.

SW1: Hub size across flats
SW2: Locking nut size across flats
SWa3: Gland size across flats

1308
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Control Station Accessories

Nameplates
Flush
e KGNW/AGAW (For g 22 TW Series Control Units) When ordering, specify the Ordering Type No. | Silhouette
- Ordering ’ -
Name & Shape Legend Specifications Type No. Type No. Package Quantity Description Control
Units
NWA NWA-0 1
7‘kzga‘ Without NWA-0 + Black background Display
é Aluminum NWA-0PN10 10 Lights
) Thickness 0.8 mm NWA- 1
With NWA-# * White letters on Display
NWA-#PN10 10 black background Units
NWAQ-0 1 Safety
Without NWAQ-0 * Black background Products
. NWAQ-0PN10 10
Aluminum
Thickness 0.8 mm NWAQ-+ 1 ;Ieor::(gal
With NWAQ-# « White letters on
NWAQ-#PN10 10 black background
Comm.
Terminals
NWAS-0 1
) Aluminum AS-Interf
Without Thickness 0.8 mm | NWAS-0 + Black background Sintertace
NWAS-0PN10 10
Relays &
Timers
* Specify a legend code in place of * in the Ordering Type No.
Sockets
e KGN/AGA/AGS (For 230 Series Control Units) When ordering, specify the Ordering Type No.
P Ordering } - Circuit
Name & Shape Legend Specifications Type No. Type No. Package Quantity Description Protectors
NA NA-0 1 Power
Without NA-0 Supplies
Aluminum NA-0PN10 10 - Black background
! - White letters on
Thickness 1.2 mm NA- 1 black background PLCs &
With NA- SmartRelay
NA-+PN10 10
Operator
* Specify a legend code in place of * in the Ordering Type No. Interfaces
eLegend on Nameplate « Material of Nameplates for Control Units Sensore
Code Legend In addition to the nameplates made of aluminum, name-
1 | ON plates made of plastic are also available.
2 OFF Con_trol
3 | START e Nameplates for Various Uses Bizieie
4 | sTOP In addition to the nameplates for control units, nameplates
31 | OFF-ON for various uses made of plastic or stainless steel are also | 579"
35 | HAND-AUTO available.
53 HAND-OFF-AUTO
References
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