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1. THE QUANTITY OF UFL-R-SMT—K IS 10,000 CONNECTORS PER REEL. Z{B T
2. LEAD CO-PLANARITY SHALL BE 04 MAX. l
3. FOR THE POSSIBILITY OF BREAKAGE OR DEFORMATION DO NOT MATE THIS CONNECTOR WITH PARTNER, |
UFL-LPK-#xx BEFORE MOUNTING ON PC BOARD. [ 1
4. USE ALL PRODUCTS WITHIN 6 MONTHS AFTER THE DELIVERY. 1805
STORE THEM IN MANUFACTURER'S PACKAGE OR TIGHTLY RE-CLOSED BOX WITH THE FOLLOWING CONDITIONS. MATERIAL: PS(WHITE)
USE THIS PRODUCT WITHIN 6 MONTHS AFTER RECEPT.
CHECK THE TERMINAL SODERABILITY BEFORE USE IF THE PRODUCT HAS BEEN STORED FOR MORE THAN 6 MONTHS.
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|Attention when wiring for UFL-Z2LPK-066 harness]
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£ (2 Guide
§ The cable must not fouch the case drectly in a movable part.
;
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% [When the part that winds repeatedly is near the plug]
(%] >
%3 B — It 1s recommended fo do fo puf among the fapes that slip easil please mnsfal the gude so fhat the plug should nat come off
s P g P P easty from the cable according fo the winding direction.
§3 and for the load not fo hang drecily fo the cable.
58 Please separate the winding position from the plug edge
ég by 10mm or more.
o
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8'_6 3 4 @ : Never hold the cable when exfracting tne :
E;% @ ‘ cable because If damages the connector. ‘
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dz D D > (" \ (&l CIo% [ : | fhe mating surface as possible by aligning ‘
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B)Jg &\9 ‘ fhe mating axes of both connecfors. Do nof ‘
8 Q @\ | excessively slant the connecfors when inserting. ‘
Eé P\ | |
§\ @ ‘ @ Allowable loads an the cable after the Comnedorsi
NG D O | are mafed. |
(f__gg. F=m ] 6 [—Q‘\m] | The figures below show the maximum allowable |
§§' @ ‘ loads on the cable. Do not apply loads exceeding ‘
8_“5 | fhese values fo the cable. |
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