REVISIONS

LTR DESCRIPTION DATE (YR-MO-DA) APPROVED

A Updat_e the boilerplate to current requirements as specified in MIL-PRF-38535. 06-10-02 Thomas M. Hess
Editorial changes throughout. — JAK
Update the boilerplate paragraphs to current requirements as specified in MIL- 00-

B PRF-38535. - JWC 13-02-25 Thomas M. Hess

c Update boilerplate to the current requirements as specified in MIL-PRF-38535. 20-03-03 Muhammad A. Akbar
-TT™M
Add vendor CAGE 3V146 for supplying device type 01.-TTM 21-07-20 Muhammad A. Akbar

E Make correction to SMD PIN on bulletin page forvendor CAGE 3V146.-TTM 22-01-12 Muhammad A. Akbar

REV
SHEET
REV E E E
SHEET 15 16 17
REV STATUS REV E E E E E E E E E E E E E E
OF SHEETS SHEET 1 2 3 4 5 6 7 8 9 10 11 12 13 14
PMIC N/A PREPARED BY
Thanh V. Nguyen DLA LAND AND MARITIME
S o OUNBUS, O deztecgen
DRAWING APPROVEDBY
THIS DRAWING IS AVAILABLE Monica L. Poelking MICROCIRCUIT, DIGITAL, ADVANCED CMOS,
FOR USE BY ALL DRAWING APPROVAL DATE OCTAL D-TYPE LATCHWITH THREE-STATE
ANCLEPARTMENTS 010918 OUTPUTS, MONOLITHIC SILICON
DEPARTMENT OF DEFENSE
REVISION LEVEL SIZE CAGE CODE
AMSC N/A E A 67268 5962'92 180
SHEET 1 OF 17

DSCC FORM 2233
APR97 5962-E135-22

DISTRIBUTION STATEMENT A. Approved for public release. Distribution is unlimited.

Downloaded from AFFOW.Com.


http://www.arrow.com

1. SCOPE

1.1 Scope. Thisdrawing documents two productassurance class levels consisting of highreliability (device classes Q and
M) and space application (device class V). A choiceofcaseoutlines and lead finishes are available and are reflected in the Part
or Identifying Number (PIN). When available, a choice of Radiation Hardness Assurance (RHA) levels is reflected in the PIN.

1.2 PIN. The PINis as shown in the following example:

5962 - 92180 Qf _l\‘/j _T _A[

Federal RHA Device Device Case Lead
stock class designator type class outline finish
designator (see 1.2.1) (see 1.2.2) designator (see 1.2.4) (see 1.2.5)
\ / (see 1.2.3)

v

Drawing number
1.2.1 RHA designator. Device classes Q, and V RHA marked devices meet the MIL-PRF-38535 specified RHAlevels

and are marked with the appropriate RHA designator. Device class M RHA marked devices meet the MIL-PRF-38535,
appendix Aspecified RHA levels and are marked with the appropriate RHAdesignator. Adash (-) indicates anon-RHAdevice.

1.2.2 Device type(s). Thedevicetype(s) identify the circuitfunction as follows:

Device type Generic number Circuitfunction
01 54ACQ573 Octal D-type latch with three-state outputs
1.2.3 Device class designator. Thedevice class designatoris asingle letter identifyingthe productassurance level as
follows:
Device class Device requirements documentation
M Vendor self-certification to the requirements for MIL-STD-883 compliant, non-

JAN class level B microcircuits in accordance with MIL-PRF-38535, appendix A
Q,orV Certification and qualification to MIL-PRF-38535

1.2.4 Case outline(s). Thecaseoutline(s) are as designated in MIL-STD-1835 and as follows:

Outline letter Descriptive designator Terminals Package style
R GDIP1-T20 or CDIP2-T20 20 Dual-in-line
S GDFP2-F20 or CDFP3-F20 20 Flat pack
2 CQCC1-N20 20 Square leadless chip carrier

1.2.5 Lead finish. Thelead finish is as specified in MIL-PRF-38535 for device classes Q, and V or MIL-PRF-38535,
appendix Afordevice class M.
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1.3 Absolute maximum ratings. 1/ 2/ 3/

SUPPIY VOItAGE FANGE (VCEC) -erenreeinreeieienieeeitieeieeeetie e stee et st e e e saeeeaee s -0.5Vvdcto +7.0 Vdc

DC inputvoltagerange (Vin)....... ..-0.5Vdcto Vcc+0.5 Vdc

DC output voltage range (VouT) -0.5Vdcto Vec+ 0.5 Vdce
DC inputclamp current (li):

VIN T =005 Ve -20 mA

AV TN Y /o To e 15 TV 2 +20 mA
DC output clamp current (lok):

VOUT T m0.5 Vo -20 mA

Voutr =Vcc + 0.5V
DC output current (lout) (per outputpin)
DC Vcc or GND current (lcc, lenp) (per pin) .. 50 mA
Storage temperature range (TSTG) .. coveeveerveereeanen .. -65°C to +150°C
Maximum power diSSipation (PD) .....ccoiiiireiiiiieiiieeiiiiee e 500 mwW
Lead temperature (soldering, 10 seconds) +300°C
Thermal resistance, junction-to-case (6;c) .. See MIL-STD-1835
JUNCHON tEMPEIAUIE (T ) «eeieeeeieeerieeaieeeiee e et e et e st e seee et e e e ae e emeeesneas +175°C

.. +20 mA
.. 250 mA

1.4 Recommended operating conditions. 2/ 3/
Supply voltage range (Vcc)

+2.0 Vdcto +6.0 V dc

Inputvoltage range (Vin) ..0.0 VtoVcc
OULPUL VOItAGE FANGE (VOUT) «enveermreerueeanieraieeaieeasteeasteeateesireesneeesseeaneeeesaeeenseeas 0.0 V to Vcc
Minimum high level inputvoltage (ViH):

Vcc=3.0V 21V

Vecc=45V ..3.15V

VEC T 5.5 Ve 385V
Maximum low level inputvoltage (Vi):

Vec=3.0V 09V

Vec =45V 135V

Vcc =55V
Case operating temperaturerange (Tc)
Minimum input edge rate (AV/At):

165V
'55°C to +125°C

(Vin from 0.3Vcce t0 0.7Vec or from 0.7Vec t0 0.3Vee) vovvvvvvvieeiviiee e 125 mV/ns
Maximum high level output current (lor):

VEC T 3.0 Ve s -12 mA

VEC T 4.5 Ve s -24 mA
Maximum low level output current (lov):

VEC T 3.0 Vet st naeenrean +12 mA

VCC T 4.5 Vet +24 mA

1/ Stresses abovethe absolute maximum rating may cause permanentdamage to thedevice, Extended operation atthe
maximum levels may degrade performance and affectreliability.

2/ Unless otherwise noted, all voltages are referenced to GND.

3/ Thelimits for the parameters specified herein shall apply over the full specified Vccrange and case temperature
range of -55°C to +125°C.
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2. APPLICABLE DOCUMENTS

2.1 Governmentspecification, standards, and handbooks. The following specification, standards, and handbooksforma part
of this drawing to the extent specified herein. Unlessotherwise specified, theissues ofthese documents are thosecited in the
solicitation or contract.

DEPARTMENT OF DEFENSE SPECIFICATION
MIL-PRF-38535 - Integrated Circuits, Manufacturing, General Specification for.
DEPARTMENT OF DEFENSE STANDARDS

MIL-STD-883 - Test Method Standard Microcircuits.
MIL-STD-1835 - Interface Standard Electronic Component Case Outlines.

DEPARTMENT OF DEFENSE HANDBOOKS

MIL-HDBK-103 - List of Standard Microcircuit Drawings.
MIL-HDBK-780 - Standard Microcircuit Drawings.

(Copies ofthese documents are available online at https://quicksearch.dla.mil/.)

2.2 Non-Governmentpublications. Thefollowing document(s) formapart of this documentto the extent specified herein.
Unless otherwise specified, the issues of these documents are those cited in the solicitation or contract.

JEDEC — SOLID STATE TECHNOLOGY ASSOCIATION (JEDEC)

JESD20 - Standard for Description of 54/74ACXXXX and 54/74ACTXXXX Advanced High-Speed
CMOS Devices.

(Copies ofthesedocuments are available online at https://www.jedec.org/.)

(Non-Governmentstandards and other publications are normally available fromthe organizations that prepare of distribute the
documents. These documents may also be availablein orthrough libraries or other informational services.)

2.3 Orderofprecedence. Inthe eventof a conflictbetween the text of this drawing and the references cited herein, the text
of this drawing takes precedence. Nothing in thisdocument, however, supersedes applicable laws and regulationsunless a
specific exemption has been obtained.

3. REQUIREMENTS

3.1 Item requirements. Theindividual itemrequirements for device classes Q and V shall bein accordance with
MIL-PRF-38535 and as specified herein or as modified in the device manufacturer's Quality Management (QM) plan. The
modificationin the QM plan shall notaffectthe form, fit, or function as described herein. Theindividual item requirements for
device class M shall be in accordance with MIL-PRF-38535, appendix Afornon-JAN class level B devices and as specified
herein.

3.2 Design, construction, and physical dimensions. The design, construction, and physicaldimensions shall be as specified
in MIL-PRF-38535 and herein for device classes Q and V or MIL-PRF-38535, appendixAand herein for device class M.

3.2.1 Case outlines. Thecaseoutlines shall bein accordancewith 1.2.4 herein.

3.2.2 Terminal connections. Theterminal connections shall be as specified on figure 1.

3.2.3 Truth table. Thetruth table shall be as specified on figure 2.
3.2.4 Logicdiagram. Thelogic diagramshall be as specified on figure 3.

3.2.5 Ground bouncewaveforms and test circuit. The ground bounce waveforms and testcircuit shall be as specified on
figure 4.

3.2.6 Switching waveforms and testcircuit. The switchingwaveforms and testcircuitshall be as specified on figure 5.

3.3 Electrical performance characteristics and postirradiation parameter limits. Unless otherwise specified herein, the
electrical performance characteristics and postirradiation parameter limits are as specified in table | and shall apply over the full
case operating temperaturerange.
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3.4 Electrical test requirements. The electrical test requirements shall be the subgroups specified in tablell. The electrical
tests for each subgroup aredefined in table I.

3.5 Marking. Thepartshall be marked with the PIN listed in 1.2 herein. In addition, the manufacturer's PIN may also be
marked. Forpackages where marking ofthe entire SMD PIN number is notfeasible due to space limitations, the manufacturer
has the option ofnotmarkingthe "5962-" on the device. For RHA productusing thisoption,the RHA designator shall stillbe
marked. Marking for deviceclasses Q and V shall be in accordance with MIL-PRF-38535. Marking for device class M shall be
in accordance with MIL-PRF-38535, appendixA.

3.5.1 Certification/compliance mark. The certification mark for device classes Q and V shall be a "QML" or "Q" as required in
MIL-PRF-38535. The compliance mark for device class Mshall be a "C" as required in MIL-PRF-38535, appendix A.

3.6 Certificate of compliance. Fordevice classes Q and V, a certificate of compliance shall be required froma
QML-38535 listed manufacturer in orderto supply to the requirements ofthis drawing (see 6.6.1 herein). Fordeviceclass M, a
certificate of compliance shall be required from a manufacturer in order to be listed as an approved source ofsupply in
MIL-HDBK-103 (see 6.6.2 herein). The certificate of compliance submitted to DLA Land and Maritime -VA prior to listingas an
approved source of supply for this drawing shall affirm that the manufacturer's product meets, for device classes Q and V, the
requirements of MIL-PRF-38535 and herein or for device class M, the requirements of MIL-PRF-38535, appendix Aand herein.

3.7 Certificate ofconformance. Acertificate of conformance as required for device classes Q and Vin MIL-PRF-38535 or for
device class M in MIL-PRF-38535, appendix Ashall be provided with each lot of microcircuitsdelivered to this drawing.

3.8 Notification of change for device class M. Fordevice class M notificationto DLA Land and Maritime -VA of change of
product(see 6.2 herein) involving devices acquired to this drawing is required for any change that affects this drawing.

3.9 Verification and review fordeviceclass M. Fordevice class M, DLA Land and Maritime, DLA Land and Maritime's agent,
and the acquiring activity retain the option to review the manufacturer's facility and applicable required documentation. Offshore
documentation shallbe made available onshore atthe option ofthe reviewer.

3.10 Microcircuitgroup assignmentfordevice class M. Device class M devices covered by this drawing shall bein
microcircuitgroup number 38 (see MIL-PRF-38535, appendix A).

STANDARD SIZE
MICROCIRCUIT DRAWING A 5962-92180
DLA LAND AND MARITIME REVISION LEVEL SHEET
COLUMBUS, OHIO 43218-3990 E 5

DSCC FORM 2234

APR
Downloaded from Arfow.com.


http://www.arrow.com

TABLE |I. Electrical performance characteristics.
Test and Symbol Test conditions 2/ Vee Group A Limits Unit
MIL-STD-883 -55°C < T¢ < +125°C Subgroups 3/
test method 1/
est metnoa 1 +3.0V < Vc_c <+55 V Min Max
unless otherwise specified
High level outputvoltage Vo Forallinputs affecting | lon=-50 pA | 3.0V 1,23 2.90 \Y
3006 outpiut under test, 15V 123 2.0
ViN = Vi O Vi 55V 1,2,3_ | 540
Forall otherinputs, — . L .
Vin = Vee or GND lon=-12mA | 3.0V 1 2.56
2,3 2.40
lon=-24 mA | 45V 1 3.86
2,3 3.70
55V 1 4.86
2,3 4.70
lon=-50 mA | 55V 1,23 3.85
4/
Low level outputvoltage VoL For all inputs affecting loL = 50 pA 30V 1,23 0.10 \Y
3007 outplut under test, 15V 123 010
ViN = Vi O Vi 55V 1,23 0.10
For all otherinputs, : L= :
Vin = Vec or GND loL=12 mA 3.0V 1 0.36
2,3 0.50
loL=24 mA 45V 1 0.36
2,3 0.50
55V 1 0.36
2,3 0.50
loL = 50 mA 55V 1,23 1.65
4/
Positive inputclamp voltage | Vic+ Forinputunder test 45V 1,2,3 5.7 \%
3022 In =18 mA
Negative inputclamp voltage | Vic- Forinputunder test 45V -1.2
3022 In =-18 mA
Inputcurrenthigh liH Forinputundertest, Vin=55V 55V 1 0.1 pA
3010 Forall otherinputs, Vin = Vcc or GND 2,3 1.0
Inputcurrentlow I Forinputundertest, Vin = 0.0 V 55V 1 -0.1 pA
3009 For all otherinputs, Vin = Vcc or GND 2,3 -1.0
Three-state outputleakage lozH OE = Vi orGND 55V 1 0.5 pA
current, high 5/ For all otherinputs, Vin = Vcc or GND 2,3 10.0
3021 Vour = 5.5 V
Three-state outputleakage lozL OE = ViHorGND 55V 1 -0.5 pA
current, low 5/ Forall otherinputs, Vin = Vcc or GND 2,3 -10.0
3020 Vour= 0.0 V
Quiescentsupply current, lcch | OE = GND 55V 1 8.0 WA
ggé%m high For all otherinputs, Vin =Vcc or GND 2,3 160
Quiescentsupply current, lccL 55V 1 8.0 A
output low
3005 2,3 160
Quiescentsupply current, lccz OE = Vee 55V 1 8.0 A
output three-state of Forall otherinputs, Vin =Vcc or GND 2,3 160
3005
See footnotes atend oftable.
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TABLE |. Electrical performance characteristics —Continued.

Test and Symbol Test conditions 2/ Vce Group A Limits Unit
MIL-STD-883 -55°C < T¢c £+125°C subgroups 3/
test method 1/ +3.0V <Vec<+55V Min | Max
unless otherwise specified
Input capacitance Cin Tc= +25°C GND 4 12 pF
3012 See 4.4.1c
Output capacitance Cout 55V 4 15 pF
3012 5/
Power dissipation Cpp 50V 4 50 pF
capacitance 6/
Low level ground bounce Vorp ViH = Vce 50V 4 1750 mV
Noise 7/ ViL=0.0V
VoLv Ta=+25°C 50V 4 -1200 | mVv
7/ See 4.4.1d
High level Vcc bounce Vonp See figure 4 50V 4 VoH mV
Noise 7/ +1000
VoHvV 50V 4 VoH mV
7/ -1800
Functional tests 8/ Forallinputs, Vin =ViH or ViL 3.0V 7,8 L H
3014 Verify output Vo 45V 7,8 L H
See 4.4.1b 55V 7,8 L H
Propagation delay time, tpLH1, CL =50 pF minimum 30V 9 15 13.0 ns
Dn to On tPHLL RL = 500Q 10, 11 1.5 16.0
3003 9/ See figure 5 45V 9 1.5 9.5 ns
10, 11 1.5 11.0
Propagation delay time, trLH2, CL =50 pF minimum 30V 9 1.5 12.5 ns
LE to On tPHL2 RL = 500Q 10, 11 1.5 15.0
3003 9 See figure 5 45V 9 1.5 9.5 ns
10, 11 1.5 11.0
Propagation delay time, tpzH, CL =50 pF minimum 30V 9 15 115 ns
output enable, OE to On tpzL RL = 500Q 10, 11 1.5 13.5
3003 9/ See figure 5 45V 9 1.5 8.5 ns
10, 11 1.5 10.0
Propagation delay time, trHzZ, CL =50 pF minimum 30V 9 15 115 ns
output disable, OE to On tpLz RL =500Q 10, 11 1.5 13.0
3003 9/ See figure 5 45V 9 1.0 9.5 ns
10, 11 1.0 105
Setup time, high or low, ts CL =50 pF minimum 30V 9, 10,11 4.0 ns
Dn to LE 10/ RL =500Q
See figure 5 45V | 9,10,11 | 4.0
Hold time, high or low, th CL=50 pF minimum 3.0V 9, 10,11 2.0 ns
Dn fromLE 10/ RL = 500Q
See figure 5 45V | 9,10,11 | 2.0
LE pulsewidth, tw CL =50 pF minimum 30V 9, 10,11 5.0 ns
High 10/ RL =500Q
See figure 5 45V 9, 10,11 5.0
See footnotes on nextsheet.
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TABLE |. Electrical performance characteristics —Continued.

1/ Fortests notlisted in the referenced MIL-STD-883, utilize the general test procedure under the conditions listed herein.

2/ Each input/output, as applicable, shall be tested at the specified temperature for the specified limits to the tests in table |
herein. Output terminals notdesignated shall be high level logic, low level logic, or open, except for all Icc tests, the output
terminals shall be open. When performing the Icc tests, the current meter shall be placed in the circuitsuch thatall current
flows through the meter. The values to be used for Vi and Vi shall be the Viy minimum and Vi maximum values listed in
section 1.4 herein.

3/ Fornegative and positive voltage and currentvalues, the sign designates the potential difference in reference to GND and
the direction of currentflow, respectively; and the absolute value of the magnitude, notthe sign, is relative to the minimum
and maximum limits, as applicable, listed herein. All devices shall meetor exceed the limits specified in table |, as
applicable,at3.0 V<Vcc<3.6 Vand45V <55 V.

4/ Transmissiondriving tests are performed atVcc = 5.5 V dc with a 2 ms duration maximum. This test may be performed
using ViNn= Vccor GND. When ViN= Vce or GND is used, the test is guaranteed for Viy = 3.85 V or 1.65 V.

5/ Three-state outputconditions are required.

6/ Power dissipation capacitance (Cpp) determines the power consumption, Pp = (Cpp + CL) (Vcc X Vec)f + (lcc X Vee),
and the currentconsumption, Is= (Cpp + C)Vccf + Icc. Forboth Pp and Is, fis the frequency ofthe inputsignal, and
CLis theexternal outputload capacitance.

7/ Thistestis for qualification only. Ground and Vcc bounce tests are performed on anon-switching (quiescent) outputand
are used to measure the magnitude ofinduced noise caused by other simultaneously switching outputs. Thetestis
performed on alow noise bench testfixture. Forthe deviceunder test, all outputs shall be loaded with 500Q of load
resistance and a minimum of 50 pF ofload capacitance (seefigure4). Only chip capacitors and resistors shall be used.
The outputload components shall belocated as close as possible to thedevice outputs. Itis suggested that, whenever
possible, this distance be keptto less than 0.25 inches. Decoupling capacitors shall be placed in parallel fromVcc to
ground. Thedevice manufacturer shall determine the values ofthese decoupling capacitors. Thelowand highlevel
ground and Vcc bouncenoiseis measured at the quiet outputusing a 1 GHz minimum bandwidth oscilloscope with a50Q
inputimpedance.

The deviceinputs shall be conditioned such thatall outputs are at a high nominal Von level. The deviceinputs shall then be
conditioned such thatthey switch simultaneously and the outputunder testremains at Von as all other outputs possible are
switched fromVonto VoL. Vonv and Vonp are then measured from the nominal Von level to the largestnegative and positive
peaks, respectively (seefigure4). Thisisthen repeated with the same outputs notunder test switching from VoL to Vor.

The deviceinputs shall be conditioned such thatall outputs areat a lownominal VoL level. The deviceinputs shall then be

conditioned such thatthey switch simultaneously and the outputunder testremains at VoL as all other outputs possible are

switched from VoL to Von. Vorp and Vorv are then measured fromthe nominal Vo level to the largest positive and negative
peaks, respectively (seefigure 4). Thisisthen repeated with the same outputs notunder test switching fromVon to VoL.

8/ Tests shall be performed in sequence, attributes data only. Functional tests shall include the truth table and other logic
patterns used for fault detection. Thetest vectors used to verify the truth table shall, at a minimum, test all functions o feach
inputand output. All possibleinputto outputlogic patterns per function shall be guaranteed, if nottested, to the truth table
in figure 2 herein. For output measurements, L <0.3Vcc and H > 0.7Vcc.

9/ AC limits at Vcc = 5.5 V are equal to the limits at Vcc = 4.5 V and guaranteed by testing atVcc = 4.5 V. AC limits at
Vce = 3.6 V are equal to the limits at Vcc = 3.0 V and guaranteed by testing atVcc = 3.0 V. Minimum propagation delay
time limits for Vcc = 5.5V and Vcc = 3.6 V shall be guaranteed to be no more than 0.5 ns less than those specified at
Vec=4.5V and Vcc = 3.0V, respecftively, in table | herein. For propagation delay tests, all paths mustbe tested.

10/ This parameter shall be guaranteed, if nottested, to the limitsin table I, herein.
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Device type 01
Case outlines R, S, and 2
Terminal number Terminal symbol
1 OE
2 DO
3 D1
4 D2
5 D3
6 D4
7 D5
8 D6
9 D7
10 GND
11 LE
12 o7
13 06
14 05
15 04
16 03
17 02
18 o1
19 00
20 Vcce
Terminal description
Terminal symbol Description
Dn(n=01to7) Data inputs
On(n=0to 7) Outputs (noninverting)
LE Latch inputinput (active high)
OE Output enable control input

(active low)

FIGURE 1. Terminal connections.
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Device type 01
Inputs Internal Outputs

OE LE Dn On on

H X X X Z

L H L H L

L H H L H

L N | H L

L 4 h L H

L L X (0]0] (0]0]

L = Lowvoltage level

H = High voltage level

X = Irrelevant

{ = High-to-low transition

| = Low voltage level meeting the setup and hold times in table |
relative to the transition of LE

h = High voltage level meeting the setup and hold times in table |
relative to the transition of LE

Z =High impedance

00 = Previous OO0 before high-to-low transition of latch enable

FIGURE 2. Truth table.

6ol 6% | 6% 697 697 60| 69| 60
OE_O( R R I I I IR
00 01 02 03 04 05 06 07
FIGURE 3. Loqgic diagram.
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.
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NOTES:

jig and probe.

3. Inputsignal to thedevice under test:
a. Vin=0.0 Vto Vcc; duty cycle=50 percent; fin> 1 MHz.

—0.5 Vg — 0.5 Vgg
0.0 Vv 0.0V
~CL RL
Vo J7
ACTIVE
OUTPUTS OUTPUT 1
VoL ouT
n OUTPUTS
~CL R
QUIET v v QL
OUTPUT oLP VoL o Vo — @ OUuTPUT 2
UNDER TEST VoLv Vouv
— © [ ]
’ ’ — ©® [ ]
— @ [ ]
— @ [ ]
;\CL RL
OUTPUT n

FIGURE 4. Ground bounce waveforms and test circuit.

1. Crincludesa47 pF chip capacitor (-0 percent, +20 percent) and at least 3 pF of equivalentcapacitance fromthetest

2. RL=450Q *1 percent, chip resistorin series with a50Q termination. For monitored outputs, the 50Q termination shall
be the 50Q2 characteristic impedance ofthe coaxial connector to the oscilloscope.

b. t, tr=3.0 ns£1.0 ns. Forinputsignal generators incapable of maintaining these values oft; and t;, the 3.0 ns limit
may be increased up to 10 ns, as needed, maintainingthe +1.0 ns tolerance and guaranteeing theresults at 3.0 ns
+1.0 ns; skew between any two switching input signals (tsk): <250 ps.

STANDARD
MICROCIRCUIT DRAWING

SIZE

5962-92180

DLA LAND AND MARITIME
COLUMBUS, OHIO 43218-3990

REVISION LEVEL
E

SHEET
11

DSCC FORM 2234

APR
Downloaded from Arfow.com.



http://www.arrow.com

cc
LATCH ENABLE
CONTROL INPUT / 0.5 Vee
0.0V
=—"tPLH
Vou
NONINVERTING 0.5V
OUTPUT cc
VoL
Vou
INVERTING \;\ 0.5 Ve
OUTPUT
4_‘ VoL
Fe— tPHL
4 Vee
DATA
INPUT >< >< 05 Ve
L 5 L 0.0 v
tg t,
Vee
LATCH ENABLE
CONTROL INPUT >< >< 0.5 Ve
| | 0.0V
r 1-'\IJ 1
Vee
DATA INPUT # \\ 0.5 Ve
0.0V
—- tPLH | —= t"PHL =
VoH
NONINVERTING
OUTPUT / \\ 0.5 vcc
VoL
-~ tpuL = = tpLH =
VoH
INVERTING
QUTPUT \\ / 0.5 Ve
VoL
FIGURE 5. Switching waveforms and test circuit.
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INPUT
0.0 V
tpzL tpLz
/ =~ Vce
0.5V
TPUT cc
OUTPU /_vo,_+0.3 v
VoL
tpzH tonz
v
\\—Vgn—OJ v
OUTPUT

= GND

OTHER INPUTS TIED TO
VCCOR GND AS REQUIRED

VIN

PULSE
GENERATOR

NOTES:
1. When measuring tpizand tpz: VTesT = 2 X Vcc.
2. When measuring tpHz, trzH, trLH, and teHL: VTeEST = Open.

[

. Rt =50Q orequivalent. R. = 500Q or equivalent.

FIGURE 5. Switching waveforms and test circuit.- Continued.

3. The tpzL and tpz reference waveform is for the output under test with internal conditions such thatthe outputis at VoL
exceptwhen disabled by the output enable control. Thetpzn and terz reference waveform is for the output under test
with internal conditions such thatthe outputis at Von exceptwhen disabled by the outputenable control.

. CL=50 pF minimum or equivalent (includes testjig and probe capacitance).

6. Inputsignalfrompulsegenerator: Vin= 0.0V to Vcc; PRR <10 MHz; t < 3.0 ns;tf <3.0 ns;tr and t; shall be measured
from 0.3Vcc to 0.7Vcc and from 0.7Vcc to 0.3Vcc, respectively; duty cycle =50 percent.

7. Timing parameters shall be tested at a minimum inputfrequency of 1 MHz.

8. The outputs are measured one at a time with one transition per measurement.
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4. VERIFICATION

4.1 Sampling and inspection. For device classes Q and V, sampling and inspection procedures shallbe in accordance with
MIL-PRF-38535 or as modified in the device manufacturer's Quality Management (QM) plan. The modificationin the QM plan
shall notaffect the form, fit, or function as described herein. For device class M, sampling andinspection procedures shall be
in accordance with MIL-PRF-38535, appendixA.

4.2 Screening. Fordeviceclasses Q and V, screening shall bein accordance with MIL-PRF-38535, and shall be conducted
on all devices prior to qualification and technology conformance inspection. For device class M, screening shall bein
accordance with method 5004 of MIL-STD-883, and shall be conducted on all devices prior to quality conformance inspection.

4.2.1 Additional criteriafor device class M.

a. Burn-intest, method 1015 of MIL-STD-883.

(1) TestconditionA, B, C, orD. Thetest circuitshall be maintained by the manufacturer under documentrevision
level control and shallbe made available to the preparing or acquiring activity uponrequest. Thetest circuitshall
specify theinputs, outputs, biases, and power dissipation, as applicable, in accordance with the intent specified
in method 1015 of MIL-STD-883.

(2) Ta=+125°C, minimum.

b. Interim and final electrical test parameters shall be as specified in table Il herein.

4.2.2 Additional criteriafordevice classes Q and V.

a. Theburn-intestduration, testconditionand testtemperature, or approved alternatives shallbe as specified in the
device manufacturer's QM plan in accordance with MIL-PRF-38535. The burn-in testcircuit shall be maintained
under documentrevisionlevel control of the device manufacturer's Technology Review Board (TRB) in accordance
with MIL-PRF-38535 and shall be made available to the acquiring or preparing activity uponrequest. Thetest circuit
shall specify theinputs, outputs, biases, and power dissipation, as applicable, in accordance with the intent specified
in method 1015 of MIL-STD-883.

b. Interim and final electrical test parameters shall be as specified in table Il herein.

c. Additional screeningfor device class Vbeyond therequirements of device class Q shall be as specified in
MIL-PRF-38535, appendix B.

4.3 Qualification inspection for device classes Q and V. Qualification inspection for device classes Q and V shall be in
accordance with MIL-PRF-38535. Inspections to be performed shall be those specified in MIL-PRF-38535 and herein for
groups A, B, C, D, and E inspections (see 4.4.1 through 4.4.4).

4.4 Conformanceinspection. Technology conformanceinspection for classes Q and V shall be in accordance with
MIL-PRF-38535 including groups A, B, C, D, and E inspectionsand as specified herein. Quality conformance inspection for
device class M shall be in accordance with MIL-PRF-38535, appendix Aand as specified herein. Inspections to be performed
for device class M shall be those specified in method 5005 of MIL-STD-883 and herein for groups A,B, C, D, and E
inspections(see4.4.1 through 4.4.4).
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4.4.1 Group Ainspection.

a. Tests shall be as specified in table Il herein.

b. Fordeviceclass M, subgroups 7 and 8 tests shall be sufficientto verify the truth table in figure 2 herein. Thetest
vectors used to verify the truth table shall, at a minimum, test all functions of each inputand output. All possible input
to outputlogic patterns per function shallbe guaranteed, if nottested, to the truth table in figure 2, herein. Fordevice
classes Q and V, subgroups 7 and 8 shall include verifying the functionality of the device.

c. Ci, CouT,and Cpp shall be measured only forinitial qualification and after process or design changes which may
affect capacitance. Civand Cout shall be measured between the designated terminal and GND at a frequency of 1
MHz. Cpp shall be tested in accordance with the latestrevision of JEDEC Standard No. 20 and table | herein. For
CiN, CouT, and Cpp, test all applicable pins on five devices with zero failures.

For Cin and Cour, a device manufacturer may qualify devices by functional groups. Aspecific functional group shall
be composed of function types, that by design, will yield the same capacitance values when tested in accordance with
table |, herein. The device manufacturer shall set a function group limit for the Cin and Cour tests. The device
manufacturer may then test onedevice function fromafunctional group to the limits and conditions specified herein.
All other device functions in that particular functional group shall be guaranteed, ifnottested, to the limits and
conditions specifiedin table |, herein. The device manufacturer shall submit to DLA Land and Maritime -VA the device
functions listed in each functional group and the testresults for each device tested.

d. Ground and Vcc bouncetests are required for all device classes. Thesetests shall be performed only for initial
qualification, after process or design changes which may affect the performance ofthe device, and any changes to the
test fixture. Vorp, Vorv, Vonpr, and Vorv shall be measured forthe worstcase outputs ofthe device. All other outputs
shall be guaranteed, if nottested, to the limits established for the worstcase outputs. The worstcase outputs tested
are to be determined by the manufacturer. Test5 devices assembled in theworstcase packagetype supplied to this
document. All other packagetypes shall be guaranteed, if nottested, to the limits established for the worstcase
package. The packagetypeto be tested shall be determined by the manufacturer. The d evice manufacturer will
submit to DLA Land and Maritime -VA data that shall include all measured peak values for each device tested and
detailed oscilloscope plots for each Vovp, Vovv, Vorp, and Vony from one sample partper function. Theplotshall
contain the waveforms of both a switching outputand the outputunder test.

Each device manufacturer shall test producton the fixtures they currently use. When a new fixtureis used, the device
manufacturer shall inform DLA Land and Maritime -VA of thischange and testthe 5 devices on both the newand old
test fixtures. The device manufacturer shall then submit to DLA Land and Maritime -VA data fromtesting on both
fixtures that shall include all measured peak values for each device tested and detailed oscilloscope plots for each
VoLp, VoLv, Vonp, and Vonv from one sample part per function. Theplotshall containthe waveforms of both a
switching outputand the outputunder test.

For Vonp, Vorv, Vorr, and Vory, a device manufacturer may qualify devices by functional groups. Aspecific functional
group shall be composed of function types, that by design, will yield the same test values when tested in accordance
with table I, herein. The device manufacturer shall set a functional group limitfor the Vonp, Vonv, Vorp, and Vory tests.
The device manufacturer may then test one device function fromafunctional group to the limits and conditions
specified herein. All other device functionsin that particular functional group shall be guaranteed, if nottested, to the
limits and conditionsspecified in table I, herein. The device manufacturer shall submitto DLA Land and Maritime -VA

the device functions listed in each functional group and the testresults, along with the oscilloscope plots, for each
devicetested.

4.4.2 Group Cinspection. Thegroup Cinspectionend-pointelectrical parameters shall be as specified in table Il herein.

4.4.2.1 Additional criteriafor device class M. Steady-state lifetest conditions, method 1005 of MIL-STD-883:

a. Testcondition A /B, C, or D. The test circuitshall be maintained by the manufacturer under documentrevision level
control and shall be made available to the preparing or acquiring activity uponrequest. Thetest circuitshall specify

the inputs, outputs, biases, and power dissipation, as applicable, in accordanc e with the intent specified in method
1005 of MIL-STD-883.

b. Ta=+125°C, minimum.

c. Testduration: 1,000 hours, exceptas permitted by method 1005 of MIL-STD-883.
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method 1005

of MIL-STD-883.

assured (see

3.5 herein).

a. End-pointelectrical parameters shall be as specified in table Il herein.

TABLE Il. Electrical test requirements.

4.4.2.2 Additional criteriafordevice classes Q and V. The steady-state life test duration, testcondition and test
temperature, orapproved alternatives shall be as specified in the device manufacturer's QM plan in accordance with
MIL-PRF-38535. The test circuitshall be maintained under documentrevision level control by the device manufacturer's TRB
in accordance with MIL-PRF-38535 and shall be made availableto the acquiring or preparing activity upon request. The test
circuitshall specify theinputs, outputs, biases, and power dissipation, as applicable, in accordance with the intent specified in

4.4.3 Group D inspection. Thegroup Dinspection end-point electrical parameters shall be as specified in table Il herein.

4.4.4 Group E inspection. Group Einspectionis required only for parts intended to be marked as radiation hardness

b. Fordeviceclasses Q and V, the devices or testvehicle shall be subjected to radiation hardness assured tests as
specified in MIL-PRF-38535 forthe RHA level being tested. Fordevice class M, the devices shall be subjected to
radiation hardness assured tests as specified in MIL-PRF-38535, appendix Aforthe RHA level being tested. All
device classes must meet the postirradiation end -point electrical parameter limits as defined in table | at
Ta = +25°C £5°C, after exposure, to the subgroups specifiedin table Il herein.

Test requirements Subgroups Subgroups
(in accordance with (in accordance with
MIL-STD-883, MIL-PRF-38535, table IlI)
method 5005, table I)
Device Device Device
classM classQ classV
Interim electrical --- 1 1
parameters (see 4.2)
Final electrical 1/ 1,2,3,7, 1/ 1,2,3,7, 2/1,2, 3,7,
parameters (see 4.2) 8,9 8, 9,10, 11 8,9 10, 11
Group A test 1,23, 4,7, 1,2,3,4,7, 1,2,34,7,
requirements (see 4.4) 8, 9,10, 11 8, 9,10, 11 8,9, 10, 11
Group C end-pointelectrical 1,23 1,2,3,7,8 1,2,3,78
parameters (see 4.4)
Group D end-pointelectrical 1,2,3 1,2,3,7,8 1,2,3,7,8
parameters (see 4.4)
Group E end-pointelectrical 1, 7,9 1, 7,9 1,7,9
parameters (see 4.4)

1/ PDA appliesto subgroup 1.

2/ PDA appliesto subgroupsland 7.

4.5 Methods ofinspection. Methods ofinspectionshall be specified as follows:

45.1 Voltage and current. Unless otherwise specified, all voltages given are referenced to the microcircuit GND terminal.
Currents given are conventional currentand positive when flowinginto the referenced terminal.
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5. PACKAGING

5.1 Packaging requirements. Therequirements for packaging shall bein accordance with MIL-PRF-38535 for device classes
Q and V or MIL-PRF-38535, appendix Afordeviceclass M.

6. NOTES

6.1 Intended use. Microcircuits conforming to this drawing are intended for use for Government microcircuitapplications
(original equipment), design applications, and logistics purposes.

6.1.1 Replaceability. Microcircuits covered by this drawing willreplace the same generic device covered by a
contractor- prepared specification or drawing.

6.1.2 Substitutability. Device class Q devices will replace device class Mdevices.

6.2 Configuration controlof SMD's. All proposed changes to existing SMD's will be coordinated with the users ofrecord for
the individual documents. This coordinationwill be accomplished using DD Form 1692, Engineering Change Proposal.

6.3 Record ofusers. Military and industrial users shouldinform DLA Land and Maritime DLA Land and Maritime when a
system application requires configuration control and which SMD's are applicable to thatsystem. DLA Land and Maritime will
maintain a record ofusers and this listwill be used for coordination and distribution o fchanges to the drawings. Users of
drawings covering microelectronic devices (FSC 5962) should contact DLA Land and Maritime -VA, telephone (614) 692-8108.

6.4 Comments. Comments on this drawing should be directed to DLA Land and Maritime -VA, Columbus, Ohio 43218-3990,
ortelephone (614) 692-0591.

6.5 Abbreviations, symbols, and definitions. The abbreviations, symbols, and definitions used herein aredefined in
MIL-PRF-38535 and MIL-HDBK-1331.

6.6 Sources of supply.

6.6.1 Sources ofsupplyfordeviceclasses Q and V. Sources of supply for device classes Q and Vare listed in MIL-HDBK-
103 and QML-38535. The vendors listedin MIL-HDBK-103 and QML-38535 have submitted a certificate of compliance (see 3.6
herein) to DLA Land and Maritime -VA and have agreed to this drawing.

6.6.2 Approved sources of supply for device class M. Approved sources of supply for class Mare listed in MIL-HDBK-103.
The vendors listed in MIL-HDBK-103 have agreed to this drawing and a certificate of compliance (see 3.6 herein) has been
submitted to and accepted by DLA Land and Maritime -VA.
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STANDARD MICROCIRCUIT DRAWING BULLETIN
DATE: 22-01-12

Approved sources of supply for SMD 5962-92180 are listed below forimmediate acquisitioninformationonly and
shall be added to MIL-HDBK-103 and QML-38535 during the nextrevision. MIL-HDBK-103 and QML-38535 will be
revised to include the additionor deletion of sources. Thevendors listed below have agreed to this drawing and a
certificate of compliance has been submitted to and accepted by DLA Land and Maritime -VA. Thisinformation
bulletin is superseded by the nextdated revision of MIL-HDBK-103 and QML-38535. DLA Land and Maritime
maintains an online database of all current sources of supply at https://landandmaritimeap ps.dla.mil/programs/smctr/.

Standard Vendor Vendor
microcircuitdrawing CAGE similar
PIN 1/ number PIN 2/
0C7v7 54ACQ573DMQB
5962-9218001MRA
3/ 54ACQ573DMQB
0C7v7 54ACQ573FMQB
5962-9218001MSA
3/ 54ACQ573FMQB
0C7v7 54ACQ573LMQB
5962-9218001M2A
3/ 54ACQ573LMQB
5962-9218001MRA 3V146 54ACQ573/QRA
5962-9218001MSA 3V146 54ACQ573/QSA
5962-9218001M2A 3V146 54ACQ573/Q2A

1/ The lead finish shown for each PIN representing
a hermetic packageis the most readily available
from the manufacturer listed forthatpart. If the
desired lead finish is notlisted, contactthe vendor
to determineits availability.

2/ Caution. Do notuse this number foritem
acquisition. Items acquired to this number may not
satisfy the performance requirements of this drawing.

3/ Notavailable froman approved source of supply.

Vendor CAGE Vendor name
number and address
0C7v7 Teledynee2v, Inc.

765 Sycamore Drive
Milpitas, CA 95035

3V146 Rochester Electronics Inc.
16 Malcolm Hoyt Drive
Newburyport, MA 01950

The information contained herein is disseminated for convenience only andthe
Governmentassumes no liability whatsoever for any inaccuracies inthe
information bulletin.
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