GOFORD

GC20NG65F

N-Channel Enhancement Mode Power MOSFET

Description

The GC20N65F uses advanced super junction technology
and design to provide excellent Ros(on), low gate charge
and operation. This device is suitable for industry's AC-DC
SMPS requirement for PFC, AC/DC power conversion, and

industrial power application.

General Features

® Power switch
® DC/DC converters

® Vg 650V

® |, (at Vgg=10V) 20A

[ RDS(ON) (at VGS = 10V) < 190mQ

® 100% Avalanche Tested

® RoHS Compliant

® Epoxy Meets UL 94 V-0 Flammability Rating
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Schematic diagram

TO-220F

Ordering Information

Device Package Marking Packaging

GC20N65F TO-220F GC20N65 50pcs/Tube

Absolute Maximum Ratings T = 25°C, unless otherwise noted

Parameter Symbol Value Unit

Drain-Source Voltage Vps 650 \%
T =25°C 20

Continuous Drain Current ) A
T =100°C 13

Pulsed Drain Current (note1) lom 60 A

Gate-Source Voltage Vgs +30 \Y,

Power Dissipation Po 40 W

Single pulse avalanche energy (note2) Ens 484 mJ

Operating Junction and Storage Temperature Range Ty, Teyg -55 To 150 °C

Thermal Resistance

Parameter Symbol Value Unit

Thermal Resistance, Junction-to-Ambient Ripsa 65 °C/W

Thermal Resistance, Junction-to-Case Rinsc 3.1 °C/W
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GOFORD GC20N65F

Specifications T, = 25°C, unless otherwise noted

Value
Parameter Symbol Test Conditions Unit
Min. Typ. Max.

Static Parameters

Drain-Source Breakdown Voltage V(er)DSs Vgs = 0V, Ip = 250pA 650 -- -- \%
Zero Gate Voltage Drain Current Ibss Vpg = 650V, Vgg = OV -- -- 1 HA
Gate-Source Leakage lgss Vgs = 30V - - +100 nA
Gate-Source Threshold Voltage Vas(th) Vps = Vs, Ip = 250uA 2.0 3.5 4.0 \%
Drain-Source On-Resistance Roson) Vgs = 10V, Ip = 10A - 148 190 mQ
Forward Transconductance OFs Vgs =5V, Ip = 10A - 16 -- S

Dynamic Parameters

Input Capacitance Ciss -- 1600 --
Vgs =0V,
Output Capacitance Coss Vps =400V, - 40 - pF
f=1.0MHz
Reverse Transfer Capacitance Crss - 4 -
Total Gate Charge Qq - 39 -
Vpp = 400V,
Gate-Source Charge Qgs Ip = 10A, -- 9 - nC
VGS =10V
Gate-Drain Charge Qgq - 16 -
Turn-on Delay Time taon) - 77 -
Turn-on Rise Time t Vpp = 400V, - 36 -
Ip = 10A, ns
Turn-off Delay Time taom Rg =25Q - 120 --
Turn-off Fall Time te - 63 -
Drain-Source Body Diode Characteristics
Continuous Body Diode Current Is Tc=25°C -- -- 20 A
Body Diode Voltage Vsp T, =25°C, Igp = 10A, Vgs = OV - -- 1.2 V
Reverse Recovery Charge Qrr - 7.5 - uC

Ir=10A, Vgs= 0V

Reverse Recovery Time Tor difdt=100Alus -- 375 - ns

Notes
1. Repetitive Rating: Pulse width limited by maximum junction temperature
2. EAS condition : Tj=25°C ,VDD=50V,VGS=10V,L=10mH,Rg=25Q
The table shows the minimum avalanche energy, which is 840mJ when the device is tested until failure

3. Identical low side and high side switch with identical Rg
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GOFORD GC20N65F

Gate Charge Test Circuit
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GOFORD GC20N65F

Typical Characteristics T, = 25°C, unless otherwise noted

Figure 1. Output Characteristics Figure 2. Transfer Characteristics
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Figure 3. Drain Source On Resistance Figure 4. Gate Charge
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Figure 5. Capacitance Figure 6. Source-Drain Diode Forward
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Typical Characteristics T, = 25°C, unless otherwise noted

Figure 7. Drain-Source On-Resistance

Figure 8. Safe Operation Area
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Figure 9. Maximum Continuous Drain Current
vs Case Temperature
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Figure 10. Normalized Maximum
Transient Thermal Impedance
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TO-220F Package Information
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0P VIEW SIDE VIEW(RIght) BOTTOM VIEW
[ L MBOe | MIN. [ NDM. | MAX,
{ \ A 4600 | 4700 | 4.800
SIDE VIEW(Front) Al £.600 £700 €800
A2 2660 | 2.760 | 2.860
o 0.740 | 0.840 | 0.940
ol 0.700 | 0.800 | 0.900
02 1140 | 1240 | 1.340
b3 1100 | 1200 | 1.300
c 0.440 | 0540 | 0.640
cl 0.400 | 0.500 | 0.600
D 9,090 | 9190 | 9.290
D1 15.770 | 15.870 | 15.970
10.060 | 10160 | 10.260
e 2.540 BSC,
H 28.800 | 29.000 | 29.200
L 12,930 | 13130 | 13.330
L1 3.400 | 3600 | 3.800
oP 3080 | 3180 | 3.280
Q 3150 | 3350 | 3.550
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