PCI EXPRESS® CARD SOCKETS

For complete specifications and recommended PCB layouts see www.samtec.com?PCIE

Specs from June 23, 2020

PCI Express® Card Sockets

PCIE–064–02–F–D–RA

Polarized

PCIE–098–02–F–D–EMS2

Four rows on 2 mm pitch

Alignment pins

Accepts 1.60 mm (.062") card

Supports one, four, eight and sixteen PCI Express® links

Choice of card-edge mount or PCB mount

Due to technical progress, all designs, specifications and components are subject to change without notice.

All parts within this catalog are built to Samtec’s specifications. For complete specifications and recommended PCB layouts see www.samtec.com?PCIE

For complete scope of recognitions see www.samtec.com/quality

Due to technical progress, all designs, specifications and components are subject to change without notice.

For complete specifications and recommended PCB layouts see www.samtec.com?PCIE

For complete specifications and recommended PCB layouts see www.samtec.com?PCIE

For complete specifications and recommended PCB layouts see www.samtec.com?PCIE

Note: While optimized for 50 Ω applications, this connector with alternative signal/ground patterns may also perform well in certain 75 Ω applications.

Note: Some lengths, styles and options are non-standard, non-returnable.

Specifications

Card Mates: (1.60 mm) .062" card

Cable Mates: PCIEC

Note:

For complete specifications and recommended PCB layouts see www.samtec.com?PCIE

PCIE-SIG®, PCI Express® and the PCI Express® design marks are registered trademarks and/or service marks of PCI-SIG.

FTP Tài liệu: F-219

Downloaded from Arrow.com.