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Number of confacts Standard 3 Ly 5 5 6 7 7 8 P T T (07-b) C091 31107 100 2 U {CO9T 317107 200 2
Confact arrangement IEC 61076-2-106 03-a [ 04-a | 05-a | 05-b | 06-a | 07-a | 07-b | 08-a | 12-a | 14-a | 14-b | 19-a a
Confact arrangement IFC 60130-9" yes no yes no yes no
2 300 V 300 V|100 V 300 V 100 V 150 V 60 V ]
gl Rated voltage HLoueen 0o V)3 wifze vil 63 ) (32 V) 32 V) 32 ) (07-a) CO91 31007 100 2 UJL091 31007 200 7
Rafted voltage uL 1977 250V 60V
Rafed impulse 1500 V 1200V 1500 Vv 1200 V
withstand voltage? FL 60664 (1500 V) 800 vi| (1500 V) (800 V| 6 F091 317006 100 2 Ulco91 3100 200 o
Pollution degree” IEC 6066L4-1 1 (37 (06-a)
Installation cafegory IEC 60664-1 \
Insulation group IEC 60664-1 Il 400 < CTI < 600 C
Currenf rating EC 6051252 10A/+40°C A+ L0°C 3A/+4L0°C (05-b) CO91 317105 100 2 U|L091 317105 200 2
uL 1977
Insulation resistance IEC 60512-3-1 >10" Ohm"
I Confact resistance [EC 60512-72-1 <5mOhm 5
Climatic categary IEC 60668-1 LO /100 | 56 (05-a) CO9T 31F005 100 2 U|C0O9T 31F005 200 2
Temperatur range IEC 60668-1 -40°C +100°C | -L40°F +212°F
Salt spray resistance DN \E#[egé#OOKff—Q—ﬂ, 7200 L
IP degree TEC 60529 IP 69K / IP 67 / IP 65 (in mated condifion) (0L-a) B R L
W“T”hgde[g@og{ ?Qie EC 60512-13-2 | 25N | 30N | 35N | 35N | SON | 55N | 55N | 60N | 50N | SON | SON | 60N | 3
mechanical operation IEC 60512-9-1 Silver >500 mafing cycles / Gold >1000 mating cycles (03-a) CO91 317003 100 2 UJC091 317003 200 2
housing material brass and / or zinc die cast, nickel plated (03] 7
= 2 | dielectric material rhermoplasfic (p\ﬂ M}) 091 31007 100 2 U|C091 31F002 200 2
§ S sealing material Chloraprene Numb p tact
54\355 umber of contacts
E§RZ% contacts silver or gold plated Confact arrangement (Contact arrangement Part number—Ag Part number-Au
CEES termination technique solder View on mating side acc. IEC 61076-2-106)
<3 Tg wire gauge <0,5mm? /20 AWG <0,35mm? / 22 AWG
£ Cs Gewicht lerrechnet) | Calc WT - Zul. Abw.] Jolerances : MaOstab | Seale - 11 A3 =1&
TE2Es flomability T UL ok VO C_ D Prifmal [ Jestdmension -
i?ﬁéé locking system - mefal screw coupling. fightening torque 0,7 - 15 Nm Telleindex | Partindexpumber: 150 2768-c on /150 LN
SEECE 0 DIN_EN 61076-2-106 Ping. TanTenne e Bagatelle change, e CUSTOMER DRAWING S
ST T E| | Edition 2000-05 o~
§E§§ S * values In brackefs are according fo DIN EN 61076-2-106 [Djez' g/\OEXSREEZO <
s2 QCEE ? designed acc pollution degree 2, can be used under pollution degree 3 when the rules of IEC 60644-1 are fulfilled rawn Fema[e Cable CODDECTOF r/u o
EE;E&“F  under operafing conditions >10° Ohm Status|Released 2
§:§§(E AlDo not connect or disconnect under load Mefal housing parfs shall be securely incoporated fo proftected ground Gepr. 07.09.2073 fO/" (ab[e d/'amefE/‘ 4_6/77/77 —
mé N é Remark for gold plafed contacts Checkedl MCARLE H=
E;%&g In order fo avoid britfle inter-mefallic connections, gold plated ferminals have fo be fin-plated in fthe solder area
©S= §§ All technical data have been measured in a laborafory environment and can be different during prafical usage of fhe product. Any product 03 202300020 07.09.2023MKELB Ampheno| Tuche' Blatt/ Sheef pay
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