REVISIONS

REV ECO DESCRIPTION DATE BY APPR
A3 - RELEASE NEW DWG FORMAT 21/0CT/13 DRP -
A4 C1070S UPDATE DRAWING 28/JUN/19 JOE | TOMMY

~=6.35 TYP 12.7 225 CARRIER STRIP ID: 0.5-1.0
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NOTES: UNLESS OTHERWISE SPECIFIED
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1. MATERIAL: COPPER ALLOY i{% section A-A section B-B
/2\PLATING: SEE PART NUMBER CHART : SS= SCALE-21 SCALE-21
*FOR GOLD PLATED CONTACTS: SELECTIVE GOLD
FLASH IN CONTACT ZONE OR ENTIRE CONTACT.
3. CONTACT SIZE: 16 SEE PART NUMBER CHART \ REF: 1062-16.0622, 1062-16.0644
PART NUMBER CHART PART NUMBER | DESCRIPTION [ mem
4. SPECIFICATIONS: QUANTITY MATERIALS LIST
4.1 CURRENT RATING: 13 AMPS PLATING | PART NUMBERS UNLESS STHERWRE SPESFIED | mromemromes | are
4.2 CONTACT MILLIVOLT DROP: 100 MILLIVOLT o o Ampophenol
DROP @ 13 AMP TEST CURRENT. T v WESONG | ZBUNT9
4.3 RoHS COMPLIANT NICKEL AT62-16-0622 3oiBEcous | oessit SRS opgN | ZBUUNTG Sino Systems - www amphenol-sine.com
3) Note reference = ENGINEER 44724 Morley Drive
5. RECOMMENDED WIRE RANGE: 18 - 20 AWG GOLD AT62-16-0644 I T e N Clinton Township, M1 48036
usToNER CONTAGT, SOCKET, STAMPED,
6. PACKAGE: 4000 PCS/REEL THIS DRAWING 1S SUPPLEED FOR SIZE 16, 18-20 AWG, A SERIES
PROGESS SPECIFICATIONS SPECICATONS AND FEREORMANCE DATA S8 TFPE—ToWS WO Revsion
7. AVAILABLE APPLICATORS: MFX-3950-K OR MFX-3950-G AL
pramme e B 1C-| AT62-16-00XX  |A4
8. ALL DIMENSIONS ARE FOR REFERENCE USE ONLY e O ONE o 1 o 1
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