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PLATING BLEED HOLE AT MANUFACTURERS OPTION - )
(PERIPHERAL LOCATION OPTIONAL) -220 MIN
5. SUGGESTED CRIMP TOOL: PICO MODEL NO. 400,
DIE ASSEMBLY 414DA12N, LOCATOR 4301-12.
4. USABLE WIRE RANGE: 12-14 AWG, .102 MAX.
CONDUCTOR DIA. RECOMMENDED STRIP SIGNATURE & DATE cP CObE
LENGTH .253 #.031. =
N or |- 12/ CONTACT PIN The Deutsch Company
CONCENTRICITY: .010 T.I.R. L= ) ELECTRONIC COMPONENTS DIVISION

CHK &M% SIZE |2 8 Municipel Airport

2. CONNECTOR APPLICATION: THESE CONTACTS ARE UsED ‘ Banwing, Californic
ON HD SERIES CONNECTORS. Pe [laan tr-iu-)y FOR HD CONNECTOR

NOTE: 1. MATERIAL: COPPER ALLOY, PLATED .000050 MIN. NICKEL PER QQ-N-290.

0460-204-12141

o

APPD

i)
~nE
me

CODE

ENVELOPE 11139 |[SMEET [ oOF |

SCALE — wT

Arrow.com.


http://www.arrow.com

