
ELECTRICAL CHARACTERISTICS

RATED VOLTAGE:

PERMISSIBLE DC VOLTAGE:

DISSIPATION FACTOR:

MAXIMUM PULSE RISE TIME:
TEST VOLTAGE:

INSULATION RESISTANCE: 15000 MEGOHM MINIMUM VALUE

5000 Vdc / 1 SEC.

BETWEEN TERMINATIONS
du/dt 200V / uSEC

< 1% MEASURED AT 1 KHZ

1000 Vdc

250 VAC, 50/60 Hz

.701- .016
+.008

17.8 -0.4
+0.2

.591±.016
15.0±0.4

.248- .016
+.008

6.3 -0.4
+0.2

.484- .016
+.008

12.3 -0.4
+0.2

.236- .039
+.000

6.0 -1.0
0.0

.032
0.8

NOTES:
   1. DIELECTRIC MATERIAL: POLYESTER-FILM (MKT)
   2. COATING: PLASTIC CASE, EPOXY RESIN SEALED, FLAME RETARDANT.
   3. TEMPERATURE RATING: -40 TO +100 C
   4. APPROVALS INCLUDE VDE,SEV,DEMKO,SEMKO,NEMKO,
      SETI, UL,IMQ,OVE AND CSA.
   5. RoHS COMPLIANT, LEAD FREE PER CST-0001 LATEST REVISION
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UNLESS OTHERWISE SPECIFIED
DIMENSIONS ARE INCH [MM]
TOLERANCES ARE:  
          DECIMALS               ANGLES
X.XX [X.X] = ±0.01 [0.25]        ±1°
X.XXX [X.XX] = ±0.005 [0.127]
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