ST-8A Hinge

Position control - Constant torque

“

- e Holds in every position Type A Type B 15 9.1(.36)
e No adjustment required 14.5 (57) (18> (=
e Long cycle life — . ]
_GI.)_ T /\
Material and Finish NN ! 185 | - 4
. _ AN ~®- (73) [ 7_%'& N>
Zinc alloy, black paint AN 51 -7 AN
....................................................... \ . — 213 /N>
Performance Details ' N
| | ] M3
Cycle performance | L - [ j(optional)
20,000 cycles within =20% of Ll : | ]
. P | I —H- [ |
static torque specification -6[9- 1T LU
............... LJ T J |- 46 (1)
Installation Notes —  33.6(1.32)— — =935
Thread Stud install with M3 nuts Thread Stud Version Shown
(not supplied)
Thru hole install with M3 (No. 4)
screws (not supplied) #3.540.1
..................... (14i004)
To ensure proper function, assembly ,%
] o _ ¢ -
must include a minimum of one 100.2 2
Type A and one Type B hinge \\\\ (:392.008) &~ —0- %\ O
....................................................... L 24+0.2 |
\>, (.94=.008) 12(47) </ 2
[ 10+0.2 — | =
I (.39+.008) = T
! Co /=
17.1+0.1 (.67+.004)
Part Number Symmetric Torque Version
S ] Part Number
Static Torque (forward and reverse)
M3 Thread Stud Thru Hole Nem (ineIbf)
Type A Type B Type A Type B
ST-8A1-40SA-50 | ST-8A1-40SB-50 ST-8A-40SA-50 ST-8A-40SB-50 0.45 (4)
ST-8A1-60SA-50 ST-8A1-60SB-50 ST-8A-60SA-50 ST-8A-60SB-50 0.68 (6)
ST-8A1-80SA-50 ST-8A1-80SB-50 ST-8A-80SA-50 ST-8A-80SB-50 0.9 (8)
Asymmetric Torque Version
Part Number
Forward Torque Reverse Torque
M3 Thread Stud Thru Hole Nem (in-Ibf) N-m (in-Ibf)
Type A Type B Type A Type B
ST-8A1-40FA-50 ST-8A1-40FB-50 ST-8A-40FA-50 ST-8A-40FB-50 0.45 (4) 0.27 (2.4)
ST-8A1-60FA-50 ST-8A1-60FB-50 ST-8A-60FA-50 ST-8A-60FB-50 0.68 (6) 0.41 (3.6)
ST-8A1-80FA-50 ST-8A1-80FB-50 ST-8A-80FA-50 ST-8A-80FB-50 0.90 (8) 0.54 (4.8)
ST-8A1-100FA-50 | ST-8A1-100FB-50 ST-8A-100FA-50 ST-8A-100FB-50 1.13(10) 0.68 (6)
ST-8A1-40RA-50 | ST-8A1-40RB-50 | ST-8A-40RA-50 ST-8A-40RB-50 0.27 (2.4) 0.45 (4)
ST-8A1-60RA-50 ST-8A1-60RB-50 ST-8A-60RA-50 ST-8A-60RB-50 0.41 (3.6) 0.68 (6)
ST-8A1-80RA-50 ST-8A1-80RB-50 ST-8A-80RA-50 ST-8A-80RB-50 0.54 (4.8) 0.9 (8)
ST-8A1-100RA-50 | ST-8A1-100RB-50 ST-8A-100RA-50 ST-8A-100RB-50 0.68 (6) 1.13 (10)
thco
www.southco.com/ST1 Dimensions in millimeters (inch) unless otherwise stated SOU CO
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ST-11A Hinge

Position control - Constant torque

Type A Type B e Holds in every position
259 . 156 (61) e No adjustment required
U . (1.02)_’! oL~ e Long cycle life
—@)— —H—
¢ N ' ' T / 7 Material and Finish
NN —é)— _r,‘lc-_ (59) 7 >
N | T /:f\r\ D Zinc alloy, black paint
N\ |— 76.6 316 — A - ......................
A\ (3.02) (1.24) o 7 Performance Details
I A S IVATE 1 | == optionan Cycle performan.ce.
| : : : (129) 20,000 cycles within +20% of
ILI ~O- -®- - ___LI | static torque specification
LJ ~ ' Y
ZETT T :61;234()45) Installation Notes
Thru Hole Version Shown Thread Stud Version Shown Thread stud install with M5 nuts

(not supplied)

Thru hole install with M5 (No. 10)
screws (not supplied)

0 5.4+0.1
 (21+.008)
1

To ensure proper function, assembly

(5915385) must include a minimum of one
O 59+ g
N 316202 15.8:0.2 ] e i e S ngs
\Q (1.24.008) (.62=.008) Q/ o
h ' cCdlE
I _ 1
Uy C =
25.9+0.1
Symmetric Torque Version Part Number
Part Number | SEIDIE e
M5 Thread Stud Thru Hole Static Torqu;.(;]o:iwn?lrbdﬂand reverse)
Type A Type B Type A Type B

ST-11A1-140SA-50 | ST-11A1-140SB-50 | ST-11A-140SA-50 | ST-11A-140SB-50 1.58 (14)

ST-11A1-200SA-50 | ST-11A1-200SB-50 | ST-11A-200SA-50 | ST-11A-200SB-50 2.26 (20)

ST-11A1-260SA-50 | ST-11A1-260SB-50 | ST-11A-260SA-50 | ST-11A-260SB-50 2.94 (26)

Asymmetric Torque Version
Part Number
Forward Torque Reverse Torque
M5 Thread Stud Thru Hole Nemn (ineIbf) N-m (in-Ibf)
Type A Type B Type A Type B

ST-11A1-140FA-50 | ST-11A1-140FB-50 | ST-11A-140FA-50 | ST-11A-140FB-50 1.58 (14) 0.95 (8.4)

ST-11A1-200FA-50 | ST-11A1-200FB-50 | ST-11A-200FA-50 | ST-11A-200FB-50 2.26 (20) 1.36 (12)

ST-11A1-260FA-50 | ST-11A1-260FB-50 [ ST-11A-260FA-50 | ST-11A-260FB-50 2.94 (26) 1.76 (15.6)

ST-11A1-320FA-50 | ST-11A1-320FB-50 | ST-11A-320FA-50 | ST-11A-320FB-50 3.62 (32) 2.17(19.2)

ST-11A1-140RA-50 | ST-11A1-140RB-50 | ST-11A-140RA-50 | ST-11A-140RB-50 0.95 (8.4) 1.58 (14)

ST-11A1-200RA-50 | ST-11A1-200RB-50 | ST-11A-200RA-50 | ST-11A-200RB-50 1.36 (12) 2.26 (20)

ST-11A1-260RA-50 | ST-11A1-260RB-50 | ST-11A-260RA-50 | ST-11A-260RB-50 1.76 (15.6) 2.94 (26)

ST-11A1-320RA-50 | ST-11A1-320RB-50 | ST-11A-320RA-50 | ST-11A-320RB-50 2.17(19.2) 3.62 (32)

thco

SOU CO Dimensions in millimeters (inch) unless otherwise stated www.southco.com/ST1
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ST-7A2 Hinge

Position control - Constant torque

e Smooth, zero backlash Type A - Low Profile Adapter Type B
operation (Handed with Type B)

e Space efficient design
provides high torque in
minimum space

e Constant torque, never

needs adjusting

Material and Finish 5

aterial and Finis ¢
Zinc alloy and steel, natural N /////’ Ol \aximum 70 3'053((' 1122)) N _g(_s_&a) AN /7 T
Porformance Detals N el e Bt Sl

. h A\ i § 8(31) 7L 125)

Maximum static radial load: l I . '8(—31;—(' ©) 2T
Type A/B: 400 N (90 Ibf) — F-—-F (59)
Type T/W: xxx N (xxx Ibf) Counterbore both sides —/:4 9 1< _.I 7 | T
Masimim stai ol oad: BICHELENNED (2
Type A/B: 300 N (67 Ibf) C
Type T/W: xxx N (xxx Ibf)
Cycle performance:
50,000 cycles within £20% of
static torque specification
Installation Notes
1. Install hinge using No. 4 or

M3 socket head cap screw.
2. For proper function, assembly B

must include a pair of hinges, 322 }— +

mounted in opposing orientations. 07~ I N i 1
....................................................... O) & = Torque varant

¥ markin
Part Number — © :
See table on page 365 728 -— . 183D
B)E

(127 (g 16 ﬂ L .
(63) 110RW <—— Torque variant
f NAESY.  marking

-1135(45)
7(.28) —l———l c.

®
www.southco.com/ST Dimensions in millimeters (inch) unless otherwise stated SouthCO

Downloaded from AFrow.com.
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ST-7A2 Hinge

Position control - Constant torque

<@ Ml

4 x

73.1£0.1

A

Radial

e

| 9+0.1

(.122+.004)

I (.354+.004)

@__J

/—Hinge centerline 16 (63)
8+0.1
(.315+.004)
—»i 9:0.1 L g
(.354.004), +0.1(+.004)
Low Profile Adapter Heavy Duty Adapter Offset Adapter Static Torque
Type A Type B Type T Type W Nm (in.Ibf)
Mount No. 4 No. 4 No. 4 M3 M3 or No. 4 Forward Reverse
Hardware
ST-7A2-30SA-33 | ST-7A2-30SB-33 | ST-7A2-30ST-33 | ST-7A3-30ST-33 | ST-7A3-30SW-33 0.34 (3)
ST-7A2-45SA-33 | ST-7A2-45SB-33 | ST-7A2-45ST-33 | ST-7A3-45ST-33 | ST-7A3-45SW-33 0.51 (4.5)
sVT':‘J'r‘LZ‘:"’ ST-7A2-608A-33 | ST-TA2-60SB-33 | ST-7A2-60ST-33 | ST-TA3-60ST-33 | ST-7A3-60SW-33 0.68 (6)
- - ST-7A2-75ST-33 | ST-7A3-75ST-33 | ST-7A3-75SW-33 0.85(7.5)
- - ST-7A2-90ST-33 | ST-7A3-90ST-33 | ST-7A3-90SW-33 1.0(9)
ST-7A2-30FA-33 | ST-7A2-30FB-33 | ST-7A2-30FT-33 | ST-7A3-30FT-33 | ST-7A3-30FW-33 | 0.34(3) | 0.29(2.6)
ST-7A2-40FA-33 | ST-7A2-40FB-33 | ST-7A2-40FT-33 | ST-7A3-40FT-33 | ST-7A3-40FW-33 | 0.45(4) | 0.36(3.2)
ST-7A2-50FA-33 | ST-7A2-50FB-33 | ST-7A2-50FT-33 | ST-7A3-50FT-33 | ST-7A3-50FW-33 | 0.56 (5) 0.45 (4)
ST-7A2-60FA-33 | ST-7A2-60FB-33 | ST-7A2-60FT-33 | ST-7A3-60FT-33 | ST-7A3-60FW-33 | 0.68 (6) | 0.52 (4.6)
- - ST-7A2-70FT-33 | ST-7A3-70FT-33 | ST-7A3-70FW-33 | 0.79(7) | 0.6(5.2)
Asymmetric - - ST-TA2-90FT-33 | ST-7A3-90FT-33 | ST-7A3-90FW-33 | 1.02(9) | 0.75 (6.6)
Torque ST-7A2-30RA-33 | ST-7A2-30RB-33 | ST-7A2-30RT-33 | ST-7A3-30RT-33 | ST-7A3-30RW-33 | 0.29 (2.6) | 0.34 (3)
ST-7A2-40RA-33 | ST-7A2-40RB-33 | ST-7A2-40RT-33 | ST-7A3-40RT-33 | ST-7A3-40RW-33 | 0.36 (3.2) | 0.45(4)
ST-7A2-50RA-33 | ST-7A2-50RB-33 | ST-7A2-50RT-33 | ST-7A3-50RT-33 | ST-7A3-50RW-33 | 0.45 (4) 0.56 (5)
ST-7A2-60RA-33 | ST-7A2-60RB-33 | ST-7A2-60RT-33 | ST-7A3-60RT-33 | ST-7A3-60RW-33 | 0.52 (4.6) | 0.68 (6)
- - ST-7A2-70RT-33 | ST-7A3-70RT-33 | ST-7A3-70RW-33 | 0.6 (5.2) | 0.79(7)
- - ST-7A2-90RT-33 | ST-7A3-90RT-33 | ST-7A3-90RW-33 | 0.75(6.6) | 1.02(9)
15 (.59) 15 (.59) 16.3 (.64) 16.3 (.64)
Dimension [ 7.8 (.31) 7.8 (.31) 11.35 (.45)
C 25.2(.99) 24.7(.97) 26 (1.02) 28.7 (1.57)
SOUthCO® Dimensions in millimeters (inch) unless otherwise stated

Downloaded from AFFOW.COmM.

e Smooth, zero hacklash
operation

e Space efficient design
provides high torque in
minimum space

e Constant torque, never
needs adjusting

Material and Finish
Zinc alloy and steel, natural

Performance Details

Maximum static radial load:
Type A/B: 400 N (90 Ibf)
Type T/W: xxx N (xxx [bf)

Maximum static axial load:
Type A/B: 300 N (67 Ibf)
Type T/W: xxx N (xxx Ibf)

Cycle performance:
50,000 cycles within £20% of
static torque specification

Installation Notes

1. Install hinge using No. 4 or
M3 socket head cap screw.

2. For proper function, assembly
must include a pair of hinges,
mounted in opposing orientations.

Part Number
See table on page 365
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383A

ST-10A2 Hinge

Position control - Constant torque

_
—

e Smooth, zero hacklash
operation

e Space efficient design
provides high torque in
minimum space

e Constant torque, never
needs adjusting

Material and Finish
Zinc alloy and steel, natural

Performance Details

Maximum static radial load:
2300 N (517 Ibf)

Maximum static axial load:
2400 N (540 Ibf)

Cycle performance:

Type A/B: 30,000 cycles within
+20% of static torque specification
Type T/W: 50,000 cycles within
+20% of static torque specification

Installation Notes

1. Install hinge using M4 (No.8)
socket head cap screw.

2. For proper function, assembly
must include a pair of hinges,
mounted in opposing orientations.

Part Number
See table

Downloaded from AFrow.com.

Type A Low Profile (Handed with Type B) Type B
15.6(.61) Natural
15.8(.62) Max as Finished
9.5(.38) Natural
9.8(.39) Max as Finished 10(30)
0O 204.2(17) Natural —_ ()
N (4.05(.16) Min as Finished 5.5(.22) Natural
@) oinA 5.8(.23) Max as Finished
== [11(43) _43.8 (1.72)
23.4 (.92) 13 (.51)
©B0 g
8 = +| = 5(2) Natural
16 (63) 15.5 (61) 10.4(.41) Max as Finished
25.4(1) Natural
25.8(1.01) Max as Finished
Type T Heavy Duty (Reversible)
9.5 +0.2 (.38 +.01) Natural
204.2 £0.1(17+ 0) Natural 9.9 (:39) Max. as finished
(#4.05(.16) Min. as finished !
(37.7(.30) Natural
(7.27(.28) Min. as finished 7/
4.2(.16) Near and far side |y 10639
\
N ooy 11(43) || 58072
234(92) 1% + 13(51) 10 (.39) Natural
o] 10.3 (.40) Max. as finished
-] 16(.63) 15.5(.61) |<—>-10(.39) i
25.4 (1) Natural [ —_—
25.8 (98) Max. as finished 05 (02) Max. —slw T
41 0.3 (1.61 « .01) Natural = _—
41.5 (1.63) Max. as finished
Type W Heavy Duty Offset (Reversible)
9.5+0.2 (.38 = .01) Natural
2042 £0.1(17+ 0) Natural 9.9 (:39) Max. as finished
34.05(.16) Min. as finished '
(7.7(.30) Natural
(37.27(.28) Min. as finished 7/
4.2(.16) Near and far side S| y10(39)
R5(.2)\ C
i Kl offfe] _y 1143 13.8(1.72)
T ) 410
0.5 23.4(.92
02 | Rl PN 15D 10 (.39) Natural
l = 10.3 (.40) Max. as finished
" 13.5(.53) ‘<——l>10(.39)
25.4 (1) Natural 16(.63) ‘L- — p
25.8 (.98) Max. as finished 0.5 (.02) Max. |
39 +0.3 (1.53 + .01) Natural ——F_ -—

Dimensions in millimeters (inch) unless otherwise stated

41.5 (1.63) Max. as finished

soucthco
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ST-10A2 Hinge

Position control - Constant torque

<n Axial

Radial

16+0.1

! (630+.004) el A £0.1(.004)

Low Profile Adapter

Type A

Type B

10+0.1

(.394 +.004)
! 11_‘1 0.1
(433 +.004)

13+0.1
(.512+.004)

Heavy Duty Adapter

Type T

Offset Adapter
Type W

Mount Hardware

M4 or No. 8

Static Torque Nm (in.Ibf)

ST-10A2-135SA-33

ST-10A2-135SB-33

ST-10A2-135ST-33

ST-10A2-1358W-33

ST-10A2-170SA-33

ST-10A2-170SB-33

ST-10A2-170ST-33

ST-10A2-170SW-33

Symmetric ST-10A2-200SA-33

ST-10A2-200SB-33

ST-10A2-200ST-33

ST-10A2-200SW-33

Torque ST-10A2-240SA-33

ST-10A2-240SB-33

ST-10A2-240ST-33

ST-10A2-240SW-33

ST-10A2-270ST-33

ST-10A2-270SW-33

ST-10A2-300ST-33

ST-10A2-300SW-33

ST-10A2-115FA-33

ST-10A2-115FB-33

ST-10A2-115FT-33

ST-10A2-115FW-33

ST-10A2-150FA-33

ST-10A2-150FB-33

ST-10A2-150FT-33

ST-10A2-150FW-33

ST-10A2-190FA-33

ST-10A2-190FB-33

ST-10A2-190FT-33

ST-10A2-190FW-33

ST-10A2-225FA-33

ST-10A2-225FB-33

ST-10A2-225FT-33

ST-10A2-225FW-33

ST-10A2-270FT-33

ST-10A2-270FW-33

Asymmetric

ST-10A2-300FT-33

ST-10A2-300FW-33

Torque

ST-10A2-115RA-33

ST-10A2-115RB-33

ST-10A2-115RT-33

ST-10A2-115RW-33

ST-10A2-150RA-33

ST-10A2-150RB-33

ST-10A2-150RT-33

ST-10A2-150RW-33

ST-10A2-190RA-33

ST-10A2-190RB-33

ST-10A2-190RT-33

ST-10A2-190RW-33

ST-10A2-225RA-33

ST-10A2-225RB-33

ST-10A2-225RT-33

ST-10A2-225RW-33

ST-10A2-270RT-33

ST-10A2-270RW-33

ST-10A2-300RT-33

ST-10A2-300RW-33

Forward Reverse

1.36 (12)

1.70 (15)

2.04 (18)

2.38 (21)

2.72 (24)

3.06 (27)
1.14(10.1) 0.90 (8)
1.52(13.5) | 1.20(10.6)
1.90(16.8) | 1.50(13.3)
2.28(20.2) | 1.80(15.9)
2.66(23.5) | 2.10(18.6)
3.04(26.9) | 2.40(21.2)

0.90 (8) 1.14(10.1)
1.20(10.6) | 1.52(13.5)
1.50(13.3) | 1.90(16.8)
1.80(15.9) | 2.28(20.2)
2.10(18.6) | 2.66(23.5)
2.40(21.2) | 3.04(26.9)

Dimension [

15.8 (.63)

13.5(.53)

soucthco
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Dimensions in millimeters (inch) unless otherwise stated

e Smooth, zero backlash
operation

e Space efficient design
provides high torque in
minimum space

e Constant torque, never
needs adjusting

Material and Finish
Zinc alloy and steel, natural

Performance Details

Maximum static radial load:
2300 N (517 Ibf)

Maximum static axial load:
2400 N (540 Ibf)

Cycle performance:

Type A/B: 30,000 cycles within
+20% of static torque specification
Type T/W: 50,000 cycles within
+20% of static torque specification

Installation Notes

1. Install hinge using M4 (No.8)
socket head cap screw.

2. For proper function, assembly
must include a pair of hinges,
mounted in opposing orientations.

Part Number
See table
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ST-10E Hinge

Position control - Constant torque

e Smooth, zero hacklash
operation

e Space efficient design
provides high torque in
minimum space

e Constant torque, never
needs adjusting

Material and Finish
Zinc alloy and steel, natural

Performance Details

Cycle performance:
20,000 cycles within =20% of
static torque specification

Installation Notes

1. Install hinge using M4 (No.8)
socket head cap screw.

2. For proper function, assembly
must include(1) type A and (1)
type B hinge.

Part Number
See table

www.southco.com/ST

Downloaded from AFrow.com.

2x@4.

(.165+.004)
Nb

2x04.2+0.1
(.165+.004)

2+0.1

25.4+0.1

(1.00+.

004)

L=

(1.18+.006)

Symmetric Torque Versions
Part Number . .
Static Torque (Forward and Reverse) Nm (in<Ibf)

Type B
69.35 (2.73) —
6(.24)
4(.16)
127 A
(50) \ /*
Tt —
71) —[-oJ] 127
) (.50)

X
§4.45 (18) <2541 30.1 »|

(Looy (119

Type A Type B
ST-10E-120SE-33 ST-10E-120SG-33 1.35(12)
ST-10E-200SE-33 ST-10E-200SG-33 2.26 (20)
ST-10E-280SE-33 ST-10E-280SG-33 3.16 (28)
ST-10E-360SE-33 ST-10E-360SG-33 4.06 (36)

Part Number
Type A

Type B

Asymmetric Torque Versions

Static Torque N-m (in-Ibf)

Forward Nem (in-Ibf)

Reverse N-m (in-Ibf)

ST-10E-200FE-33 ST-10E-200FG-33 2.26 (20) 1.35(12)
ST-10E-280FE-33 ST-10E-280FG-33 3.16 (28) 2.26 (20)
ST-10E-360FE-33 ST-10E-360FG-33 4.06 (36) 2.44 (21.6)
ST-10E-440FE-33 ST-10E-440FG-33 4.97 (44) 2.93 (26)
ST-10E-200RE-33 ST-10E-200RG-33 1.35(12) 2.26 (20)
ST-10E-280RE-33 ST-10E-280RG-33 2.26 (20) 3.16 (28)
ST-10E-360RE-33 ST-10E-360RG-33 2.44 (21.6) 4.06 (36)
ST-10E-440RE-33 ST-10E-440RG-33 2.93 (26) 4.97 (44)

Dimensions in millimeters (inch) unless otherwise stated 50UthCO®
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ST-10E Hinge

Position control - Constant torque

5.08 (.200)

- s )
0965 (38) fO-OP b~
o[- F } '
9.53 (375)> |= J
< 254 3175
(1.00) (1.25)

~———88.9(3.50)

6x@4.45(.175)

6x@4.2+0.1 (.16+.004)

< \ > 12.7£0.1
D D (.50+.004)
F&—®+ O—@
2x9.53+0.1 ' | @ D
(.375+.004)
25.4+0.1 22.72+0.1
(1.00+.004) (.894+.004)
89.9+.13

(3.50+.012)

Symmetric Torque Versions

Part Number Static Torque (Forward and Reverse) N-m (in-Ibf)
ST-10E-120SH-33 1.35(12)
ST-10E-200SH-33 2.26 (20)
ST-10E-280SH-33 3.16 (28)
ST-10E-360SH-33 4.06 (36)

Asymmetric Torque Versions

Static Torque N-m (in-1bf)

Part Number

Forward Nem (in-Ibf)

Reverse N-m (in-Ibf)

ST-10E-200FH-33 2.26 (20) 1.35(12)
ST-10E-280FH-33 3.16 (28) 1.89(16.8)
ST-10E-360FH-33 4.06 (36) 2.44 (21.6)
ST-10E-440FH-33 4.97 (44) 2.93 (26)
ST-10E-200RH-33 1.35(12) 2.26 (20)
ST-10E-280RH-33 1.89 (16.8) 3.16 (28)
ST-10E-360RH-33 2.44 (21.6) 4.06 (36)
ST-10E-440RH-33 2.93 (26) 4.97 (44)

soucthco

Downloaded from AFFOW.COmM.

Dimensions in millimeters (inch) unless otherwise stated

e Smooth, zero backlash
operation

e Space efficient design
provides high torque in
minimum space

e Constant torque, never
needs adjusting

Material and Finish
Zinc alloy and steel, natural

Performance Details
Cycle performance:

20,000 cycles within 20% of
static torque specification

Installation Notes
Install hinge using M4 (No.8) socket
head cap screw

Part Number
See table

www.southco.com/ST
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ST-10E Hinge

Position control - Constant torque

e Smooth, zero backlash
operation

e Space efficient design
provides high torque in
minimum space

e Constant torque, never
needs adjusting

Material and Finish
Zinc alloy and steel, natural

Performance Details
Cycle performance:

20,000 cycles within £20% of

static torque specification

Installation Notes

1. Install hinge using M4 (No. 8

socket head cap screw.

2. For proper function, assembly
must include (1) type A and (1)

type B hinge.

Part Number
See table

www.southco.com/ST
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Symmetric Torque Versions
Part Number . .
Static Torque (Forward and Reverse) Nem (in<Ibf)

Type B

~——76.9(3.03) —
9.53(375) = 4 5.08 (.200)
"""" OO 127
Co-|[—< (50) 914(55) JEHE (7D
4.46 (175)
550-3) 233(914)
' g ass 75)
9.53+0.1
A4x04.2+0.1 (.375+.004)
(.165+.004) -~

]

U 254+01 ' 23.2+0.1

(1.00+.004) (.914+.004)

12.7+0.1
(.50+.004)

Type A Type B
ST-10E-120SJ-33 ST-10E-120SK-33 1.35(12)
ST-10E-2008J-33 ST-10E-200SK-33 2.26 (20)
ST-10E-280SJ-33 ST-10E-280SK-33 3.16 (28)
ST-10E-3608J-33 ST-10E-360SK-33 4.06 (36)

Type A

Part Number

Asymmetric Torque

Versions

Static Torque Nem (in-Ibf)

Type B

Forward Nem (in-Ibf)

Reverse N-m (in-Ibf)

ST-10E-200FJ-33 ST-10E-200FK-33 2.26 (20) 1.35(12)
ST-10E-280FJ-33 ST-10E-280FK-33 3.16 (28) 1.89(16.8)
ST-10E-360FJ-33 ST-10E-360FK-33 4.06 (36) 2.44 (21.6)
ST-10E-440FJ-33 ST-10E-440FK-33 4.97 (44) 2.93 (26)
ST-10E-200RJ-33 ST-10E-200RK-33 1.35(12) 2.26 (20)
ST-10E-280RJ-33 ST-10E-280RK-33 1.89 (16.8) 3.16 (28)
ST-10E-360RJ-33 ST-10E-360RK-33 2.44 (21.6) 4.06 (36)
ST-10E-440RJ-33 ST-10E-440RK-33 2.93 (26) 4.97 (44)

Dimensions in millimeters (inch) unless otherwise stated 50UthCO®
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ST-12A Hinge

Position control - Constant torque

Type B
L= =—
4.7 ( 19)"i (A7)
2% 0 4.2~ -7
(.17)7\ i
VNI T 12
S T/
\ f
. l@@)‘— '
[ X 2x
P §4.2(17) — 1567) I
16 (.63) Counterbore both sides (
254, | {8(31)4.2 (.17) deep
(1.0)
<@ Axial ax
_ 4.2+0.1
Rial / i (.165.004)
12+0.1
! (472+.004)

Symmetric Torque Versions

_*__T_

Part Number (Sth:waTrt:lrg:: /—nge centerline 7 (1.06)
et M|
ST-12A-120SA-33 ST-12A-120SB-33 1.4 (12)
ST-12A-200SA-33 ST-12A-200SB-33 2.3 (20)
ST-12A-2808A-33 ST-12A-2808B-33 3.2(28) gg&.l 004)
ST-12A-360SA-33 ST-12A-360SB-33 4.1(36) 11 050.1 (.435+.004)

( 630+, 004

Asymmetric Torque Versions

Part Number Static Torque N-m (in-Ibf)

Type A Type B Forward N-m (in-Ibf) Reverse N-m (in-lbf)
ST-12A-200FA-33 ST-12A-200FB-33 2.3 (20) 1.5(13.6)
ST-12A-280FA-33 ST-12A-280FB-33 3.2 (28) 2.2(19.1)
ST-12A-360FA-33 ST-12A-360FB-33 4.1 (36) 2.8 (24.6)
ST-12A-440FA-33 ST-12A-440FB-33 5 (44) 3.4 (30)
ST-12A-200RA-33 ST-12A-200RB-33 1.5(13.6) 2.3(20)
ST-12A-280RA-33 ST-12A-280RB-33 2.2(19.1) 3.2(28)
ST-12A-360RA-33 ST-12A-360RB-33 2.8 (24.6) 4.1(36)
ST-12A-440RA-33 ST-12A-440RB-33 3.4 (30) 5 (44)

soucthco

Downloaded from AFFOW.COmM.

Dimensions in millimeters (inch) unless otherwise stated

e Smooth, zero backlash
operation

e Space efficient design
provides high torque in
minimum space

e Constant torque, never
needs adjusting

Material and Finish
Zinc alloy and steel, natural

Performance Details

Radial load:
Maximum static load:
1000 N (225 Ibf)

Axial load:
Maximum static load:
1200 N (270 Ibf)

Cycle performance:
20,000 cycles within =20% of
static torque specification

Installation Notes

1. Install hinge using M4 (No. 8)
socket head cap screw.

2. For proper function, assembly
must include (1) type A and (1)
type B hinge.

Part Number
See table

www.southco.com/ST
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ST-4A , ST-3A, ST-10P Hinge

Position control - Constant torque

e Smooth consistent
operation

e Compact design fits
the smallest applications

e Never requires adjustment

Material and Finish
Aluminum, zinc alloy and steel,
natural

Performance Details

Cycle performance:

20,000 cycles, see trade drawing at
southco.com for details

Radial load:

Maximum static load:
200 N (45 Ibf)

Radial load:
Maximum static load:
223 N (50 Ibf)

ST-10P
Radial load:
Maximum static load: Part Number Static Torque
. Forward | Reverse
Nem (in-Ibf) | Nem (in-Ibf)
ST-4A-3S-33 0.03(0.3) 3.5(.14) 3.5(.14)
ST-4A-8S-33 0.08 (0.75) 9.5 (.37) 9.5 (.37)
ST-5A-10S-33 0.11 (1.0)
ST-5A-16S-33 0.18 (1.6)
4.15(.163) 74 (.291)
ST-5A-23S-33 0.26 (2.3)
ST-5A-30S-33 0.34 (3.0)
ST-10P-040S-33 0.45 (4)
ST-10P-080S-33 0.9 (8)
ST-10P-100S-33 1.13 (10)
ST-10P-140S-33 1.58 (14)
ST-10P-040R-33 0.32 (2.8) 0.45 (4)
Part Numher ST-10P-080R-33 | 063(56) | 0.9(8)
Seetabe ST-10P-120R-33 095(84) | 136(12) ) 205 (8D
ST-10P-160R-33 1.27 (11.2) | 1.81(16)
ST-10P-040F-33 0.45(4) | 0.32(2.8)
ST-10P-080F-33 0.9 (8) 0.63 (5.6)
ST-10P-120F-33 1.36(12) | 0.95(8.4)
ST-10P-160F-33 1.81(16) | 1.27(11.2)
www.southco.com/ST Dimensions in millimeters (inch) unless otherwise stated Southco®

Downloaded from AFrow.com.
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ST-4A, ST-3A, ST-10P Hinge

Position control - Constant torque

ST-4A

ga

(16) N\

| Radial W

1.47+0.01
3.7+0.1 (.058 +.0004)

(.146+.004)

Min.
6.35
(0.25)

“ J L 35 040001 |2xR0.4(02)
X Y L5 (.14) (157:£.0004) |
(.06)
4.25+0.1
ST-5A Hinge center (.1672.004)
; 2.27x0.01
of rotation 0.45 (08910004)
(.018)
Hinge center _f
of rotation Min.
8
(.315)
I | (.047+.004)
X ! Y '
ST-10P
Forward Reverse
torque torque 7
| X Y ( 30 45+0.01
| ' (.180 +.0004)
I —— Min.
(.51)
b}"
=1 |=1.1(04) 310 =0
4.6 = R0.5 +0.1
(ig ~ (3%0=002)  RLIS=0.L 095" Sy
thco
SOU CO Dimensions in millimeters (inch) unless otherwise stated
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* Smooth consistent
operation

e Compact design fits
the smallest applications

o Never requires adjustment

Part Number
See table

www.southco.com/ST

Q]
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ST-20L Hinge

Position control - Constant torque - Press-in - Nut mounting

e Smooth operation

e Space efficient design
provides high torque in
minimum space

e Constant torque, never
needs adjusting

Material and Finish
Zinc alloy and steel, natural

Performance Details
Radial load:
Maximum static load: 400 N (90 Ibf)

Axial load:
Please note this hinge will not resist
axial loads.

Cycle performance:
20,000 cycles within =20% of
static torque specification

Part Number
See table

www.southco.com/ST

Downloaded from AFrow.com.

Nut mounting version
Tighten M6 nut (not supplied)

to max 3.4Nm

[
VF
|

,_L_, 46 . . 285
(1.81) g g (1.12)
0

16.9+0.1 )
(.67 +0)

0)
.

N
.

2.5 I )
(.1)_—I I__ 353 / 20

(:20) (79)

Press-in version

Press shaft into mating
hole in panel

~ o Reverse

Forward

Part Number Forwargl Tqrque Reversnlz Tqrque I]imens?on X Dimens.ion Y
Nm (ibf.in) Nm (ibf.in) mm (in) mm (in)
ST-20L-100FA/B-33 1.0(8.9) 0.75 (6.6)
= ST-20L-100RA/B-33 0.75 (6.6) 1.0(8.9) 7.2(.28) 8.8(.35)
- ST-20L-200SA/B-33 1.75(15.3)
§ ST-20L-300FA/B-33 3.0 (26.6) 2.3(19.9)
o 8.9(.35)
ST-20L-300RA/B-33 2.3(19.9) 3.0 (26.6) 12.1 (.48)
ST-20L-400SA/B-33 3.5(31) 10.6 (.42)
ST-20L-100FJ/K-33 1.0(8.9) 0.75 (6.6)
= ST-20L-100RJ/K-33 0.75 (6.6) 1.0 (8.9) 7.2(.28) 8.8(.35)
é ST-20L-200S)/K-33 1.75(15.3)
E ST-20L-300FJ/K-33 3.0 (26.6) 2.3(19.9) 8.9 (35)
ST-20L-300RJ/K-33 2.3(19.9) 3.0 (26.6) 12.1 (.48)
ST-20L-400SJ/K-33 3.5(31) 10.6 (.42)
®
Dimensions in millimeters (inch) unless otherwise stated SouthCO
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ST-20L Hinge

Position control - Constant torque - Panel Preparation

0205 e Smooth operation -
s D ?_5195) e e o Space efficient design

(41) provides high torque in
y o g9 M_i;]imlimdcleetlrance minimum space

I | sapiodtedarte ¢ Constant torque, never

(1.12) " (11+0)

[ S Sy q='-l|__ Installation Notes

A7) Li=ol 1. Install hinge using M5 screw
Tapped Hole - (04 +0) . g g

for M5 Fastener ' (not supplied)

2. For proper function, application
should include a pair of hinges

SIMPLIFIED INSTALLATION DETAILS and constrain the system axially.
3. Hinge installation to frame or
Door\ - / Frame Door\_ - / Frame door may be reversed, but should
M16 washer or similar —_| | C— mfgfsﬂgd‘;’ similar be used as opposing pairs to
(not supplied) ] - PP avoid the hinge coming apart.

| “ 4. For alternative panel thicknesses
| H ] and adaption to your application,
please contact Southco

5. For panel preparation and
installation details please refer to
|| \ Southco trade drawing.

[ T\

%ll
i
&ll

M5 screw or similar
(not supplied)

l«—»— 8(31) l«—»— 8(31)

11 (.43) Min 10 (.39) Min
20 (.79) Min 18 (.71)

Nut mounting Press-in
version version

\.‘\‘

LS h o
SOUL CO Dimensions in millimeters (inch) unless otherwise stated

Downloaded from AFFOW.Com.
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